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4 ntists know that the telephone is handset. The tube extended through the 
: not used under ideal laboratory conditions receiver cap into the ear canal. As sounds 
There is never a perfect seal between re of many frequencies were sent through the 
ceiver and user's ear. A curl may get in receiver, the tube picked up a portion, and 
the way, or the hand relax a trifle. And sent it through a condenser microphone to 
4 ears come in many shapes and sizes. So an amplifier. That sampling showed what 
some sound escapes the ear received 
Now, sound costs money. To deliver more As a result, Bell scientists can compen 
+] of it to your ear means bigger wires, more sate in advance for sound losses—build re 
= amplifiers. So Bell Laboratories engineers, ceivers that give enough sound, yet with 
5 intent on a thrifty telephone plant, must no waste. That makes telephone listening 
@ know how much sound reaches the ear always easy and pleasant 
ow much leak They ounted 
how much leaks away mney mounted a It's another example of the way Bell 
} npling tube’ on ar lin 
7 narrow “sampling tube” on an ordinary Telephone Laboratories work to keep your 
; telephone service one of today’s biggest 
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To maintain peak production and de- 


pendable operation of electric furnaces, 
proper selection of refractories is essential. 
Conditions that affect refractory life vary 
in different types of furnaces. To meet 
your specific needs, Harbison-Walker pro- 
vides a complete line of refractories from 
which you can select those having the 
particular characteristics required for 


various types of service. Among the well- 


Harbison-Walker 


AND 


for maximum 
tonnage 

of high quality 
stee/... 


HARBISON-WALKER specialized 
electric furnace REFRACTORIES 


known Harbison-Walker brands for 
electric furnace service are the following: 
VEGA and STAR silica refractories, 
METALKASE, MAGNEX, CHROMEX 
B, H-W MAGNAMIX and H-W D. B. 
GRAIN MAGNESITE. 
Harbison-Walker Technical Service 
will gladly assist in selecting the refrac- 
tories best suited to your individual 


operating conditions. 


@ 
eneral Offices... .. Pittsburgh 22, Pennsylvania. 
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Machinability that enables you to produce small 
metal parts efficiently and economically . . . wear- 
resistance that enables those same parts to stand 
up under severe service ... you get both and more 
when you use Republic Cold Drawn Alloy 
Steel Bars. 

Produced by Republic's Union Drawn Steel 
Division, these bars are unsurpassed for close 
tolerance, accuracy of section, fine surface finish 
and UNIFORM MACHINABILITY. They are 
strong, tough, and uniform in response to harden- 
ing treatment. They're made to withstand shock, 


strain, wear and heavy loads without weakening. 


corw DRAWN ALLOY STEEL BARS 


Republic Coid Drawn Alloy Steel Bars are avail- 
able in all popular analyses, in standard shapes 


and sizes, and furnace treated (annealed, normal- 
ized, spheroidized, stress relieved or carbon cor- 


rected) to your requirements, 


Republic metallurgists and machining experts 
will be glad to show you how to use them to 
greatest advantage. Write, wire or phone: 


REPUBLIC STEEL CORPORATION: 
Alloy Steel Division « Massillon, Ohio 
GENERAL OFFICES « CLEVELAND 1, OHIO 
Export Department: Chrysler Building, New York 17, N.Y. 


Other Republic Products include Carbon and Stainless Steels—Sheets, Strip, Plates, Pipe, Bars, Wire, Pig Iron, Bolts and Nuts, Tubing 
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ALL NEW DESIGN! NEW SPEED and CONVENIENCE! 
Plus the 


NEW MAGNA-VIEWER! 


ie asked for this instrument! You helped specity its new 


convenience features. Exclusive features like these: Strazeht- 
Line Observat Magna-Viewer, stage, microscope and 


evepiece are all in one line, for easy direct observation; 
Controls tr controls are within easy sight 
and reach of seated operator, New Fine Adjustment Mech 

rh (sraduated knob measures travel smooth, back- 
lash-tree tron: lmprotved Heaty-Daty Mechanical Stage built 
on ball bea otatable support. | /erating Derice (patent 
ipphed tor) nates coarse adjustment — permits quick 
inite hange of objectives, retaining focus! Visual Hlumina- 
tor is t-in. Improve lilter System and Heat Absorbine 
‘ t tite holders New heat ibsorbing 


cell; Cast Optical Bed —Pro- 
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Bausch & Lomb 
NETALLOGRAPH 


vides sturdy, shock-absorbing support for camera, micro- 
scope and light source with greatly increased image sta- 


bility. PLUS the New Magna-Wiewer—Projects bright, 
magnified screen images; ideal for prolonged observation, 
such as grain-size work and dirt counts . eliminates 
fatigue, results in better, faster work 

This ts it . the metallograph which gives you the econ- 
omy of limited capacity instruments with many pertormance 
idvantages of the highest-priced metallographs at an 
initial cost in the medium range This is the instrument )o# 


want for a// general metallography 


WUE vx complete information to Bausch & Lomb 
N. ¥ 


Optical Co., 787-X Sc. Paul St., Rochester 2, 


Bausch & Lomb METALLOGRAPH 
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PROFESSIONAL SERVICES 
Charles F. Sawyer, Jr. (p. 1433) came to Vanadium Limited to AIME members, or to com- 

Alloys Steel Co., Latrobe, Pa., via a roundabout route panies that have at least one AIME 

Born in Keokuk, Iowa, he attended high school in member on their stafis. owe $40 per 

Pasadena, Calif. and college at Oklahoma A&M a 

where he graduated with a B.S 


H. P. Holmes ‘p. 1445), a graduate of Oregon State 
College with a BS., is a native of Concord, Neb. He 
has been with the U. S. Bureau of Mines, Albany, 


Ore., as metallurgist since 1945; but was with Balatoc ENGINEERS 
Mining Co., in the Philippines prior to that time METALLURGISTS 
W. W. Stephens ‘p. 1445), born at Arden, Nev., went CONSULTANTS 
to high school at Denver, Colo., and was graduated Small Jobs Welcomed 
with an E.Met. from Colorado School of Mines. He 
€ O10 ( 00 € SAM TOUR & Go... INC. 


worked as metallurgical observer for Colorado Fuel | 
& Iron Corp., Pueblo, Colo.; chemist for American 


Laboratories and offices 
44 Trinity Place 


C. F. Sawyer, Jr Smelting & Refining Co., Denver; and since 1941 has 
been with the U. S. Bureau of Mines at Salt Lake New York 6, N. Y. 
ity, Ute ider City, Nev., edding, Calif.. and | 
City, Utah, Boulder City ev., Redding, Ca inc Deel With Confidence 


now Albany, Ore. He co-authored with W. J. Kroll on 
zirconium production, presented at the 1950 AIME 
annual meeting 


Where you see this sign 


Walter A. Backhofen (p. 1454) is from Rockville in 
the Nutmeg state. He went to Rockville high school 
and later was graduated with an Sc.D. from Massa- 
chusetts Institute of Technology. He was an instruc- MAX STERN 

tor, a research associate, and is now assistant pro- Consulting Engineer 
fessor at MIT 


Expert for Scrap Recovery and Shipwrecking 
— Modernization of Plants and Yards for 
Ferrous and Nonferrous Metal Scrap 


E. S. Bumps (‘p. 1465) is a globe-trotter. He was 
born in Springfield, Mass., went to Rutiand, Vt., high 
school, and got his B.S. at Missouri School of Mines 150 BROADWAY NEW YORK 7, WN. Y. 
From 1943 to 1948 he worked as mill metallurgical 
observer and research metallurgist for Republic Steel 
Corp., and since 1948 has been in Illinois as associate 
metallurgist in the ferrous metals section of Armour 
Research Foundation. He likes golf, bowling, and 
photography LEWIS B. LINDEMUTH 


H. P. Holmes 


J. S. Bowles (p. 1478) was born in Yarrowonga, Vic- 
toria, Australia, and graduated from the University of 140 CEDAR STREET NEW YORK 66 
Melbourne with an MS. He has been lecturer in 
metallography at University of Melbourne; on a two- 
year research fellowship at the Institute of Metals. 
University of Chicago; and is now research officer for 


, the Commonwealth Scientific & Industrial Research 
Organization at University of Melbourne 
Roswell Ruka ‘p. 1500) is a native of Wisconsin, 
born at Boscobel and graduating from University of F k B id 
| rank B. Foster, Inc, 


Wisconsin with a BS. and an MS. He worked for 
two years at Westinghouse Research Labs at East 
W. A. Backofen Pittsburgh, and is now at University of Michigan, 


Ann Arbor. Tennis, golf, and fishing are his hobbies INDUSTRIAL PLANTS 
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“BLECTROMET 


A Digest of the Production, Properties, and Uses of Steels and Other Metals 


Published by Electro Metallurgical Division, Union Carbide and Carbon Corporation. 30 East 42nd Street. 
New York 17, N. Y. + In Canada: Electro Metallurgical Company of Canada, Limited. Welland, Ontario 


SILICON . . . Deoxidizes, Increases Strength, 


viding control over depth chill and 


pavsi il propertie In larger 


and Improves Electrical Properties of Metals 


makes cast iron suitable for handling highly 
rrosive acids in chemical plants 
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Another application Improves Non-Ferrous Alloys 


in the ir ‘ teel Silicon is used in non-ferrous allows t 


imlustries. It n eth . : increase strength and hardness, and to im 
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Alloys of Silicon and Their Uses 


15% Ferrosilicon In ground form, this alloy is used im the 


When used as at ny elemet process of concentrating ores 


ms 50%, ferrosilicon idely used as 4 deoxidizer as a furnace block; and 
idding silicon co fill specifications im the productior 
stee!. Also used in the production of cast itor 


65% Ferrosilicon Used mainly in the production of electrical sheet steel 
Available in low-aluminum grade only.) 


75%, Ferrosilicon sed both deoxidizer and tor alloying purposes in 
production of steel, particularly steel contarning high per 
centages of silicon. Also used for ladle additions to cast 
ror 
85 L Ferrosilicon sed tor same general purposes as ferrosils nm Permits 
arge silkcon additions without harmful chilling effects 


r same general purposes as and terre 
Permits large silicon additions without harmful chill 
« effects 


90°, Ferrosilicon 


Silicon Metal for use in the non-ferrous industry, particularly he 
nanufacture of aluminum and copper alloys. Also used to 
produce the organo-silicon compounds known as silicones 


Purified Silicon Metal For special applications requiring silicon metal th 


greatest purit 


SMI’ Alloy For ladle additions in the production of cast trot 


strong graphitizing effect 
“ELECTROMET” Special Graphitizer additions in the productior 
EM” Silicon Briquets ‘ con ast iron in the cupola 


Silicomanganese 
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Engineering Societies Personnel Service 


Aime 


New York 18: Detroit: 57 Post San Fran 
Chicago |. st i sdd + 


Positions Open 


Metallurgist, 26 to 30, experienced in foundry and electric furnace melt- 
ing work, to assist in fundamental research. Salary, $4680 a year to start 
Location, New York Metropolitan Area. Y4451 


Analytical Engineers, B.S. in engineering, physics or metallurgy, with 
at least 5 years’ experience covering -materials, structures, strength 
Stresses, vibrations, elasticity, plasticity, X-ray, etc.. (a) to do experi- 
mental and theoretical stress analysis of equipment structural members 
both steady and alternating loads, to direct mechanical extensometer, 
Wire strain gage, and stresscoat testing, to correlate test results with 
operating experience and to point out design weaknesses and assist with 
remedial redesigns, and in some cases be responsible for full scale 
fatigue testing of the structure studied: ‘b) to study the genera! problem 
of strength as related to material and its metallurgy, type of member, 
and type of loading, covering wrought aluminum alloys, alloy steels, high 
strength brazing alloys, silver solders, heat treatment, shot blasting. sur- 
face rolling and the residual stresses and stress concentrations, state of 
Stress, stress and stress concentrations, stress gradient, range of stress, 
etc. Work will lean more towards research than investigation or develop- 
ment. Salary, $5160 to $7800. Location, Conn. Y4448 


Engineers. (a) Assistant Engineer. 35 to 40, experienced in steel plant 
design and construction, competent to prepare projects for expansion with 
construction cost estimates and present information in suitable reports 
Will act under direction of plant engineer. (b) Steel Plant Metallurgist, 
30 to 35, competent to do laboratory research work and deal with operat- 
ing metallurgical problems in mill. Salaries, $7800 to $8400 a year. Loca- 
tion, West. Y4442-S-400 


Assistant Plant Manager, must have minimum of 5 to 10 years’ experi- 
ence as plant executive in heavy steel fabricating plant or heavy stee! 
plate work. Salary open. Location, upstate New York. Y4436 


Draftsman with experience on tubular and metal products, to lay out 
and detail metal furniture and other accessories. Salary, $3900 a year 
Location, New York, N. Y. Y4421 


Foreman, graduate, with 5 to 10 years’ experience, or a well qualified 
man as an assistant foreman in some of the fabricating plants, to take 
charge of all productive departments which are boiler shop, welding 
sheet metal, assembling. including electrical assembly and testing ma- 
chine shop to coordinate production flow, within and between these 
departments, to schedules as set up by production control. Salary, $5000 
to $6500 a year with 5 to 10 years’ experience. More experienced engineer 
$6000 to $8500 a year. Location, Pennsylvania. Y4415 


Production Superintendent, 35 to 45, capable of taking charee of the 
production of miscellaneous metal parts. Salary. $10,000 to $12.000 a year 
Location, Ohio. Y4399 


Plant Manager, 40 to 50, for company manufacturing high pressure 
tanks. Must have considerable experience in steel fabrication, bending 
welding, etc. Salary, $15,000 to $18,000 a year. Location, Midwest. Y4389 


Production Manager, about 35, experienced in shoo management, pro- 
duction control, incentive production and methods study. Experience in 
a sheet metal plant desirable. Will supervise the production of a plant 
having 40 to 50 employees. Salary, $4500 to $5500 a year. Location, Con- 
necticut. Y4386(b) 


Engineers. ‘a) Metallurgist, Ph.D. or possibly an MS. degree, with some 
research experience, capable of responsible, independent research in 
physical metallurgy, interested in assuming some directive responsibility 
Should have strong theoretical background. ‘b! Metallurgist with a 


The amazing crayons that tell 
temperatures. If you mark your 
workpiece with the appropriate 
TEMPILSTIK® the mark will melt when 
the specified temperature is reached 
Available in temperatures from 113° 
to 1600° F. Can be supplied also in 
pellet or liquid form. Write for 
information. 


POLISHING COMPOUND 


"C-RO" is a relatively heavy, metal- 
tographic, polishing compound in 
which small, sharp uniform particles 
provide a fast, sure and flawless cut- 
ting action. It polishes without bur- 
nishing. Write for Bulletin 208. 


19427 FIFTH AVE 


BURRELL GH 19 
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a's 
es Here are two very good reasons why Brosius 
Clay Guns are so highly practical to operate 


and maintain. First, they are backed by many 


years of specific blast furnace engineering skill 
and experience; and second, cach gun is 
individually designed, machined, assembled, 
; inspected, and tested at the Brosius factory. 


For more information and literature on 


sturdy low-cost clectric-mechanical, electric- 


hydraulic or steam guns, simply write to us 


Edgar E. 
BROSIUS 


Conaprainy Ine. 


SHARP PITESEURGH 140 Be 


Positions Open 


strong background in the theoretical 
aspects of physical metallurgy 
Should have at least an MS. degree 
‘c+ Metallurgist with good theoreti- 
cal background, and also some 
foundry experience. Some research 
experience desired. Must have an 
interest in research. Location, Ohio 
Y4385D 


Metallurgist with precious metals 
or nonferrous products experience 
to be responsible for analysis and 
production test of wire and strip 
materials. Salary, $3600 to $4800 a 
year. Location, Massachusetts. Y4378 


Structural Engineer, thoroughly 
experienced in design. estimating 
and drafting on all types of fabri 
cated structural steel, for fabricators 
of all types of buildings, steel mill 
furnace supporting structures, oil 
refinery structures, etc. Salary open 
Location, Pennsylvania. Y4355 


Engineers. Metallurgist, BS 
degree, for product engineering in 
the reduction Sintering swaging 
and drawing of tungsten and molyb 
denum. ‘b) Metallurgist or Mechan- 
ical Engineer, B.S. or MS. degree, for 
Studies on mechanical equipment 
(swagers, wire drawing equipment 
etc.) for the production of tungsten 
and molybdenum wire and _ rod 
‘c' Metallurgist or Chemist, BS 
degree, for studies on the reduction 
of molybdenum and tungstic oxide 
to metal powder ‘id’ Buyer, BS 
degree in Chemistry or Chemical 
Engineering, 25 to 40, to be respon- 
sible for direct purchases of limited 
quantities of materials on factory 
supply items for the tungsten and 
chemical division, and order basic 
plant material needs. Will review 
purchase requisitions, rights on bids 
on purchase items, follow delivery 
dates with vendors, etc. Salaries 
open. Location, Pennsylvania. Y4349 


Practical Metallurgist or Metal- 
lurgical Engineer with about one 
year of nonferrous experience. Will 
be trained for night superintendent 
job Salary to start as _ trainee 
$3000 to $3300 a vear. Must have 
mechanical ability. Location, Long 
Island, N. Y. Y¥4329 

Process Engineer with experience 
in roasting and hydro-separation by 
chemical process of metals. Any ex- 
perience in analyti chemistry in 
‘hecking final n desirable. Sal 
ary open. Location, New York, N. Y 
Y4328 


Men Available 


Metallurgist or Operator, 32, mar 
ried, MS. Physical Metallurgy at 
Notre Dame, S.M. Chemistry of Steel 
Making at MI.T. Over 4 years’ ex 

i ] furnaceman 


perience in steel mill as 
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n open earths and electrics, re- 

order, heat treater and mill re- 

search. Capable of har ng respon- 
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Short Cuts 


American Cladmetals Co. is install- 
ing at its Carnegie plant a 30 in 
wide cold reduction mill stand 
purchased from Jones & Laughlin 
Steel Co. The project will be com- 
pleted in 1951, and the mill will be 
for the production of cop- 
per cladmetal used for ammunition 
nonce nts as well as silver clad- 
metal bearings 

Kaiser Steel Corp. has made avail- 
able a motion picture that shows 
the making of steel from the min- 
ing of iron ore and coal to the roll- 
ing of semi-finished and finished 
products. Strength in the West, 
the 16 mm film in color and sound. 
can be obtained free by writing to 
the Public Relations Dept., 1924 
Broadway, Oakland 12, Cal 

H. K. Porter Co., Inc., Pittsburgh. 
has acquired Connors Steel Co 
Inc., Birmingham, producers of 
electric furnace steel and _ steel 
products. The plant's total capac- 
ity exceeds 94,000 tons yearly 
Aluminum Co. of America has es- 
tablished a fellowship at Rens- 
selaer Polytechnic Inst. The Insti- 
tute has been engaged in extensive 
research in light alloys and their 
weldability 

Diamond Alkali Co. has purchased 
the chromic acid business of E. I 
du Pont de Nemours and Co. The 
electroplating field is the principal 
customer for chromic acid 

A new standard, “Preferred Iron 
Core Dimensional Specifications,” 
has been released by the Metal 
Powder Assn. for the electronic 
core industry 

Fansteel Metallurgical Corp. is ex- 
panding facilities for production of 
tungsten and molybdenum. The 
expansion involves additions to 
chemical and ore treating facili- 
ties; additional drying ovens, re- 
duction furnaces, hydrogen stor- 
age, purification and compressing 
equipment, sintering furnaces with 
transformers and control equip- 
ment: and additional tungsten 
carbide reaction furnaces 

National Lead Co. has contracted 
for two new sulphuric acid plants 
to be used to expand titanium pig- 
ment facilities. One plant will be 
located in St. Louis and the other 
in Sayreville, N. J 

A new corrosion testing station at 
Harbor Island devoted to the study 
of effects of salt water and salt air 
has been opened. An addition to 
the Kure Beach corrosion testing 
project, it is under the direction 
of F. L. LaQue, International Nick- 
el Co.. Inc. Among the more than 
20,000 tests underway are speci- 
mens of metals, alloys, non-metal- 
lic materials and protective coat- 
ings 


In Simpticity of Operation, speed, and assurance of pertect 


results -the new AO Metallograph ts vears ahead. It is sure to 
encourage better quality and greater uniformity of photo- 


micrographs 
This revolutionary metallograph for routine control work 
permits you to 


sit her DESK. From start to finish you need not 


AUTOMATICALLY AND ACCURATELY an g specimen through 
MEASURE DIRECTLY ON GLASS VIEWING SCREEN. irate size, 
ase depth, and A as made rapidiv with cor parisor hart 
CHANGE OBJECTIVES RAPIDLY. Ko.) g turret accor xdates four objectives. 
TAKE NOTES. Desk provides ample writing and storage spa 
USE PHOTOGRAPHIC LAMP FOR EXPOSURES ONLY. |i.\|; minator for 
sual observations, cho # arc or ribbon hilar t photograpt amy 
DETERMINE ALL OPTICAL SETTINGS INSTANTLY. \. i al ceded 
Identity by ASTM OX ro 1500X 
BUILT-IN QUICKLY Four eve] espe- 
ARC ‘LAMP EASILY AND QUICKLY. t ts are with 
4 i a motor-dr aT amy at igcd ON ground glass 


USE EITHER MONOCULAR OR BINOCULAR BODIES. are both 


I anuta th 

\ al ( Tt d 

4 i ix ast \ 

| \ fecting 
ghetra Husk mist tion and 

Lea ore abour th s AO Merallograph. For a complete 12-page catalog 
M182 


Manufacturers and designers t ( 


of precision industrial 


opti al instruments 


INSTRUMENT DIVISION ¢ BUFFALO is NEW YORK 
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FIRST HEAT OF STEEL 


DRESSLER 


Marking Swindell-Dressler’s special ability to serve 
under the most exacting conditions, this construction 
project for a large Eastern steel producer saw the 
first heat of steel poured in nine months from breaking 
ground. 

The installation includes a melting shop 700’ long 
by 200’ wide, containing two 75-ton and two 65-ton 
SWINDELL electric melting furnaces, with scrap- 
handling, furnace-serving and ingot-handling equip- 
ment specially designed for labor saving and safety; 
buildings for shop offices and testing laboratory, and 
for lockers and showers. 

May we discuss your own particular construction 
requirements? 
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Products and services recently an- 
nounced are described here. Also, new 
publications offered free by producers 
servicing the metalworking industry are 


listed. 


1—AB MOUNTING PRESS: For the metallurgist comes a 
streamlined AB mounting press with qualities of pre- 
cision workmanship, speed, and convenience in the 
preparation of metallurgical specimens in plastic 
mounts. Bakelite mounts are produced in 2's to 3', 
min and may be used with 1 in., 1', in. or 1, in 


molds. Prices, $380, $400 and $430. Buehler Ltd 


2—GLOVE RECONDITIONING: A work glove recondi- 
tioning service is offered by the U. S. Industrial Glove 
Corp. It includes complete renovation, sanitizing 
nd packaging of all types of worn fabric and leather 
gloves and protective clothing. Many gloves can be 
alvaged several times. Reconditioned gloves are pre- 
ferred because of their pliability and comfort. A free 
trial plan is available 


3—AIR-FED HOOD: For lead disking, grinding opera- 
tions, light sand blasting and paint spraying, the 
2600 Air-Fed Hood, approved by the U. S. Bureau of 
Mines under “Class C" Respirator, is available. To 
eliminate bulk and rigidity and to provide comfort 
and full freedom of movement, the hood is made of 
i lightweight, flexible, rubberized fabric. Incoming 
air is brought in noiselessly The hood protects the 
head, shoulders, chest, and back against fiving par- 
ticles. It is also waterproof and acid-resistant. Chi- 
cago Eye Shield Co 


4—STRETCH METER: Percentage stretch or shrinkage 
of materials being processed through rolls turning at 
different speeds is indicated and automatically re 
corded by the new Tag-Weston recording speed-ratio 
tachometer offered by Weston Electrical Instrument 
Corp. It provides a continuous record of roll speed 
ratio for metal-rolling. Various calibration ranges 
and chart graduations are available 


5—BARREL TILTER: The new GS Safety tilter with 
pouring spout provides a safe, fast and convenient 
method of draining acids and other liquids from 
stainless steel barrels. Flow capacity is 5 gal per min 
rilter #11, complete with the safety air vent pouring 
spout, costs $34.50, shipped on open account. General 
Scientific Equipment Co 
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New Products, Services and Information.... 


For further information on any product 
or for your copies of the free publica- 
tions, fill in the coupon below and send it 
to the Journal of Metals 


6—ALUMINUM ROOFING: Greater strength and rigid- 
ity than ordinary aluminum are claimed for the New 
Holland cross-crimp aluminum roofing. The addi- 
tional crimping prevents sagging and brings strength 
up to 28 gage galvanized roofing. It has less glare 
and is more attractive looking. New Holland Metals 
Co 


7—MARKING STAINLESS: Sfainiess Ornamentals, Inc 
announces a method of applying permanent mark- 
ings and designs on stainless steel. Called Ateen-ate, 
the process treats stainless steel to produce markings 
in contrast to the lustrous surface of stainless. Uses 
are both decorative and utilitarian 


8—STRIP POSITIONERS: Askania Regulator Co. offers 
optimum solutions to web and strip handling prob- 
lems. A new edge postioning control is a simplified 
rugged, efficient, and accurate method of controlling 
the position of a moving web or strip using AsKania 
hydraulic methods. Installations for metallic and 
nonmetallic webs have successfully withstood the 
test of time. Accuracies of +0.0005 in. have been 
obtained 


9—ATMOSPHERE CONTROL: For carbon restoration 
hardening, annealing, normalizing, and carburizing 
homogeneously or with controlled surface carbon 
Leeds & Northrup Co. has introduced the new “Series 
H” Homocarb with Microcarb atmosphere control 
The heart of Microcarb control is the Carbohm, a 
unique primary element located in the work chamber 
that responds to the carbon potential of the atmos- 
phere as does the steel being heat-treated. To users 
it means that closer specs can be met more easily 


10—BRONZE PRODUCTS: To withstand heavy crushing 
loads and increase wearing life from three to five 
times, Non-Gran bronze parts are recommended 
Non-Gran is an alloy having a non-granular struc- 
ture, resulting from the use of virgin metals and a 
special melting process that assures positive amal- 
gamation of the copper and tin. American Non-Gran 
Bronze Co 


11—SELF-CLEANING NOZZLE: Only a push and a pull 
are necessary to clean the McKinney self-cleaning 
spray nozzle. Full cone coverage over a pressure 
range to 150 lb is assured. At higher pressures it 
produces semi-fog and fog. The nozzle section is 
heavy cast bronze, with cast bronze moving parts 
packed in grease and enclosed in a seperate compart- 
ment of the body. S. P. Kinney Engineers, Inc 


12—PRECISION INDICATOR: The Brown ElectroniK 
precision indicator provides fast and accurate read 
ings in an indicating type of instrument. When the 
object measured is subject to low temperatures, the 
operator switches in the proper measuring circuit 
and reads the temperature on the lower range scale 
When the object reaches the higher temperatures, 
the other measuring circuit is closed and an accurate 
reading is obtained on the higher range scale. Min- 
neapolis-Honeywell Regulator Co 


13—X-RAY GAGE: Sheffield Corp. announces a new 
simplified “50° Series Measurays X-ray gage for non 
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contact continuous or intermittent thickness measur- 
ing. Two thickness setting dials eliminate the need 
for gage-setting masters and master indexing mech- 
anisms. The gage does not require an engineer to 
operate. Thickness setting dials enable it to be ap- 
plied where frequent and quick changes of gage are 
necessary. X-ray tubes cost 75 pct less and have 
longer life 


14—PORTABLE WELDER: A new silicone-insulated, 
portable ac welder, equipped with automatic Hot 
Start control has been announced by the General 
Electric Co. Known as 6WK30J series, it is one of the 
first standard ac welder lines commercially available 
incorporating silicone insulation. Instant are striking 
without any manual adjustment is provided by Hot 
Start automatic control 


15—HEAVY-DUTY CONTACTOR: Westinghouse Electric 
Corp. announces a new, complete and uniform line of 
heavy-duty Type M, de contactors in all standard 
NEMA ratings 25 to 2500 amp. It is an extension of 
their 25- and 50-amp sizes. Copper current-carrying 
parts are silver plated for low contact resistance 


16—STRIP GAGE: A new electronic gage has been de- 
veloped by General Electric Co. for continuously indi- 
cating the width of hot strip steel. It is a non-con- 
tacting gage with the detector head mounted 15 ft 
above the stop, and no changes on the mill or mill 
table are required for installing. Accuracy is within 
+1, in. of actual strip width, with response within '4 
sec after strip passes detector. Strip temperatures of 
1500°F or higher are handled, and power require- 
ments are: 550 volt-amp., on 220, 440 or 550 voit, 3 
phase, 60 cycle current 


17—SILICON CARBIDE: The chemica! and physical 
properties of silicon carbide make it ideally suited 
to deoxidiging steel at a fraction of the cost of other 
agents, a@ording to Electro Refractories & Alloys 
Corp. Price: $140 per ton in 50,000 lb carload or 
20,000 Ib truckloads; $150 per ton in less than a 
truckload. Freight allowed east of the Mississippi 


18—ELECTROSTATIC PRECIPITATOR: For applications 
where space is a problem, or where the precipitator 
must be mounted on top of a pr:mary tower washer, 
the cylindrical vertical flow Koppers-Elex Precipi- 
tator, manufactured by the Koppers Co., Inc. is rec- 
ommended. The entire cross sectional area of the 
unit is open to unrestricted gas flow, a modern and 
efficient design resulting in maximum cleaning per 
unit of area. Maintenance is minimized by auxiliary 
sprays provided for periodic total flushing 


Free Publications 


20—LABORATORY APPARATUS: Burrell Corp., manu- 
facturers and suppliers of laboratory chemicals and 
scientific equipment, presents Catalog No. 450, a 986 
page handbook of up-to-date and complete refer- 
ences on all kinds of laboratory apparatus and sup 
plies. Over 25,000 items are listed, as are many im- 
proved methods and aids for chemical analyses and 
testing. Bound in durable green leather, it is offered 
to laboratories of all kinds 


21—REFRACTORY MORTAR: For coke oven mainte- 
nance, Bonding Mortar No. 20 is recommended in 
Laclede-Christy Co.'s Bulletin No. 204. The tacky 
consistency of this mortar stands up in hot patching 
coke oven walls and leveling coke oven floors. It 
can be used in other consistencies for jamb patching 
and spraying and pointing end gun brick, flue brick, 
uptake brick linings, and gas leaks 


22—THERMOCOUPLE MANUAL: From the Wheelco In- 
struments Co. comes a 42-p. 1950 edition of the 
Wheelco Data Book and Catalog containing up-to- 
date prices, application recommendations, and per- 
tinent information concerning instrument sensing 
units and associated accessories. A large standard 
line of thermocouples, protecting tubes, lead wire, 
and insulators, is profusely illustrated and specifica- 
tions are clearly indicated 


23—PROFILOMETER: A direct-reading shop instru- 
ment for specification and control of surface rough- 
ness that checks it at the machine, cuts production 
time, reduces scrap, and permits more accurate di- 
mensional control, has been devised by the Physicists 
Research Co. Measurements can be taken on practi- 
cally all surfaces produced by industrial sizing and 
finishing operations, internal, external, straight, tap- 
ered, and circular, in any desired direction and for 
any desired length of trace 


24—TITANIUM METAL: Tifanium Metals Corp. of 
America has published a comprehensive “Handbook 
on Titanium Metal.” Titanium is available as sheet, 
strip, plate, wire, bars, rods, forging billets and forg- 
ings, in sizes and prices shown. Metallurgy and fab- 
ricating methods are discussed 


25—POWDER-CUTTING: Linde Air Products Co., has is- 
sued a new 8-page illustrated booklet on Powder- 
Cutting and Scarfing Processes. It tells of applica- 
tions of these processes in the fabrication of stainless 
steel. Other uses discussed are the powder-cutting 
of heavy steel scrap and nonferrous applications 


26—MOTOR CONTROL VALVES: A unique development 
of the Minneapolis-Honeywell Regulator Co., designed 
for an automatic control valve of utmost sensitivity 
and reliability, is the new Series 700 air-operated 
diaphragm motor control valve. It is described in 
Bulletin 700-2, and prices are given. Engineering 
consultation is invited 


27—PLUG VALVES: A new and different type of valve 
construction, according to actual service records, 
affords the lowest cost per year fluid control of any 
valve within its service range. In addition to a full 
lubricant seal around the parts and around the top 
and bottom of the valve, the wedge-action of the 
plug under line pressure causes the finely-finished 
surfaces of the plug to press outward against the 
sealing surfaces of the body. Homestead Valve Mfg 
Co 


28—INSTRUMENTS AND CONTROLS: Bulletin 17-C de- 
scribes Bailey Meter Co.’s instruments and controls 
for process industries. Details are given on con- 
trollers, components, multi-element systems, measur- 
ing components, and instrument combinations 


29—THICKNESS GAGE: Bulletin 404-100 of the West- 
inghouse Electric Corp. describes an X-ray thickness 
gage that provides a non-contact method of gaging 
cold rolled steel strip as it passes through the cold 
mill. Regardless of strip speed, the gage measures 
strip thicknesses from 0.0050 to 0.1196 in., and is ae- 
curate to within +1 pct of the standard sample thick- 
ness. Thickness of the strip is checked 60 times a 
second against a standard sample 


30—SOAKING PIT COVER CARRIAGES: Where indi- 
vidual carriages are used for each pit cover, the 
Wellman Engineering Co. soaking pit cover carriage 
is available in a variety of sizes and designs to suit 
any installation. Heavy construction and the liberal 
use of anti-friction bearings insure long trouble-free 
service. Welded steel cover tracks can be furnished 
to match conditions of loads and service, or they can 
be fabricated from purchaser's designs 
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IN CRITICAL USES too many and varied to mention, 
it was learned under the stress of war demand that 
tungsten, manganese, nickel, chromium—any one of 
several indispensable alloying materials could be re- 


duced in percentage and so made to go farther by 


judicious additions of Molybdenum. 

No alloying agent is more easily introduced in 
various Compositions; none is more tolerant in the 
presence of other elements. Nowhere else is Molyb- 
denum so abundant as in the United States 

Phe subject is timely. Correspondence is invited on 
any prospective use of Molybdenum, Tungsten, or 


Boron. 


MOLYBDENUM 
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AMERICAN Production, American Distribution, American 
Control, Completely Integrated 
Offices: Piusburgh, New York, Chicago, Cleveland, Detroit, 
Los Angeles, San Francisco, Seattle. 

Sales Representatives: American Steel and Supply Co., Chicago; 
Edgar L. Fink, Detroit, Brumley-Donaldson Co., Los Angeles, 
San Francisco, Seattle. 

Subsidiaries: Cleveland-Tungsten, Inc., Cleveland, O.; General 

Tungsten Manufacturing Co., Inc., Union City, N 
Works: Washington, Pa.; York, Pa. 
Mines: Questa, New Mexico; Urad, Colorado 


CORPORATION OF AMERICA 
Grant Building Pittsburgh, Pa. 
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po e rials go farther... 


featuring 
The Philips Electron Microscope is a proved instru 


CONTINUOUSLY VARIABLE ment with numerous exclusive features which give it 
MAGNIFICATION unmatched operating characteristics 
° Through the use of an intermediate lens system, mag 
INSTANTANEOUS CONVERSION nification is continuously variable from 1,000 to 60,000 
FROM MICROSCOPY TO 
TECHNIQUES selected specific areas of the held by simp e and instanta- 


neous conversion from mic FOSCOPY tO electron diffraction 


techniques—without need for re-evacuation, change of 


EXACT FOCUS pole shoes, specimen transferral or other inconveniences 
DETERMINATION Full descriptive data and detailed specifications are 


° available without obligation. You are further invited to 
FREE FROM EFFECTS OF visit our application laboratories to see the Electron Micro 
HUMIDITY, DUST. ALTITUDE scope in use on your problems—your samples 


VARIABLE ACCELERATING 
VOLTAGE UP TO 100 K.V. 


SILENT OPERATION 


EXCEPTIONAL STABILITY 
FREE FROM 
NORMAL VIBRATION 
THRU-FOCUS 
CONTROL 
RESOLUTION TO 
THIRTY ANGSTROMS 
LARGE DIRECT 
VIEWING SCREEN 


The Philips Electron Microscope is completely contained in a 
desk type housing with access panels on all sides, facilitating 


inspection of all internal components 


| NORTH AMERICAN PHILIPS company, Inc. 


RESEARCH and CONTROL INSTRUMENTS DIVISION ® DEPT. 1G-12. 750 S. FULTON AVENUE, MT. VERNON, N.Y 


IN CANADA Philips industries 1203 Philips Sqvore, Montreal EXPORT REPRESENTATIVE Philips Export Corporation, 750 South Fulton Avene, Mt. Vernon, N.Y 
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Reductions in size and weight of magnetic devices for 
ail sorts of uses have been attained with high nickel 
alloys, and in many cases results are secured which are 
not attainable with other materials. 

Basically, these materials are iron-nickel alloys to 
which other elements may be added to modify and im- 
prove magnetic or electrical properties, or to develop 
new properties not present in the basic tron-nickel 
alloy. There are essentially two types of magnetic 
alloys: those that are easily magnetized and demag- 
netically soft allovs—and those 


netized—known as t 
that are difheult to me 
as magnetically hard alloys or permanent magnets —and 
it is significant and noteworthy that the outstanding 


gnetize and demagnetize —known 


alloys of each class are nickel alloys. 


80% NICKEL ALLOYS 


These allovs are very soft magnetically and have ex- 
tremely high initial and maximum permeabilities, low 
coercive foree, and low hysteresis loss. Sensitive relay 
cores are made of these alloys because, when the wind- 
ing around such a core is de-energized, the low coercive 
force (easy demagnetization’ assures quick reliable 
release. 

birst applied in telephone loading coils to improve 
long distance talking and to speed up cable transmission, 
these high nickel alloys are now widely used to shield 
delicate apparatus trom stray magnetic fields, and for 
cores in many devices such as the Mlagnesyn compass 


and airborne magnetometer, and for filters. 


50% NICKEL TYPE ALLOYS 


\Nlong with high permeabilities, these alloys provide 
low hysteresis and eddy current losses, which are im- 
portant in high frequency service. Applications include 
cores in quality audio and hearing aid transformers to 
minimize distortion, also pulse transtormers for 
radar, current transformers, numerous instruments and 
in certain portable power tools where heat is objec- 
tionable. 

504 nickel-iron can be modified by special rolling 
and heat treating techniques to have a rectangular 
hysteresis loop making it useful in commutating recti- 
hers, magnetic amplifers, and computer memory 


devices. 


OTHER MAGNETIC TYPES 


Special iron-nickel magnetic alloys are used where 
constant: permeability, magnetostriction, or tempera- 
ture compensation are required. They are usually em- 
ploved in the form of thin strip, but also are available 


in powder form. 
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magnetic devices improve 


by HIGH NICKEL ALLOYS 


PERMANENT MAGNETS 


The Alnico Family. Aptly named for the three major 


alloving elements which they contain. . .aluminum, 
nickel and cobalt...'' Alnico’’ designates a group of 


iron-nickel-cobalt aluminum alloys that provide strong 
magnetic helds without application of external power. 
The maximum energy product of these alloys ranges 
from 1.6 million | Alnico 1) to an amazing five and one- 
half million for a specially produced Alnico V. 

Hard, and relatively brittle... Alnico magnets are 
usually cast to shape and are finished by grinding. They 
are not available in strip or wire form but small magnets 
can be produced by powder methods. 

Ductile Permanent Magnet Nickel Alloys. For specific 
applications, the choice of a magnet alloy depends not 
only on its magnetic, but also on its physical and me- 
chanical properties. Cunife (copper, nickel, iron) and 
Cunico ‘copper, nickel, cobalt) are ductile and malleable 
permanent magnet alloys. They can be cold rolled to 
wire or to strip, or punched, machined or otherwise 
formed by ordinary methods. In addition 18-8 stainless 
steel, which is normally non-magnetic, develops (when 
drastically cold worked) magnetic properties useful in 
magnetic recording. 

APPLICATIONS 
Permanent magnet applications are of four different 
types: 

1. converting mechanical into electrical energy . 
as in a generator, dynamotor, electrical tachom- 
eter, or an aircraft magneto; 

2. converting electrical into mechanical power .. . 
as in a radio loudspeaker, or in d’Arsenval 
meters, and less obviously in ion traps in cathode 
ray tubes or in arc blow-outs in switches; 

3. attracting other magnetic materials... as in the 
magnetic chuck of a grinder, or a separator that 
sorts magnetic from non-magnetic materials; 

4. finally, for magnetic bias, i.e., to partially satu- 
rate a magnetically soft alloy... pure nickel, 
for example, is usually biased in magnetostric- 
tion applications to improve performance. 


NON-MAGNETIC MATERIALS 


A number of non-magnetic alloys are produced having 
strengths as high and higher than that of structural steel. 
These include the austenitic stainless steels, ‘"h"’ 
Monel, and Inconel, all containing nickel, and find wide 
application in electrical and electronic fields. 


FULL INFORMATION 


We shall be glad to furnish you with data on high nickel 
netic purposes. Send us details of your 


alloys for mag 
problems for our suggestions. 


THE INTERNATIONAL NICKEL COMPANY, INC. wew'vorx’s ‘xy 


* Contrary to accepted furnace lining methods, it_has been found that the new 
"zebra" construction extends the life of furnace areas subject to wear. "Zebra" 
construction consists of nlternate courses of silica and basic brick in wear 
areas such xs roofs and backwalls, and the method is being tried by several 
large steel companies. 


* Belt conveyors h=ve been provosed for syeeding up the flow of bettlefield 
suyvlies. It has been sugscected that sunply bases be inter-connected with a 
system of conveyors thet will run across countryside, releasing trucks for other 
uses as well as reducing traffic congestion. Construction speed; simplicity, 
economy, and speed of opers —— incrensed capacity; and a less visible target 


are suggested advantages. 30 mile conveyor menned by 100 men could carry as 


much as a fleet of 400 rome menned by 1200 men, it is claimed. 


* The first non-Atomic Enerzy Commission owned and operated nuclear reactor in 
the United States will be built by the Consolidated University of North Carolina, 
at Raleich. It will use nuclear fuel loaned by AEC, ond have a yater or homegen- 
eous type boiler. A solution of uranium in water will be the fuel. 


* A new prescure-fed cun for spraying powdered metals and non-met:llics uses an 
air blest to soray heated powders. The pressure fed system forces the powder in- 
to the nozzle, in contrast to present vacuum type guns. Air and propane gas 
pressures are preset, and the gun hes a single lever control. Higher coating 
densities and no moving parts are claimed, and some 80 substances can be applied. 


> 


* Colorado Fuel & Iron Cor>. will send |}26,200,000 in exnansion of its Pueblo 


eel plant and nearby coal mines. The program includes two new 225-ton openhearth 


ste 

urneces, rebuilding a blast furnace, a new high-speed 10-in. merchant mill, and 
a new coal mine that will be opened about 27 miles from irinidad, Colo. This ex- 
pension is in adcition to the 331 million spent on cavital imorovements at Pueblo 
during the past 5 years. 


1 


A new resin-sand process for ma-ing foundry molds and cores promises to become 
one of the major merxets for phenolic resins. The "Croning," "C," or "shell" pro- 
cess, as it is variously known, involves a resin-sand mixture of about 1:12. A 
metel oattern is first trented with silicone resin, as in greasing a pan, and then 
heated. The resin~sand mixture is then dumped on the pattern, a 1/8-in. coating 
builds up, and excess is shaxen off. Mold and coating are then heated to set the 
vlastic, cooled, and the shell is removed, forming a half mold. Cores are made by 
blowing the mixture into a heated split metal core box. 

Two half molds and cores are assembled to mike a full mold, embedded in a box 
of steel shot, and the metal is poured. No special venting is needed, and casting 
finish is exceilent. Metal patterns are used over again. Sections as thin as 
0.010 in. can be poured, and tolerances of 0.002 to 0.003 in. can be held on small 


castings. Sand requirements are reduced as much as 90 pct, and machining and clean- 


ing costs are reduced by up to 80 pct. 


* National Production Authority has stoo,ed civilian use of columbium, used fre- 
cuently in the manufacture of stainless steel welding electrodes and other items. 
Colunbium will be directed into defense goods, particularly jet turbines. The 
principal sources are Nigeria and Belgian Congo, but the Norwegian Government 
just announced that it wos opening a mine for soevite ores, from which columbium 
is recovered. 
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N the recent World War the special talents of 

engineers, like those of many other groups of pro- 
fessional men, to a large extent were wasted. Fur- 
ther, their training in colleges was interrupted, so 
that the postwar supply was inadequate. Only in 
the past year has the supply equaled the demand 
Members of the national engineering societies often 
have suggested that some action should be taken 
looking to a better utilization of their talents in 
future emergencies. They are not trying to evade 
service to their country, although few people look 
forward to taking up a gun and going out to shoot 
somebody; but feel that it is to the country’s in- 
terest as well as their own to serve where they can to 
the best advantage 

With the draft boards again picking up engineers 
for non-engineering military service, the problem 
has again become acute. Engineers Joint Council 
representing the AIME, ASME, AIEE, ASCE, and 
AIChE, therefore has set up an Engineering Man- 
power Commission in which the American Society 
for Engineering Education also is represented. Its 
function is to develop “policies and procedures de- 
signed to secure the most effective use of engineering 
skills and experience in industry and government 
‘civilian and military! during the emergency and 
to take necessary steps within the scope of EJC to 
put such policies and procedures into practice.’ 
Three AIME representatives, one for each Branch 
of Institute activities, are acting on this Commission: 
George B. Corless. of the Standard Oil Co. (NJ. 
M. W. Lightner, Carnegie-Illinois Steel Corp.; and 
H. J. O'Carroll, Kennecott Copper Corp 

Similar groups have been working through the 
American Chemical Society, American Institute of 
Physics, and National Research Council, and study 
of the general problem has been undertaken by six 
committees advisory to General Hershey, director of 
Selective Service. These groups are reporting to the 
National! Security Resources Board 

One is likely to underestimate the complexities of 
the problem and perhaps to overlook the political 
angles. Almost every skilled laborer thinks he can 
serve his country better than by carrying a gun, and 
why should any white collar man be deferred? Mili- 
tary service by practically every physically fit man 
was fundamental in the idea of the Selective Service 
Act. Even if the idea is accepted that outstanding 
engineers and scientists be treated differentiy from 
others, the problem remains of registering them 
finding the proper thing for them to do, and deciding 
on a cutoff point 

‘he Commission has made no final report as this is 
written, but has agreed that fundamentally the long- 
range problem is twofold: (1) Maintaining an ade- 
quate supply of personnel of the necessary abilities 


and (2) Assigning this personnel] to the maximum 


advantage. The programs to be recommended also 
must take account of what is desirable on a large- 
scale or full mobilization basis, on a partial mobiliza- 


tion basis with medium military forces, and lastly 
on the present 3,000,000-man military force basis 
To maintain an adequate supply of engineers it is 
felt that deferment from military service should be 
granted to those wishing to enter engineering schools 
who show exceptional promise, and that definite per- 
centages of this group be advanced each vear to the 
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sophomore, junior, and senior classes. 80, 85, and 
90 pet, respectively, have been suggested, so that 
61 pet of a well-selected freshman group would 
graduate. Fixed survival percentages would prevent 
any complaints of academic grade juggling 

For all-out mobilization, registration of all scien- 
tific and technical personnel, both men and women, 
between the ages of 18 and 65 has been proposed 
Registrants would include those with bachelor or 
higher degrees in engineering, physics, and chemis- 
try; those enrolled in training programs; those em- 
ployed in these fields without regard to education; 
and perhaps highly skilled technicians. Selective 
Service would handle the registration. The group 
thus registered, after proper screening, would con- 
stitute a “National Technical Reserve” membership, 
which would be comparable to membership in the 
armed forces or in the military reserve. Some badge, 
or other indication of membership, would be desir- 
able because of social pressures 

A “National Technical Manpower Board”, with 
regional and specialized committees, would be set 
up to assign duties to those registered, including 
assignment to and withdrawal from the military 
forces 

For partial mobilization, it is proposed that this 
plan be adopted on a skeletonized basis, carrying 
assignments by the Board only to the extent nec- 
essary 

Admittedly, all this should have been done some 
time ago. But better late than never. It is hoped 
that some action may result, either immediately or 
after any required legislation can be enacted, which 
will prevent some of the waste of technological and 
professional manpower that until now has existed 
in this country in times of military emergency 


AIME members living outside of the United States 
frequently complain of the difficulty of securing 
American dollars with which to pay their dues 
Efforts have been made to devise some means otf 
easing the burden but so far without result. Deposits 
of foreign currency to the credit of the Institute 
cannot be utilized, for the expense of conducting the 
society has to be paid in American dollars 

As late as 1938, 25 pet of the membership resided 
in foreign lands. The exigencies of the last World 
War reduced this to 16 pet in 1944, and it has since 
remained at between 15 and 17 pet. The current 
figure is 16 pet, and of this group of foreign mem- 
bers, 23 pet are in South America, 21 pct in Canada, 
20 pet in Europe, and 9 pct in Mexico. It seems, 
therefore, that some 2600 AIME members living in 
foreign countries still can secure American dollars 
so the problem cannot be too acute. Many, of course 
maintain balances in banks in this country, particu- 
larly American engineers employed abroad 

In the last Directory, Toronto has been displaced 
as the city outside of the United States ‘we hesitate 
to call it a foreign city) with the largest number of 
AIME members. In the 1948 Directory the 1-2-3 rank 
was Toronto, London, and Caracas. Caracas now 
takes the lead. with just 100 on the Institute rolls, 
thanks to the oil and mining activity in Venezueia 
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WE FEEL IT Is OUR RESPONSIBILITY, through h and development, to produce alloys and metals that will expand the usefulness, improve 
the quality end lower the cost of alloy and stainless steels. In so doing, we believe our Company is keeping faith with your industry—our customers. 


Pittsburgh-Met, in its three centrally located plants, is a large produer of Low Carbon Ferro Chrome Silicon (33 to 41% chrome, 42 to 50%, silicon, 
05%, maximum carbon), High Carbon Ferro Chrome, and Ferro Silicon in the tange from 15 to 95%. 


PITTSBURGH METALLURGICAL COMPANY, Inc. 


Plants Located At 


NIAGARA FALLS, N. Y. CHARLESTON, S. C. CALVERT CITY, KY. 
District Sales Engineering and Service Offices At 
CLEVELAND DETROIT PITTSBURGH CHICAGO 
UNION COMMERCE BUILDING NEW CENTER BUILDING OLIVER BUILDING FAIRBANKS-MORSE BUILDING 


4 
CALVERT CITY, KY.-- ON THE TENNESSEE RIVER 
} 
| 


HYDRO 
ELECTRIC 


FURNACES 


Hydro-Arc brought new safety to electric-arc 
furnace operation when it developed the auto- 
matic electrode clamp and arm. Until then, fur- 
nace operators had to climb over the furnace, 
braving terrific heat and choking fumes to pry 
loose tight wedges or screw clamps, to slip elec- 
trodes or add new lengths. Many furnaces are 
still in operation which use these obsolete 
methods. 

The Hydro-Arc electrode clamp and arm per- 
mits the operator to slip electrodes from the 
floor by simply turning a conveniently located 
handle. These clamps and arms are available 
separately to replace old-fashioned wedge or 
screw-type clamps. Information will be sent on 


request, 


TIN IG 


W 
15602 Lathrop Avenue, Harvey, Hlinois 


Offices in Chicago, Cincinnati, Detroit, Houston, Los Angel. , New York, 
Pittsburgh, and St. Louis. Representatives im other principal 
cities, Canadi idiary: W biting Corporation (Canada) Lid., Toronto, 
Ontario. Export Department: 30 Church Street, New York 7, New York. 
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M.1.T. Research Refutes Present Theories of 


Metal Behavior at Low Temperatures 


Extreme cold has been the key to a new under- 
standing of what makes steel really hard, Dr. James 
R. Killian, Jr., president of the Massachusetts Insti- 
tute of Technology, told an audience of alumni and 
friends of the Institute at the University Club in 
Cleveland recently 

Recent studies at M.1.T. show that the atoms in 
steel can rearrange themselves in the process that 
makes steel hard even at the extremely low tempera- 
tures of liquid helium, —453 . 6 above absolute zero 

It appears that steel hardening takes place more 
completely at low temperatures than at any others 
The new studies indicate that steel hardening is a 
cooperative shear-like sliding in which many atoms 
move in unison. It does not seem to be the result of 
individual shuffling movements by many atoms 

At extremely low temperatures, research indicates, 
large groups of atoms in steel participate in this 
sliding motion. and thus are transformed from 
austenite to martensite 


In some types of steel, the amount of hardening, 


New Jersey Zinc Starts Operating 
New Battery of Nine Vertical Retorts 


New Jersey Zine Co. ‘of Pa.) put into operation 
nine new vertical retorts at its Palmerton Plant, 
bringing the total to 43 retorts. The new battery in- 
corporates new design features, which are the out- 
growth of over 20 years of operating experience. The 
retorts are larger and are equipped with splash con- 
densers of the type announced by the company in 
March, 1949. The result is a substantially increased 
capacity per retort, in the order of 25 pct, coupled 
with smoother operation and better condensation 
efficiency 

Two major improvements have been made in the 
firing of these retorts. In the old batteries, waste 
gases from the recuperators were passed through the 
cokers where the briquetted charge was coked before 
charging to the retorts. This limited the heavy re- 
covery in the recuperators. The new battery is pro- 
vided with a new type autogenous coker that permits 
completely independent operation of the retorts and 
cokers. A recuperator of new design is used, with a 
resultant fuel economy of over 15 pct as compared 
with the old style battery 

The new plant also embodies many other refine- 
ments in design, resulting in reduced labor costs and 
better operation 


Carnegie-illinois Develops 
New High Strength Alloy Plate Steel 


A group of new alloy steels, to be known as T- 
steels, has been announced by the Carnegie-Illinois 
Steel Corp., Pittsburgh. Carilloy Tl is a multiple- 
alloy plate steel, combining extremely high strength 
with excellent ductility and toughness, even at sub- 
zero temperatures. With almost double the strength 
of high-strength, low-alloy steels and almost triple 
that of ordinary welding grade structural steels, Car- 
illoy Tl promises to effect considerable savings in 
applications of heavy steel members !'o in. thick and 
greater. It is at least two to three times as resistant 
to atmospheric corrosion as plain carbon steels 

This plate steel is furnished heat treated to a mini- 
mum yield strength of 100,000 psi. It maintains ade- 
quate toughness even at this high level of strength 


measured by the amount of martensite formed, was 
found to increase from very little at room tempera- 
ture to nearly 100 pet at the temperature of liquid 
helium. In other steels, hardening did not begin until 
the temperature dropped below —240 

Cold working of steel, the process normally used 
at room temperature to increase hardness, is still 
more effective at these extremely low temperatures 

These principles are being applied in the manufac- 
ture of stainless steel, where the rolling operations 
designed to harden the metal are being carried out 
at temperatures below freezing. The larger implica- 
tions of the research are in its contributions to the 
theory on the mechanism of steel hardening. Never 
before has an adequate understanding of this process 
been available 

The new theory on steel hardening has made pos- 
sible, for the first time, quantitative predictions of 
the behavior of steel treated in specific processes 
This, in turn, promises a more scientific approach in 
future improvements of steel processing 


and is suitable for application where extreme high 
strength and good weldability are required 

Welding does not adversely affect the properties of 
this steel, which requires no special preheating or 
postheating treatments in welding or gas-cutting 
operations beyond those normally used with ordinary 
structural steels. If low-hydrogen type electrodes are 
used, Carilloy Tl is not susceptible to underbead 
cracking. Electrodes that will develop the full 
strength of the Tl basic metal are available and 
should be used if 100 pct joint efficiency is needed 

No special equipment and procedures are required 
for fabrication. Bending or forming may be accom- 
plished cold if sufficient power is available to over- 
come the high yield strength of Carilloy T1. If hot 
forming is necessary, the operation must be followed 
by heat treatment involving liquid quenching and 
tempering after forming. Necessary heat treatment 
information for this work is available 

Ordinary room temperature testing procedures will 
not predict adequately the behavior of welded struc- 
tures under adverse conditions of restraint or when 
used at low temperatures. An extensive testing pro- 
gram was initiated, utilizing various tests to deter- 
mine its tendency toward brittle failure under vari- 
ous conditions. Results of this program indicate that 
Carilloy Tl possesses excellent toughness under such 
conditions. This feature gives the user added insur- 
ance against brittle failure 

The unique properties of this new steel are ob- 
tained by blending multiple alloying elements, cou- 
pled with precision heat treatment. Carbon content 
is restricted to 0.18 pct max to promote ease of weld- 
ing and gas cutting 


Congress to Act on Martempering Bills 


Two bills were recently introduced in Congress to 
assist Richard F. Harvey in obtaining a patent on 
the heat treatment now known as Martempering 
These are S3918, introduced in the US Senate on 
July 14, 1950 by Sen. T. F. Green of Rhode Island 
and HR 9210, introduced in the US House of Repre- 
sentatives on July 20, 1950 by Congressman J. E 
Fogarty of Rhode Island 

A patent application was filed on this heat treat- 
ment early in 1940. This relates to work previous to 
Mr. Harvey's present employment as metallurgist at 
the Brown & Sharpe Mfg. Co 
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STEELKLAD basic brick in electric furnace 
No brick but STEELKLAD hos 


this permanent steel jacket a evil ! sidewalls last 3 to 4 times as long as silica brick. 


Grefco STANDARD silica brick give out- 
standing performance in electric furnaces. 
We are the world’s largest producer of 
silica refractories. 


GENERAL REFRACTORIES COMPANY 
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Electric Furnace Steel Executive 
ard Conference Committee 
Annual Dinner and Business Meetine 


All Chairmen of technical sessions are invited to 
attend 


Thursday 9:30 a.m. to 9:45 a.m.—Dec. 7 Ballroom 


General Session 
Welcoming Remarks 
I J McLoughlin, Chairmar 
Eighth Annual Conference 


Committee for the 


J. A Bowers, Chairman, Electric Furnace Steel Ex- 


ecutive Committee 


Announcements and Report 


Thursday 9:45 a.m. to 12:30 p.m.—Dec. 7 Ballroom 


Acid and Basic Session on Raw Materials 


Chairman: M. J. Meinen, Universal-Cyclops Steel Corp. 
R. H. Frank, Chief Met., Bonney-Floyd Co. 
Use of Iron Ore in Steel Making 
Paper by John Arthur, Supt. of Melt, Crucible 
Steel Co. of America 
Formal discussion by A. K. Blough, Supt. No. 2 
Melt Shop, Republic Steel Corp... and J. S. Marsh 
Res. Engr., Bethlehem Steel Ci 
Scrap—Availability, Present Physical Condition, Con 
tamination 
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Wednesday 6:30 p.m.—Dec. 6 Rooms 566-68-70 


Paper by R. W. Farley and R. J. McCurdy, Supt. No 
2 Melt Shop, Republic Steel Corp., Chicago. Jour- 
NAL OF METALS, December 

Formal Discussion by J. J. Green, Asst. Melt. Supt 
Universal-Cyclops Steel Corp., and Ray Bromley 
M. E. Solomon Co 


Slag Material and Slag Action in Basic Arc Furnaces 
Paper by C. B. Post, Met., and D. G. Schoffstall 
Melt Shop. Met., Carpenter Steel Co. Preprintec 
JOURNAL OF METALS, November 
Formal Discussion by Leland Peterson, Asst. Supt 
Melt. Alloy Steels, Timken Roller Bearing Co 
and M. V. Healey. Met., General Electric Co 


Thursday 2 p.m. to 5 p.m.—Dec. 7 Ballroom 


Basic Session On Continuous Casting 
Chairmen: Norman |. Stotz, Pres., Braeburn Alloy Steel 
Corp. 
E. C. Smith, Chief Met., Republic Steel Corp. 
Mold Design, Casting Shape, Melting Practice and 
Refractories, Control of Process, Quality and Pro- 
ducts, Typical Production Layouts 
Paper by Isaac Harter, Jr., Engr. in Charge of Con 
tinuous Casting, Babcock & Wilcox Tube Co 
Film to be shown, and a Q. and A. period to be 
held by T. W. Ratcliff and G. G. Zipf, Babcock & 
Wilcox Tube Co 


Thursday 2 p.m. to 5 p.m.—-Dec. 7 Allegheny Room 


Acid Session On Oxidation Practice (Boil) 


Chairman: C. W. Briggs, Tech. & Res. Dir., Steel Founders’ 
Society of America 


Ore Practice 
Paper by F. J. Stanley, Works Mgr 
Torley Corp 


McConway & 


a 
i= 
Resp 


Paper by W. L. Doyle, Fort Pitt Steel Casting Div 
Pittsburgh Steel Foundry Corp 


Oxygen Practice 
Paper by R. H. Jacoby, Met., Key Co 
Paper by J. H. Garrison, Chief Met 

Steel Castings Co., Inc 


Oklahoma 


ANNUAL DINNER 
Thursday, December 7 


6:30 p.m.—Urban Room, Reception and Cocktail Party 


for dinner quests 
7:00 p.m.—-Ballroom, Annual Dinner 


Gilbert Soler, Vice-president, Mfg. Oper 
Atlas Steels, Ltd. Welland, Ont. 


Toastmaster 
ations 


Speater: C. F. Hood. President, Carnegie-lilinois 
Stee! Corp Pittsburgh 


Friday 9:30 a.m. to 12:30 p.m.—Dec. 8 Urban Room 


Basic Session On Furnace Maintenance 
And Rebuilding 
Chairmen: J. H. Eisaman, Supt. No. 2 Electric Furnace 
Shop, Carnegie-lilinois Steel Corp. 
J. S. Marsh, Res. Engr., Bethlehem Stee! Co. 
Bottom Building and Maintenance 
Paper by H. C. Bigge, Supt. Open Hearth, Bethle- 
hem Steel Co 
Top Charging and High Voltages in Lining Life and 
Repair 
Paper by R. J. McCurdy, Supt. No. 2 Melt Shop 
Republic Steel Corp 


Types of Roof Construction 
Paper by G. C. Olson, Melt. Supt., Atlas Steels, Ltd 


Relining Time 
Paper by C. F. Stanley, Supt. Extractive Met. Div 
Armco Steel Corp 


Materials Used and Specifications 
Paper by Charles Sumpter, Genl. Supvr., Ceramic 
Div.. Carnegie-Illinois Steel Corp. Preprinted 
JOURNAL OF METALS, December 
Applications of Resistance Indicator to Electric Ar¢ 
Furnaces 
Paper by Alex Sherman, Prod. Mgr., Sherman Elec 
tric Co 
Panel and floor discussion follow each paper 


Speaker 
at the 
D nner 


Gilbert Soler 
Toastmaster 
for the 
Annual! Dinner 


Friday 9:30 a.m. to 12:30 p.m.—Dec. 8 Monongahela Room 


Acid Sessions On Experience With 
Special Deoxidizers 
Chairmen: C. E. Sims, Asst. Dir., Battelle Memorial Institute 
R. H. Jacoby, Met., The Key Co. 
Investigation of New Special Deoridizers 
Paper by C. G. Mickelson, Res. Met., American Steel 
Foundries. Preprinted. JouRNaL or Mertats, No- 
vember 
The Effect of Various Deoridation Treatments Upon 
Type of Inclusion and Properties of Class B Steel 
Paper by Clyde Wyman, Chief Met., Burnside Steel 
Foundry Co 
Effects of Various Deoxidizers on the Structures of 
Nonmetallic Inclusions and Mechanical Properties of 
Cast Steels 
Paper by E. A. Loria, Senior Engr., Res. and Dev. 
Dept., The Carborundum Co 
Further Studies on Higher than Normal Silicon Steels 
Paper by J. A. Bowers, Melt. Supt., American Cast 
Iron Pipe Co 
Use of Carbortam as a Deoxidizer in Acid Electric 
Furnaces 
Paper by W. O. Igelman, Met., and D. A. Finch, 
Head Melter, National Malleable & Steel Casting 
Co. Preprinted. JouRNAL or METALS, December 


Friday 2 p.m. to 5 p.m.—Dec. 8 Urban Room 


Basic Session On Melting Practice 
Chairmen: Leland Peterson, Asst. Melt. Supt., Timken Roller 
Bearing Co. Joseph Mravec, Melt Shop Met., 
Timken Roller Bearing Co. 


Metallurgy 
Paper by Charles Taylor, Supervising Met., Armco 
Steel Corp 


Tool Steels 

Paper by Charles Sawyer, Jr., Mill Met., Vanadium 
Alloys Steel Corp Preprinted JOURNAL OF 
METALS, December 


Simple and Compound Steels 

Paper by Arthur Blough, Melt. Supt., Republic Steel 
Corp 
Rimming and Carbon Steels 


Paper by Paul Lindberg, Jr.. Melt. Sup., McLough 
Stee! Corp 
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Induction Melting 
Paper by Ray Wilcox, Tech. Dir., Michigan Steel 
Castings Co. Preprinted. JOURNAL oF METALS 
November 


Stainless Steels 
Paper by Al Ogan, Asst. Melt. Supt., Duquesne 
Works, Carnegie-Lllinois Steel Corp 
Panel and floor discussion follow each paper 


Friday 2 p.m. to 5 p.m.—Dec. 8 Monongahela Room 


Acid Session On Temperature Control 


Chairmen: Victor E. Zang, V.P. Res., Unitcast Corp. 
H. H. Blosjo, Chief Met., Minneapolis Electric 
Stee! Casting Co. 

Production Control of Molten Steel Temperature and 


Its Effect on Steel Casting Quali 


Formal Discussion by G. A Lillieqvist, Res. Dir 


American Steel Foundries; E. H. Berry, Met 
Dodge Steel Cr Warren Hart, Supt. Electri 
Furnace Bldg., Ford Motor Co J. A. Bowe: 
Melt. Supt., American Cast Iron Pipe Co.; and 


H. H. Johnson, Chief Met., National Malleable & 
Steel Castings Co 


Saturday 9:30 a.m. to 12:30 p.m.—Dec. 9 Urban Room 


Educational Session 
Chairmen: H. E. Phelps, Electric Furnace Supt., Rotary 
Electric Steel Co. C. H. Lorig, Asst. Div., 
Battelle Memorial Institute. 
Alloy Steels-A Picture of Controlled Production 
Motion Picture 


Effect of Residuals and Their Removal 
Paper by J. S. Marsh, Res. Engr.. Bethlehem Stee! 
Co 
Question Period 
Panel of Experts: J. H. Eisaman, Supt. No. 2 Elec 
tric, Carnegie-Illinois Steel Corp.; H. E. Phelps 
Electric Furnace Supt., Rotary Electric Steel Co 
C. H. Lorig, Asst. Dir., Battelle Memorial Insti 
tute; H. H. Blosjo, Chief Met., Minneapolis Elec 
tric Steel Castings Co.; W. S. Debenham, Res 
Assoc., Carnegie-Illinois Steel Corp Samuel 
Arnold, III, Consult. Engr.; and Gerhard Dirge 
Prof. Met. Engrg., Carnegie Institute of Tech 


log 
nology 


Electric Furnace Steel Executive Committee 


Committee for the Eighth Conference 


J. A. Bowers, Chairman 


Velting Supt America? 
Cast Iron Pipe Co., Birn 
nohan 
Norman I Stotz, P: 
Chairman 
President. Brae n A 
Steel Corp., Braeburt 
Pa 


Ernest Kirkendell, Secre 
tory 

ll. H. Blosjo, Ver 
Minneapolis Electric Stee 


Cust? ( Minneapo 
W. Briggs. Techni A 
Research Director, Stee 
nde Societ 
imerica, Cleveland 
W. M. Farnsworth, A 
District Manager, Repub 
Steel C ) Vassill 


Frank Garratt, Vice Pre 
ient & Technical Dire 


Stee ( Bridae 
Pe 

P. Gill, \ e Pre 

; \ adit Allo 

Steel ¢ Latrobe 

Goetz, Asst Vice 
President, Charge of Op 
¢ Republ Stee 
( Dp Cleve 

Charles Locke, Vet 

Engineer drmour R. H. Frank 

Rese Foundatior 


T. J. MeLoughlin, Chair 
man, Asst. to Vice Presi 
dent, Charge of Opera 
tions Carnegie - Illinoi 
Steel Corp 

R. H. Frank, Vice-Chairmat 
Chief Metallurgist, Bon- 
ney-Floyd Co 

J. Alfred Berger, Volybde- 
num Corp of Americt 

F. W. Brooke, Vice-Pre 
dent Swindell - Dressler 
Cor? 

Gerhard Derge, Profe 
Metals Research Lab 
Carnegte Institute of 
Tec h nolog j 

J. H. Eisaman, Superin 
tendent No 2? Electric 
Furnace, Carnegie - Illi- 
nois Steel Corp 

John Juppeniatz, Chie/ 
Metallurgist Lebanor 
Steel Foundry 

Floyd Lemmon, Asst. Plant 
Superintendent Ohio 
Steel Foundry Co 

J.S. Marsh, Research Eng? 
Bethlehem Steel Co 

M. J. Meinen, Steel Works 
Superintendent, Crucible 
Steel Co. of America 

Cc. B. Post, Metallurgist 
Carpenter Steel Co 

Alden Safford, Melter 
Chapman Valve Mfg. Co 

Gilbert Soler, Vice Presi- 
dent Manufacturing Op- 


Cc. E. Sims, Asst. Directo 


Battelle Memorial I) 
fute, Columb 

H. F. Walther, Melting S \. Bickell 
rinte ndent Timker A. Brunner 
Roller Bearing Co., Car J. W. Harvey 
tor R. K. Kulp 
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Local Committee 
On Arrangements C. T. Stowe, Engineer, La- 
D. B. Baxter, Chairman 


erations Atlas Steels 
Ltd., Welland, Ontario 


vino & Co., Philadelphia 
R. J. Wilcox, Chief Met 

Michigan Steel Casting Co 
Clyde Wyman, Met... Burn- 

side Steel Foundry Co 


if Paper by Charles A. Faist, Res. Met., Burnside Steel 
Foundry C Preprinted 
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Taking a spoon sample 
for chemical analysis 


by Charles F. Sawyer, Jr. 


pene the first World War, rapid strides have 
x 


been made in melting tool steels in the basic 
electric arc furnace. Prior to that time the cru- 
cible melting process was considered to be the 
only satisfactory method of melting steels of the 
high quality required for tools used to cut, shape 
or form other materials. Once the basic arc 
method was tried, it became apparent that be- 
cause of its increased flexibility and economy, the 
are furnace eventually would displace the cruci- 
ble process as a means of melting tool steels. 

The development of rapid, accurate analytical 
methods and the evolution of complex, highly 
alloyed steels for tools and dies now make man- 
datory a versatile melting unit such as the basic 
are furnace. Even plain carbon tool steels are 
made to such rigid specifications of hardenabil- 
ity, cleanliness, and grain size that melting in 
the electric are furnace is almost a necessity. 

A well constructed furnace is the first step in 
melting quality steel of any type. The furnaces 
at the Vanadium-Alloys Steel Co. are constructed 
of heavy duty silica brick in the walls and roof 
with a rammed bottom of rice magdolite mixed 
with tar and pitch. The oil coated ramming bot- 
tom refractories have not given satisfactory serv- 
ice in these furnaces for the original bottom and 
do not seem to be as suitable for patching as the 
uncoated bottom refractories. In certain hot spots 
in the furnace walls, as between the two doors 
opposite the tap hole, magnesite bricks are used. 


Charles F. Sawyer, Jr., is Plant Meta!lurgist for 
Vanadium-Alloys Steel Co., Latrobe, Pa. This paper 
will be presented at the Electric Furnace Steel Con- 
ference, Pittsburgh, Dec. 7 to 9, 1950 


These furnaces are completely rebuilt, except 
for the brickwork under the bottom, each time 
any one of the three components—bottom, side- 
walls or roof—must be replaced. Experience has 
shown this practice to be the most economical 
over a period of time. A furnace campaign is 
from 125 to 175 heats. 

Given a basic electric are furnace and a well 
trained crew, the first consideration will be the 
charge. This charge is made up in such a way 
that melting will be as rapid as possible and the 
composition on melting will approximate the de- 
sired final composition as closely as practicable. 
To this end it is necessary to know the composi- 
tion of all the materials used to make up the 
charge. Scrap is purchased only from Known re- 
liable sources so that sampling and analyzing 
incoming shipments does not involve a dispro- 
portionate outlay. Suitable handling facilities 
must exist in the plant to avoid mixups after the 
scrap has been properly identified 

The furnace is charged by placing the neces- 
sary limestone on the bottom, covering this with 
the heavy scrap such as hot tops, ingot butts and 
billet crops, and following with the lighter scrap 
on top. Any necessary oxides of alloying elements 
or slag making materials such as burnt lime are 
placed at about door level so that they will be 
among the first part of the charge to melt. This 
gives a slag cover to help prevent undue oxida- 
tion during melting. In the grades which are not 
slagged off, the amount of these slag making con- 
stituents cannot be too high a percentage of the 
charge or else the large volume of slag result- 
ing will unnecessarily prolong the heat time. The 
oxides of alloying elements, such as molybdenum 
oxide in the molybdenum types of high speed 
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Bins are used for storing scrap 
of varying chemical analysis 


steels, are always mixed with the reducing mate- 
rials, calcium carbide and ferrosilicon, in order 
that the desired metal be reduced into the steel 
during melting 

Most of the highly alloyed types of tool steel 
are dead melted. Steels such as M-2 and 18-4-1 
of nominal chemical composition, as shown in 
Table I, are not slagged off after meltdown ex- 
cept for the occasional heat that melts with an 
excessive slag volume. When this happens, the 
slag is turned from oxidizing to reducing before 
removing the excess. Thus the chromium and 
vanadium which have been oxidized during melt- 
ing are not lost. Turning more than a normal 
amount of slag increases the furnace time per 
heat and should be avoided 

The low carbon highly alloyed hot work die 
steels of nominal chemical compositions present 
problems not encountered with the higher car- 
bon grades. The type of slag that results on 
melting down these steels is thin and oily ap- 
pearing and it is uneconomical to finish the heat 
without slagging off and rebuilding a proper slag 
These steels are dead melted the same as the 
high speed types but the carbon content is about 
0.35 pet. The charge must be properly calculated 
to melt at or slightly below the correct carbon 
content for finishing the heat since boiling down 
the carbon will result in a substantial loss of 
tungsten as well as chromium and vanadium 
Diluting the bath with low carbon scrap is obvi- 
ously limited by the capacity of the furnace 

In the finishing slag on these hot work die 
steels, calcium carbide must be used as the re 
ducing agent because of the carbon pickup asso- 
ciated with the use of coke. The melter will also 
be cautious in the addition of calcium carbide in 
order that the slag does not turn past a white 


Table |—Nominal Chemical Compositions of H gh Speed 
and Hot Wort Die Steels 
Perce 
Grade M M v 
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into a gray carburizing slag with the attendant 
chance of carbon pickup. 

Some of the high carbon grades, such as the 
2.25 pet carbon, 12.0 pet chromium type, must be 
Slagged off only because the amount of carbon 
addition necessary is too much to be obtained by 
the use of pig iron. The carbon is added in the 
form of crushed electrodes and stirred into the 
bath before the new slag making materials are 
added. The new slag is made up of burnt lime, 
sand and fluorspar which is allowed to melt be- 
fore the reducing agents, coke or carbide are 
added 

During the refining stage, it is necessary to 
rabble the heats frequently to lessen the possi- 
bility of stratification of the bath and also to 
bring about an increased contact between the 
molten metal and the reducing slag. Thus equi- 
librium conditions between slag and metal are 
more nearly attained, and spoon tests taken to 
judge the temperature and chemical analysis of 
the molten metal are more representative. 

Any large additions of alloying elements to the 
bath such as chromium in the 12 pet chromium 
grades must be preheated if heat times are to be 
kept within reason. Final additions of ferrotung- 
sten always present a problem because of the 
high melting point of the alloy. By preheating, 
using fines, and allowing as much time as pos- 
sible between the addition and tapping, the pos- 
sibility of finding small bits of undissolved ferro- 
tungsten in the finished bars will be obviated. 
By recovering all possible alloying elements from 
the charge, final additions are Kept as small as 
possible. Ladle additions of anything but small 
amounts of deoxidizing alloys are avoided 

The tapping temperature is important but is 
hard to assess in its relative value with the many 
other variables affecting quality and recovery 
When dealing with steels ranging in carbon con- 
tent from 0.25 to 2.25 pct and alloy contents as 
high as 48.0 pct, a considerable range of tapping 
temperatures is encountered. This range will be 
from about 2500 to 2850 F as indicated by the 
blowpipe type of measurement 

The temperature at which the ingots are cast 
is closely related to the temperature at which the 
steel is tapped. Holding in the ladle for a tem- 
perature drop is limited by the extremely erosive 
action of the reducing slag on the ladle and 
stopper rod refractories. In addition, the fluidity 
of some of the highly alloyed grades decreases 
rapidly with decreasing temperature. The fluid- 
ity depends upon composition and will vary be- 
tween grades even when teeming is done at the 
proper temperature for each grade. It is neces- 
sary to cast tool steels hot enough to give a good 
ingot surface or the further processing of the 
ingots will show unduly low recoveries. The bet- 
ter the ingot surface, the lower the incidence of 
corner cracking during hammer cogging, and the 
higher the overall recovery. Casting too hot will 
increase the occurrence of ingots that stick in 
the molds and shortens mold life appreciably 

Melting tool steels to obtain the highest quality 
possible and still maintain a reasonable recovery 
is an exacting task. The many grades involved, 
each with its own peculiarities, calls for the clos- 
est attention possible to details. Every advantage 
must be taken to make the melting less of an art 
and more of a science. 
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Today's Scrap— 


Availability, 


Condition and 


Contamination 


Ralph W. Farley 


and 


Ray J. McCurdy 


LTHOUGH the subject of scrap for electric 
furnaces often has been discussed at this 

conference, it is sufficiently important to warrant 
inclusion again 

To mention, in review, a few of the previous 
discussions George A. Barker, Jr.‘ in 1945 gave 
the definition for the ideal charge, and broke 
down the problem into three main divisions 
(a) Segregation of the various analyses; (b) Prep- 
aration for charging; (c) Method of charging 
Preparation of scrap for fast melting was dis- 
cussed by Samuel D. Gladding: in 1946. He set 
forth the following objectives: (a) Make the 
scrap chargeable by proper sizing. (b) Raise the 
density of the scrap. (c) Remove extraneous or 
harmful material 

Stanley M. Kaplan in 1947 discussed problems 
in supplying scrap, pointed out the importance of 
educating the scrap producer as well as the col- 
lector and dealer, and touched upon the efforts 
then getting under way to bring into the market 
large tonnages held by divisions of the Federal 
Government. At the same meeting, Edwin C. 
Barringer,’ in a paper read by L. H. Krieger, 
sketched the recent history of scrap movements 
and explained the loss by war of 124,000,000 gross 
tons of potential scrap between 1941 and 1945 
The potential sources of scrap Known at that 
time, and efforts to get it into the market, were 
further described. It seems particularly fitting 
that the question of availability should be dis- 
cussed before this conference after the pattern 
set by the 1947 papers 

The preparation of scrap in a mill operated 


yard was discussed by C. F. Staley’ in 1949. In 
this paper the importance of scrap density was 
demonstrated by the close correlation between 
tons per hour of production and the number of 
buggies required per charge 

At present, the impact of world events upon 
the scrap supply is unpredictable. Should the 
present situation deteriorate into total war, the 
military effort would require maximum steel pro- 
duction with maximum scrap consumption. Yet, 
as Barringer pointed out, total war results in the 
loss of millions of tons of potential scrap 

The electric furnace, its capacity greatly ex- 
panded during World War II, stands today in a 
most critical position. Its unique position in the 
production of superior quality alloy steels long 
has been known. Its capabilities in the fast and 
economical melting of lower quality steels now is 
perceived, but not realized and developed fully 
The goal is to achieve complete versatility as to 
all grades and qualities, as required in any emer- 
gency. The attainment of this goal depends in 
large measure upon good charging, fast melting, 
reliable chemical control and meltdown, and 
freedom from injurious contamination. These 
factors are all characteristic of the scrap supply. 

An attempt will be made to point out some 


Ralph W. Farley is Special Mill Metallurgist, and 
Ray J. McCurdy is Superintendent of No. 2 Melt Shop 
for the Republic Steel Corp., Chicago, Ill. This paper 
will be presented at the Electric Furnace Steel Con- 
ference, Pittsburgh, Dec 7 to 9, 1950 
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Table I—Required Box Density of Scrap for a 70-ton Furnace 
with Varying Amounts of Crops 


Furnace Charge 70.000 Lb 
Capacity of Charging Box 22 Cu Ft 
Number of Sores in One Charge, Max 5S 
Balance of Scrap Cu of Scrap Wt per Cu Ft 
Lb of Crops lb Boxes Box 
Case No Back Charge 


Case 2. 25.000 Lb Back Charge 


Case 3. $0,000 ib Bact Charge 


specific requirements of the scrap supply, and 
some improvements in meeting these require- 
ments. This will be generalized as much as pos- 
sible to cover the field of electric furnace steel 
melting, but any figures and estimates apply 
Strictly to one shop in the Chicago area, with 
one-size furnaces, operating on a charge of about 
15 pet hot metal and cold pig combined. It is 
hoped that this report will indicate trends that 
may be interpreted for other sizes and methods 
of operation, under conditions obtaining in other 
areas 

The main sources of scrap today are: Home 
scrap, about 15 pet; Purchased scrap, about 85 
pet. Home scrap consists chiefiy of bloom, billet, 
and bar crops, there being no flat rolling in this 
mill. Of the purchased scrap, about 70 pct is 
waste material coming directly from the fabri- 
cators, the direct producers of scrap. This is the 
most desirable form of purchased scrap from the 
standpoint of segregation of analysis, density and 
contamination. An increasing amount of this 
class is sheet clippings in the form of No. 1 bun- 
dies, which are improving in analysis, cleanli- 
ness and density. Another good item is punch- 
ings and short heavy clippings. Inasmuch as 
closer control of the scrap analysis is necessary 
for the electric furnace than for the open hearth, 
it is increasingly important that the above items 
from known sources be channeled to the electric 
furnace. Plate scrap, bar crops, and flashings are 
desirable, if of Known origin, but chemical seg- 
regation is often not as good on these as on the 
other items mentioned 

The other 30 pet of purchased scrap, or about 
25 pet of the total, is that which arises through 
wear, obsolescence and replacement plus small 
lots of nonsegregated production scrap gathered 


Table !|—Required Box Density of Scrap for a 50 ton Furnace 
with Varying Amounts of Crops 


Furnace Charge 40 000 Lb 
Sapacity of Charging Bos 20 Cu F* 
Number Bowes Ine Charge Mas 
Balance of af Frof Scrap per Cu Ft 
b of t Bores Box 
se No Back Charge 
Case 2. 20,000 Lb Bact Charge 


Case 3 40.000 Lb Back Charge 


METALS, DECEMBER 1950 


1436—JOURNAL OF 


by the collectors. These items require the great- 
est amount of segregation and preparation. This 
job never has been advanced to an adequate pro- 
ficiency. Boat and locomotive scrap have been in 
good supply and are good items when properly 
prepared. But much trouble has been experi- 
enced with dealers’ bundles and miscellaneous 
scrap. Dealers’ bundles still appear to be a cvtch- 
all for off grade, low density and nonmetallic 
loading. It is this factor which, if undetected, can 
poison an entire charge of otherwise good scrap 
and render the melt unfit for the grade of steel 
desired. On altogether too many occasions, pro- 
duction schedules have been disturbed seriously 
by residual elements and lack of melt control 
traceable to this item. On altogether too many 
occasions, furnaces have been damaged and 
safety of personnel jeopardized by the contami- 
nants in dealers’ bundles and miscellaneous 
scrap, carelessly prepared 

It has been repeatedly stressed that the success 
of the electric furnace in the melting of all 
grades depends primarily upon fast melting. To 
achieve this, the density of scrap is all important 
There are two main requirements which must be 
met: (a) The size and weight distribution must 
be such as to give the maximum heat absorption, 
concentrating the heat in the charge and permit- 
ting high power input without damage to the re- 
fractories. (b) The average density of the scrap 
must be high enough to permit charging with the 
least possible time lost and number of back 
charges 

In the shop of origin of this report, the best 
distribution is approximately equal quantities of 
crops and heavy scrap on the bottom, medium 
weight next, and light weight on top. In the ab- 
sence of sufficient amounts of any one of these 
three groups, the other groups should be balanced 
to yield the same average density. For fast melt- 
ing, sizing and weight of scrap cannot be con- 
sidered as independent. It is imperative that 
light scrap be cut into smaller pieces. It permits 
control of the bulk density of the lighter scrap 
in the charging box; and, in the furnace, con- 
tributes to safety and avoids one important cause 
of damage to the furnace 

The average bulk density in the box is the chief 
factor in promoting high production rates. Be- 
cause the furnace will hold a certain number of 
boxes, the number of boxes required for the 
charge controls charging time, number of back 
charges, and the rate of heat absorption. In a 
70-ton furnace to be charged with 170,000 Ib to- 
tal, including 25,000 Ib of crops, a balance of 
scrap having a density of 132 lb per cu ft in the 
box can be handled in one charge. Material with 
a density of 109 lb per cu ft will require a back 
charge of 25,000 lb. These figures appear not un- 
reasonable, considering that with present equip- 
ment good sheet scrap can be compressed in No. 1 
bundles to a density of close to 200 lb per cu ft 
Yet in this shop two or three back charges are 
not uncommon 

In elaboration of these figures on density re- 
quirements, Table I presents data for several 
charging conditions for a 70-ton furnace to be 
charged with 170,000 lb, using boxes of 22 cu ft 
capacity. This furnace will take 55 boxes of scrap 
in one charge. In each case the figure in the col- 
umn to the far right, headed “Wt Per Cu Ft in 
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Box”, is the required density of scrap in the box. 
Similar density requirements for any size door- 
charging furnace can be derived from data at 
hand. Table II gives the density requirements for 
a 50-ton furnace with a charge of 140,000 lb. The 
boxes have 20 cu ft capacity, and the furnace will 
hold 48 boxes in one charge. 

In like manner, the melting performance of a 
top-charging furnace is dependent upon the den- 
Sity and size-weight distribution in the charging 
bucket. In this shop, one 70-ton furnace has been 
converted to top charging, but the data on this 
furnace are not yet sufficient to make any density 
derivations. 

Comparative figures for scrap density for 1947 
and 1950 are given in Table III, which shows the 
total charging box cubage required to make up a 
charge of 170,000 lb. Note that the average cub- 
age in 1950 is 14 pct lower than in 1947. This is 
nearly the same as the amount of hot metal and 
pig in use in 1950. Thus, the change in average 
density of the scrap is slight. The range, or dif- 
ference between maximum and minimum cubage, 
shows a decided improvement, 60 pct lower in 
1950. This results in part from education of per- 
sonnel within the shop, particularly in the stock 
house. At least a part of this improvement, how- 
ever, is attributable to better scrap, particularly 
to more and better No. 1 bundles. These cubage 
figures may be interpolated in Table I to find the 
amount of back charge required with a given 
amount of crops. Thus, the average of 1975 cu ft 
for 1950 indicates a box density of 94 lb per cu ft, 
which with 25,000 lb of crops would require a back 
charge of 42,000 lb. 

The matter of segregation is now taking on an 
unusually serious aspect. Segregation is to be 
viewed as two separate requirements: (a) Re- 
move nonferrous metals, and (b) Sort the vari- 
ous grades of steel. These requirements must be 
met with unusual diligence at this time for two 
reasons. 

First, the undesired effects of alloying upon 
carbon steels and alloy steels not requiring a par- 
ticular element are to be avoided. Second, the 
alloying elements at a time when supplies are be- 
coming increasingly critical must be conserved. 

The present state of scrap segregation is indi- 
cated by statistical study of alloy contents of a 
series of meltdown tests. Only those melts that 
were not intentionally charged for an alloy 
containing the element sought were used in such 
studies. In the shop of origin of this report, 
where residuals have been high for several years, 
and with 15 pet hot metal and pig charged, the 
residual contents of 553 melts in the month of 
July, 1950, were: 


Pet, Pet, Pct, 

Avg Max Min 
Copper 0.14 0.29 0.07 
Nickel 0.15 0.28 0.05 
Chromium 0.08 0.25 0.03 
Molybdenum 0.03 0.12 0.01 
Tin 0.02 0.06 0.01 


A considerable amount of alloy scrap and some 
nonferrous metal has come through unsegre- 
gated; and several melts have had to be diverted 
to unscheduled alloy heats. 
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Fig. 1. Distribution of residual 
copper in electric furnace heats. 


The distribution of copper, nickel, chromium, 
and molybdenum contents of these same melts 
are shown in Figs. 1 to 4, respectively, with the 
distribution of these elements in July, 1949 for 
comparison. It will be noted that copper con- 
tents ran considerably lower than a year ago, 
nickel contents « little higher, and chromium 
and molybdenum remained unchanged. 

High contents of cobalt are occasionally found 
in the melts. The source has never been traced, 
in spite of a serious effort to do so; but it is sup- 
posed that cobalt originated in the production of 
high temperature alloy parts used, for example, 
in jet engines. If this is so, then this item will 
increase with increased production of these en- 
gines, and this kind of scrap must be segregated 

While diligence must be exercised in the segre- 
gation of purchased scrap, it is just as important 
that the same diligence be exercised in the han- 
dling of home scrap. If redoubled effort is called 
for in the case of purchased scrap, then surely it 
is called for in the case of home scrap. And what 
melt shop does not face a constant fight for seg- 
regation of scrap returned from other depart- 
ments? Coming closer to home, segregation of 
scrap entering the stockhouse does not assure 
success, except by constant vigilance to maintain 
segregation all the way into the furnace 

The importance of clean scrap hardly needs to 
be mentioned. Contamination affects steelmak- 
ing in many ways: (1) It alters the meltdown 
composition and may make the melt worthless 
or at least unsuitable for the grade intended, 
(2) it introduces materials, bought and paid for 
at the price of good scrap, which are worthless 
and add nothing to the product yield of the op- 
eration, (3) it is destructive to the furnaces, and 
(4) above all, it presents some of the most violent 
hazards to the safety of the men on the job. 

Although it is supposed that all concerned are 
quite familiar with the forms of contamination 
of scrap and their effects, it may be appropriate 
to call attention to some things which must be 
stopped by any available means 


Table I!I—Scrap Density: 1947 vs. 1950 
For 70-ton Electric Furnace 


Total Charging Box Cubage Required per |70,000 ib Charge 
Cubic Feet 1947 1950 


Improvement: in Average Cubage - |4 Pct 
In Range - 60 Pct 
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Grease packed bearings and journal boxes, and 
containers not cleaned of their previous contents 
of paint, oil, or other organic liquids frequently 
are received. They particularly are to be guarded 
against, because of the danger to the furnace and 
equipment, and to the health and safety of the 
men. Finally, it need hardly be repeated that 
closed vessels and loaded shells are in a class by 
themselves, among the most vicious of contami- 


0.0 nants. 

. . This is not intended to be a complete list of 
me scrap contaminants. There are others. Undoubt- 
Fig. 2. Distribution of residual edly, the list of things that give trouble in one 
nickel in electric furnace heats area is not the same as that in another area. The 
method of elimination of scrap contamination is 
nothing new; but begins with education and 

Loading of dealers’ bundles with bricks wood ends with enforcement 
ind other worthless waste materials still occurs Education has been a keynote in many of the 


In addition to the economic loss, such material 
te and break an electrode, and the low 
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papers read before this conference. It is the be- 
ginning and essence of any program to improve 


yield resulting may lead to an off analysis heat the scrap supply to the furnaces. It has two 
In llaneou: acrap, such Kems as branches: Education of the workers in the sup 
nipples poured with concrete ang not cleaned in ply industry, and education of the workers within 
preparation, lead to similar re sult a the mill. The first may be conducted through the 
Scale, excessive rust, and other oxidizing agent broker, by keeping him informed at all times 
lecrease the product yield and cause low carbon what the requirements are and that they will be 


strictly enforced. The broker should be kept in- 
formed as to the troubles encountered through 
various defects, and why. He is in a position to 
pass this information along through the channels 
of scrap supply, and can enforce the buyer's re- 
quirements, especially when he is backed up by 
rejections when warranted on the part of the 
buyer 

Workers within the mill must be taught to 
maintain segregation all the way into the fur- 
naces, to Keep a sharp watch for contaminants, to 
load for maximum density and uniform cubage 
per charge, and to charge furnaces for maximum 
‘ ; melting rate and safety to the equipment and 
Fig. 3. Distribution of residual effar 
chromium in electric furnace heats. personnel. Education is a never ending effort; 


more so today because its best results often have 
been lost by rapid turnover of labor. Be that as 
may, it remains the inescapable duty of every 


meltdown, sometimes leading to diverted heats or 


adverse effects upon quality. Scale is often found supervisor to teach-—-and teach—and teach. 

packed in bundles. Assemblies made up of fer- In considering the various aspects of this prob- 
rous combined with nonferrous metals, plastics, lem, the close association of each factor with the 
or ceramics may vitiate the slags, attack and problem of safety has been pointed out. This is, 
damage the furnace refractories, or introduce and must remain, the ultimate test for the suita- 
residuals sufficient to cause rejection of the heat bility of scrap: “Is it safe for the men?” Safety 


Lead, zinc, and their alloys are especially destruc- like education, is a never ending effort, and an 
tive to the furnace lated and hot-dip coated effort which must be prosecuted by every means 
teel must be more effectively stripped in prepa possible 
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Deoxidizing in the Ladle 


With Carbortam 


by W. O. Igelman 
and D. A. Finch 


\\ "HEN operation of the acid electric furnaces 

for production of steel for castings started 
in 1943 at the Melrose Park plant of National 
Malleable & Steel Castings Co., previous experi- 
ence at other company plants indicated that the 
best deoxidizer consisted of 2 lb of aluminum 
and 3 lb of calcium silicon per ton of steel. This 
deoxidizer was used as a ladle addition. How- 
ever, because of variations in the melting oper- 
ation (caused by the quality of the charge, that 
is the size, shape, and analysis of purchased 
scrap) heats required extra processing to make 
castings of satisfactory quality. 

Many castings required extra heat treatments 
to meet minimum railroad physical specifica- 
tions. Variations in ductility from heat to heat 
were evident from elongation and reduction of 
area tests. Consequently, it was apparent that a 
ladle deoxidizer was needed that would yield a 
more ductile steel; that was less critical in its 
effect for amounts used; and that would lend it- 
self to better physical tests. 

In 1945, it was decided to substitute Carbortam 
for aluminum as the deoxidizer to improve duc- 
tility. A number of heats of grade B steel for 
railroad castings were made, using 5 and 6 lb 
of Carbortam and 3 lb of calcium silicon per ton 
added slowly to the ladle through a 5x5 in. x 8 
ft chute. Care was taken to add the deoxidizer 
at precisely the correct time to get the maximum 
effect 

This technique of deoxidizing in the ladle 
yielded a product that, after a normalizing heat 
treatment, had elongation and reduction of area 
values equal to or better than aluminum deoxi- 
dized heats that were normalized and tempered 
Further, test bar fractures were noticeably more 
silky in appearance. 

While these advantages were apparent, surface 
W. O. Igelman is Metallurgist and D. A. Finch is 
Melting Supervisor at the Melrose Park, Ill., plant of 
National Malleable & Steel Castings Co. This paper 
will be presented at the Electric Furnace Steel Con- 
ference, Pittsburgh, Dec. 7 to 9, 1950 


pinholes appeared in some castings varying in 
degree of severity, a condition that had to be 
corrected before Carbortam could be used in all 
electric furnace steel output. In addition, Car- 
bortam was not as potent a deoxidizer as alu- 
minum for eliminating gases in the metal and 
the molds. 

A single slag practice was employed. Silicon 
and manganese finals were added to the bath 
after temperature and spiral tests were taken, 
then most of the slag was removed from the 
bath just before tapping. More complete removal 
of the slag resulted in practically eliminating the 
pinhole trouble, evidence that some of the Car- 
bortam was lost by the slag action in the ladle. 

Pinholes were more prevalent when using 5 Ib 
of Carbortam and 3 lb of calcium silicon per ton 
of steel] than when using 6 lb and 3 lb, respect- 
ively, per ton. Increasing Carbortam to 7 lb per 
ton resulted in little if any improvement in pin- 
hole defect and physical properties decreased. 
Consequently, standard practice was set up for 
6 lb of Carbortam and 3 lb of calcium silicon per 
ton of steel. 

The bottleneck in plant output was heat treat- 
ing. This was partly caused by the necessity of 
reheat-treatments and the need for a temper- 
ing treatment in addition to a normalize on prac- 
tically all heats deoxidized with aluminum. Be- 
cause of the improved results and almost com- 
plete elimination of surface pinholes from Car- 
bortam deoxidized heats, in 1947 this deoxidizing 
practice was adopted for all electric furnace 
steel production, which consisted of grade B and 
C steels 

By 1948, sufficient data was accumulated in the 
quality control section of the Metallurgical De- 
pt. to indicate something yet to be desired for 
better control in all phases of the melting pro- 
cedure. Toward this end, the melting supervi- 
sion concentrated on more uniform furnace 
charges, including such factors as weight, chem- 
istry, size, and shape of purchased scrap. All in- 
coming scrap was sampled and analyzed for un- 
desirable elements such as sulphur, phosphorus, 
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Fig. l—(Left) Progress in scrap reduction. 
)» 60 70 30 90 100 Fig. 2—(Above) Quarterly averages of ductility 
figures correlated with the percentage of cup and 
ip rractures, Pet cone type fractures. 
Table |—Cost Reduction in Melting Dept and copper. Records also showed too great a heat 
‘ Reduction in Cost. Pct to heat spread in the manganese content. This 
resulted in a large measure from removing the 
slag too soon after alloy additions were made 
Also, varying amounts of slag on the bath made 
it impossible to judge how much of the alloy ad- 
q dition was retained in the slag 
. A change in slagging practice was instituted, 
coplte Period, Jan. to Mar., 1948 whereby excess slag was removed from the bath 
before final alloy additions were made. There 
was an immediate improvement in casting qual- 
Teble ity and physical characteristics, and a decrease 
in rejections attributable to melting, such as 
, Reduction st, Pet surface pinholes, cracks, and misruns. The re 
serscnetolte ;' Fue sult was a reduction of costs in several depart- 
re ments, including the melting department 
Tables I and II illustrate savings obtained 
“7 through improved melting practice and the use 
eo ee of Carbo,tam and calcium silicon as a ladle de- 
_ Base pe on. to Mar. 1948 oxidizing agent. Table III shows average physi 
remaining hr, thus cal data on railroad castings of grade B and 


grade C steel made between 1948 and July 1950 


T 
able Il Average Physical Data for Railroad Castings, Grade B and Grade C Steels 


vie timate Reduction Reductior Reheat 
treng Ares Fractures Attributable to Metal Treatment 
Pet Pet Pct Value Pet ¢ 
ee 8 . ‘ of total tion. Heat treatment—normelize tempe 
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Fig. 3—Percentage of Grade B steei heats that 
passed the first test pulled. 


The cup fracture column in Table III is a meas- 
ure of continued improved performance and 
quality, accompanied by lower costs. A cup and 
cone type test bar fracture is indicative of a 
well-made heat of steel, and ductility is greater 
than when the test bar fracture is non-cupped. 
Reduction in scrap and reduction in reheat- 
treatments also are evident from this tabulation 

Fig. 1 shows the relation between the reduction 
in scrap and the cup fractures. Heats that gave 
cup and cone fractures reduced scrap consump- 
tion. Quarterly averages of ductility are shown 
in Fig. 2, correlated with the percentage of cup 
and cone fractures. As can be seen, reduction 
of area values improved more rapidly than elon- 
gation values as the percentage of cup fractures 
increased 

Fig. 3 shows the percentage of grade B steel 
heats that passed the first test pulled. Prior to 
January 1946, aluminum-calcium silicon was used 
as a deoxidizer, and subsequent to that time 
Carbortam-calcium silicon was used 

The percentage of non-cupped fractures in 
grade B steel that passed the first physical test 
is shown in Fig. 4. The monthly average values 
were plotted after the change in furnace slag 
removal time 

It was found that the following procedure in 
melting practice, when closely adhered to, yields 
a quality product, using Carbortam and calcium 
Silicon as a ladle deoxidizer 

1—Charges should melt down as near to 0.30 
pet C as possible. High or low carbon melt down 
is undesirable 

2—The faster the melt down, the more satis- 
factory the slag condition prior to the boil. A 


an 
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Fig. 4—Percentage of non-cupped fractures in 
Grade B steel that passed the first physical test. 


slow melt down with electrodes boring into the 
bottom causes a reduction of silica on the bot- 
tom and banks, often resulting in an excessive 
amount of viscous slag accompanied by a silicon 
pickup in the bath. This makes a good boil diffi- 
cult to obtain. 

3—A vigorous boil that lasts 3 or 4 min, taper- 
ing off to just a slight action in the furnace un- 
til the heat is tapped is desired. 

4—Eight to twelve points of carbon should be 
removed from the melt at the rate of 4 to 6 
points per min. 

5—When carbon has been oxidized to the prop- 
er level and the slag has been shaped to the 
melter’s specifications, the melt is then partially 
blocked with silicomanganese 

6—A preliminary carbon and manganese test 
is poured and analyzed. While waiting for the 
results of the test, the slag is raked from the 
bath, leaving only about ',-in. protective coat- 
ing on the metal. 

7—The final slag, just before the finals are 
added to the furnace, is judged as to its condi- 
tion by the amount of green color in the slag 
sample 

8—The final ferroalloys are added as soon as 
the preliminary for carbon and manganese is re- 
turned from the laboratory 

9—A film test for temperature and a spiral 
test for fluidity are poured as soon as alloy addi- 
tions are melted 

10—-Sand is thrown on the bath in front of the 
tap hole to hold back the slag as the heat is 
tapped 

11--When 6-in. of metal is in the ladle, the 
Carbortam and calcium silicon addition is chuted 
into the ladle. It is desirable to have all of the 
deoxidizer in the ladle before the ladle is half 
full 

The FeO content of a few finishing slags range 
from 16 to 32 pet. Cup fractured test bars aver- 
aged the following analysis: Al, 0.015; Cu, 0.09: 
Ni, 0.06; Mo, 0.03; and Ti, 0.02 pet, with a trace 
of B. Test bar fractures that exhibit rock candy 
type fractures have been reported to contain 
equal or more boron than titanium, and when 
the residual titanium is two to three times the 
boron, satisfactory fractures result 

The chemical analysis of cup fractured test 
bars for inclusions indicate that the silicon and 
iron oxides are low and manganese oxides rela- 
tively high, yielding a low ratio of FeO to MnO. 
This is believed desirable. From additional work, 
it is assumed that a cup fracture can be expected 
when the FeO:Mno0O ratio is below 14:1. Two test 
bars breaking with a cup fracture and more 
than 55 pet reduction of area were reported to 
have 1.8:1 and 4.8:1 ratios, thus verifying such 
predictions 

There is one best method of melting that will 
produce high quality electric furnace steel cast- 
ings when Carbortam is used as a ladle deoxi- 
dizer. Heats for castings requiring no higher 
pouring temperature than 2850 F can be suffi- 
ciently deoxidized with Carbortam. Ductility is 
increased when Carbortam instead of aluminum 
is used, and chain type inclusions are greatly re- 
duced. Many tempering treatments are elimi- 
nated by the use of Carbortam, and the metal 
fluidity is increased, as reflected in a much lower 
percentage of cracked and misrun castings. 
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Control of 


Refractory Materials 


by C. E. Sumpter 


a quality of the refractories used both in the 
construction and maintenance of an electric 
furnace, influences to a large degree the quality 
and cost of the steel produced. It is proposed to 
review the materials used in the various parts of 
a furnace, methods of checking and controlling 
the quality of the materials, and the results of 
trials completed recently at South Works, Carne- 
gie-Illinois Steel Corp 

The primary materials generally employed for 
the construction and maintenance of the furnace 
bottom are dead-burned magnesite, commercially 
prepared ramming materials, and clinkered dolo- 
mite 

Commercially available dead-burned magnesite 
contains about 80 pet magnesia, but when slag 
or roll seale is added to promote a satisfactory 
rate of sintering, the M_O content in the final 
bottom is decreased. The prepared ramming ma- 
terials are essentially grain sized aggregates of 65 
to 96 pet magnesia compounded with bonding 
chemicals which will air set after being tempered 
with water and dried. Two prime requisites of 
this material are proper grain sizing and rammed 
bulk density. The clinkered dolomites available 
on the market are prepared by dead-burning es- 
sentially pure dolomites with additions of iron 
oxide. The iron oxide content varies from 7 to 17 
pet. The grain sizing of dolomite varies, some 
being as coarse as !, in., while others are on the 
order of 6-mesh, as determined by a standard 
Tyler screen 

Laboratory control tests conducted include 
screen analysis, chemical analysis, slaking, sin- 
tering characteristics, compressive strength at 
elevated temperatures, maximum dry rammed 
density, and fired properties of shrinkage, poros- 
ity, and density. Standard ASTM procedures are 
used wherever applicable 


C. E. Sumpter Gene Supe i Ce 1ics at 
the S th W s, Carnegie-I Steel ( Ch 
cae I Th pape r esented at the Electr 
Furnace Steel Conferer P De 
1950 


There are no specifications for these materials; 
however, sufficient correlation of laboratory and 
service data has been obtained to permit the tab- 
ulation of desired properties in Tables I, II, and 
III. If any of the materials fail to meet these 
requirements, then further purchases of tha‘ 
product are curtailed until the deficiencies ar, 
corrected. For example, shipments of clinkered 
dolomites from one shipper were recently sus- 
pended because of poor sintering characteristics 
at fettling temperatures, which resulted in bank 
trouble 


Table |—Desired Properties of Magnesite 
Chemical Analysis 


Screen Analysis 


Resistance to Hydration 
True Specific Gravity 
Sintering Characteristics 


Table !|—Desired Properties of Basic Ramming Materials 


Drying Ramming Density 
Screen Analysis 
Compressive Strength at 
Elevated Temperatures 
Shrinkage After Firing To 
2910°F for Five H 


Chemical Analysis 


Table !!l—Desired Properties of Clinkered Dolomites 


Chemical Analysis 


sinter Sharacterist 
Angie of Re e 
Apparent Specific Gravity 
Slaking 
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Basic furnace side walls are almost universally 
constructed of basic brick despite the relatively 
high initial cost. This condition has been brought 
about by the steady improvement in the quality 
of basic brick, the great need for all-out produc- 
tion, and the high temperatures required to pro- 
duce certain grades of electric furnace quality 
Steels. It is interesting to note that today, basic 
brick containing varying amounts of chrome ore 
are used successfully for this application, where- 
as a few years ago, chrome-free magnesite brick 
were considered essential to prevent chrome pick- 
up in the steel 

There are two types of basic brick mainly used 
in the side walls. One type is the metal-encased, 
unfired, chemically bonded magnesite-chrome 
brick while the other type is the unplated, fired, 
magnesite-chrome brick. Chemically, these brick 
are 60 to 75 pect M_O and 10 to 15 pet Cr.O.. The 
service performance of these brick has been su- 
perior to either the magnesite or chrome brick 

Laboratory tests are conducted for chemical 
analysis, apparent porosity, bulk density, tem- 
perature of failure under a load of 25 psi, per- 
manent linear change after reheating for five hr 
at 2910 F, and resistance to bursting by iron 
oxide. Service information is being obtained to 
attempt to correlate service results with labora- 
tory results, and this information will eventually 
be used to prepare specifications for basic brick 
At the present time service trials are conducted 
with all promising new refractory materials to 
determine their merit compared with that of 
currently used refractories 

Silica brick are still the most commonly used 
refractory for furnace roofs. With their low ini- 
tial cost, their performance, on a cost per ton 


basis, with few exceptions, is better than any 
other type of brick for this application. However, 
temperatures required to produce certain grades 
of steel are above the melting point of silica brick. 
Therefore it has become necessary in the past 
few years to seek a material which will withstand 
these high temperatures, and prolong roof life 
at no increase in cost per ton of steel 

An initial trial of a 13',-in. thick mullite- 
base brick roof on a furnace which produces only 
stainless steel has just been completed. Approxi- 
mately ten pet of this production has been 0.03 
pet max carbon steel which requires extremely 
high temperatures to obtain and maintain the 
low carbon content. The life obtained with this 
roof was better than three times that obtained 
with 18-in. thick silica roofs. The failure of the 
mullite-base brick roof was attributed to struc- 
tural spalling rather than loss through melting 
in service. The chemical attack was limited to 
a zone of about '», in. Further trials of roofs con- 
structed with this type of brick are continuing 

Monthly samples of silica brick are obtained 
for laboratory testing for apparent specific grav- 
ity and Al.O,, TiO.,, and alkalis. These properties 
serve as an indication of the quality of brick 
being received with respect to refractoriness and 
firing treatment in manufacture. 

Carnegie-Illinois has just completed an investi- 
gation to determine the spalling characteristics 
of silica brick. It was found that the method of 
forming, apparent specific gravity, raw material, 
and bulk density all influenced the spalling be- 
havior. It is planned to continue this study, ob- 
taining service information for correlation with 
laboratory results, to determine whether the qual- 
ity of silica brick can be improved. 


X-ray Examination of Small Parts 


Defects in the tube wall were found 
by sensitive X-ray techniques (100X). 


greta of recent experiments in the metal- 
lurgical laboratory of Sam Tour & Co., Inc 

have indicated that minute parts can be success- 
fully examined by X-ray methods. Thin walled 
tubes, failures and problems involving instru- 
ments, tools, and fine mechanisms can be ana- 
lyzed by using the proper techniques 

A fragment of a very thin stainless steel tube 
that had fractured in use was submitted for ex- 
amination, and the problem was to determine 
the presence of any condition that could have 
contributed to failure. The tube was 0.025 in 
OD, x 0.013 in. ID, and about 5, in. long. A pre- 
liminary visual examination revealed nothing, 
but an X-ray of the tube fragment indicated the 
possible presence of defects in the wall 

The X-ray was repeated using a sensitive tech 
nique and voids in the tube wall were clearly ap- 
parent. A positive print was made of the X-ray 
at a magnification of seven times, as a record of 
the defects for study. Microscopic examination 
of the mounted specimen confirmed the presence 
of voids in the tube wall at those points indicated 
by the X-ray. A cross section of the tube is 
shown in the accompanying photomicrograph 
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Measurement of Low Order Ductility 


by Norman P. Pinto 


N the determination of the mechanical proper- 
ties of metals, an evaluation of the ductility is 
essential for a complete description of engineer- 
ing properties. Standard methods are entirely 
adequate for measuring the ductility of most 
metals, i.e., the relatively ductile metals. The low 
orders of ductility, however, are more difficult to 
measure and revisions of methods and techniques 
are required to obtain accuracy, which is usually 
more important for brittle metals. The measure- 
ment method described here has been used suc- 
cessfully for beryllium and tungsten specimens 

Ductility is evaluated by measuring the elonga- 
tion of the outer fibers of a test specimen during 
tension and by computing the degree to which a 
specimen will contract before rupture. Compres- 
sion tests, or upsetting tests, are usually applied 
only to very malleable metals. In the case of 
metals which deform only slightly, the reduction 
in cross-sectional area is particularly and restric- 
tively difficult to measure, as is the calculation 
for elongation of metals which rupture without 
deforming plastically 

Measurements of the ductility of beryllium 
have been limited, since the metal in its present 
state of development is characterized by low duc- 
tility, which is less than 10 pct and often about 
1 pet for elongation in 2 in. The use of a lever-type 
strain gauge during the development of metal- 
lurgical processes, such as powder metallurgy 
methods, is impractical due to the danger of 
breakage. It has been found, however, that speci- 
mens of brittle metals may be bent around radii 
of 13, to 6 in. It appears then, that a feasible 
method for ductility testing would be the bending 


of a bar over mandrels of successively smaller 


radii. A simplification of such a procedure would 
be the bending of a bar over a form, such as that 
in Fig. 1, in which the radius of curvature de- 
creases progressively. Radii at each point are 
predetermined and elongation is read from a 
graph of radius of curvature at point of fracture 
versus known bar thickness, Fig. 2. In use, the 
test bar is bent by rolling it around the form with 
manual force normal to the curved surface; a flat 
metal bar is most useful for applying this force 


This test provides a value of elongation for the 
outer fibers of the test specimen at the point of 


10a caer 
\ 


Fig. 1—Apparatus for the 
measurement of low orders 


\ | of ductility. 
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fracture. Whereas a simple beam test gives a 
measure of deformation (a radius of curvature 
determined by three points) only within the elas- 
tic range, this bend test is valid through both 
elastic and plastic ranges. Only the fibers on one 
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aT FRACTURE 


Fig 2—Graph for determining elongation 
from known specimen thickness and radius 
at fracture. 


side of a specimen are in tension, and the prob- 
lem of premature failure at a notch is less than 
with the axially loaded tensile test. The prepara- 
tion of specimens is particularly simple, and 
round, square, or rectangular samples may be 
employed. Surface finish is not as critical as it 
is in the torsion test. Inasmuch as only a frac- 
tion of the surface of the specimen is tested at 
the fracture radius, the test should be checked 
on a second specimen. As with all other mechan- 
ical tests, the condition of the bend test, e.g., rate 
of load application, test temperature, must be 
defined 

The simplicity of the design and ease of con- 
struction are definite advantages for this method 
of testing low orders of ductility: the specimen 
clamp may be eliminated by securing the form 
and specimen between the smooth jaws of a vise 
The seale and proportions are, of course, arbi- 
trary and should be selected to accommodate a 
particular range. The range illustrated has 
proven useful in the testing of beryllium and 
tungsten 

It should be noted that this test does not yield 
precise values of elongation but approximations 
useful particularly in comparing similar mate- 
rials. The complex changes within a specimen 
during plastic deformation are functions of the 
mechanical properties of the particular metal, 
and although minimized by the small geometrical 
changes in this test, are significant in arriving 
at a definite value for elongation 


Norman P. Pinto is Metallurgist at the Metallurgi- 
cal Labs of Sylvania Electric Products Inc., Bay- 
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A pilot plant producing 600 Ib of zirconium sponge a week is described. 

It comprises an arc furnace to make zirconium carbide, a chlorinator pro- 

ducing raw chloride, a purification vessel to eliminate zirconium oxide 

and iron from this chloride, two reduction vessels, two vacuum retorts for 

salt separation, and a graphite resistor vacuum furnace to melt ingots. 

A layout of the plant, power consumption, operation schedules, and pro- 
duction costs are given. 


HE only two methods for producing commercial 

quantities of malleable zirconium, up to now, 
have been using magnesium reduction of the anhy- 
drous chloride under a neutral gas, and using puri- 
fication of raw zirconium by the iodide dissociation 
method on a hot filament. The purity of the metal 
obtained by the latter process is about the same as 
that resulting from the chloride reduction, with the 
exception of the oxygen content, which may be 
about 0.05 pet lower in the iodide metal. Even traces 
of oxygen have a strong hardening effect on zir- 
conium. Since, in the iodide process, the impurities, 
Si, Al, Fe, Ni, and Mg in the raw zirconium used, 
are carried over, it would appear uneconomical to 
use this method of refining solely to eliminate the 
traces of oxygen, unless very soft metal is desired 
One important step to improve the iodide method, 
namely, dissociating pure iodide made from carbide 
and recycling the iodine, which would change this 
refining process into a method for extracting zir- 
conium from the ore, has not yet been made. The 
Bureau of Mines, by using the chloride reduction, 
wanted to produce quantities of a reasonably pure 
and malleable metal at low cost for large-scale in- 
dustrial use. This aim has been achieved, and a pilot 
plant permitting production of 600 lb of malleable 
zirconium per week will be described (fig. 1) 

Briefly, the Bureau of Mines process consists of 
reducing puritied anhydrous zirconium 
chioride with fused magnesium under a noble-gas 
atmosphere. The reaction product, magnesium chlo- 
ride, and any excess Magnesium metal present are 
removed from the sponge zirconium in the next step 
by fusion and evaporation in a good vacuum at about 
925 C. In this process, care is taken to keep air out 
of contact with the hot metal, which otherwise would 
contaminate the product with oxygen and nitrogen 
Both these impurities embrittle zirconium even 
when present in an amount as low as 0.1 pct. 

A number of previous reports describe the 
method and the various improvements that finally 
led to a workable process. The major steps made 
were the production of large quantities of carbide, 
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Fig. 1—View of pilot plant. 


which is the raw material for producing the chlo- 
ride, its chlorination with reasonable efficiencies, 
and the elimination of iron trichloride contained in 
the raw chloride, as well as that of the zirconium 
oxide which is always present in this product. The 
physical nature of the anhydrous chloride, which 
sublimes at 331 C at atmospheric pressure and melts 
at 420°C under a pressure of 25 atm, made it neces- 
sary to provide a special safety device on the puri- 
fication and reduction vessels in the form of a lead- 
alloy seal, permitting escape of excess gases if pres- 
sure tended to build up. The main difficulties encoun- 
tered in the reduction and in the following step, salt 
separation in a vacuum at elevated temperature, 
were caused by the material from which the re- 
action pot was constructed—iron. This metal reacts 
with zirconium at about 940°C with formation of a 
eutectic. The last step, salt separation by evapora- 
tion of the magnesium and magnesium chloride in a 
vacuum, is quite unconventional and has not been 
used before on such a scale. It is only due to the 
improved construction of high-vacuum pumps, espe- 
cially oil-diffusion pumps, that such a method could 
be used 

The various steps of the Bureau of Mines process, 
as described in the general outline above, may be 
summarized as follows: (1) production of the car- 
bide, (2) chlorination of the carbide, (3) purifica- 
tion of the raw chloride, (4) reduction of the pure 
chloride with fused magnesium, (5) separation of 
magnesium and magnesium chloride in 
vacuum at elevated temperature, and (6) melting of 
the sponge obtained 


excess 


Production of Carbide 

The are furnace, described in a previous report,’ 
was improved both to reduce the graphite consump- 
tion caused by the burning of the bottom plates and 
to concentrate the heat in order to obtain better 
power efficiency. This was achieved by providing the 
bottom with graphite plates entirely embedded in 
refractory bricks, the contact with the current be- 
ing made with three water-cooled copper plugs. Figs. 
2 and 3 show the arrangement. The crucible, made 
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ture is charged, since it is lighter than the rest of 
the batch; also, when feeding, air is drawn into the 
crucible and the reducing agent is partly burned. 
Therefore, the care of the operator in charging in- 
fluences the quality of the carbide obtained. With a 
larger power input, the batch would melt more 
evenly. With the present furnace, melting takes 
place only directly under the are and the electrode 
therefore has to be moved around over the surface 
of the batch. Nevertheless, this arrangement gives 
satisfaction as to the quantity of carbide produced 
per week, which amounts to about 800 lb made in 
four working days. The composition of a normal 
batch is approximately 80 lb of zircon sand and 20 


W4 


7 


Ib of powder graphite. The carbide obtained analyzes 
} approximately 75 to 80 pct Zr, 3 to 4 pet Si, 3 to 
~ 5 pet C, up to 2 pet N., 1 to 2 pet Fe, about 2 pet Ti, 
4 ~ traces of rare earths and uranium, chromium in 
' ~N small quantities, oxygen by difference 1 to 10 pct 
Electrode consumption is approximately 0.19 Ib pet 
bY lb carbide produced 
i ‘I The rather high electrode consumption is caused 


by burning when the furnace is fed. No carbon 
monoxide is formed by reduction of the sand at that 
moment, the arc being interrupted, air can rush into 


the furnace 
The fumes given off contain large quantities of 
very fine silica which is scrubbed in a tower with 


Fig. 2—Are furnace. 


1. Furnace shell. 2. Refractory lining Steel base plate. 4 water sprays. Due to the colloidal nature of the par- 
I-beam suppert. 5. Graphite plates. 6. Water-cooled copper “= ag 
Wes bane. Water ©. ticles, this scrubbing is rather inefficient. Bag-house 

: 10, Charcoal. If. Graphite plate crucible. 12. Carbide 13 or Cottrell precipitation would be needed for opera- 
Lifting straps It. Refractory lining 1}. Observation tower, 7 

: water-cooled. 16, Water-cooled charging hole. 17. Water- tion on a larger scale. 

cooled gas outlet 18. Graphite electrode 1%. Water-cooled 

Chlorination of Carbide 


of graphite plates, remains unchanged. It is em- The chlorinator previously described was re- 
bedded in charcoal within a refractory shell, which placed by a larger one, the inner dimensions of 
is water-cooled through pipe welded inside the which are 12 in. ID x 55 in. high. This size shaft 
outer iron shell. A domelike upper section contains readily takes up to 750 lb of carbide. The heated 
the water-cooled inlets to feed the reaction mixture condenser used before remained unchanged. A scrub- 
into the crucible, to let the reaction gases out, and bing device was added to take care of escaping 
to observe the melting proce The lining for both chlorides by water spraying. The setup is shown in 
shells is rammed super-duty fireclay. With a power figs. 4 and 5. Chlorine, if present in appreciable 
input above 250 kva, this lining starts melting in quantities, of course, is not eliminated by water, 
pite of the water cooling. This is also the limit which dissolves only a little of this gas. The chlorine 
given by the section of the busbar is supplied alternately by either of two 1l-ton tanks 
The power consumption, which previously was arranged on a scale to check the quantities used. The 
about 8 to 10 kwh per !b of carbide produced from flow of chlorine is checked with a flowmeter, and a 
ircon sand, was lowered to about 6 to 8 kwh. The porcelain filter is installed in the line. The arrange- 
recoveries of zirconium in the carbide were 90 pct ment gives satisfaction, and no attempt was made 
when 65-mesh Oregon beach sand was used, but to improve it 
some zirkite, which had been ground to great fine- Larger scale operation would call for mechaniza- 
re for air separation, gave recoveries of only 70 tion in feeding and emptying the chlorinator, and 
pet, the fine particles being readily blown out by the arrangements would have to be made for discharg- 
blast of the arc. Therefore ich material is pelleted ing the condenser. While such improvements might 
with addition of 2 pet dextrine, tumbled in a con- 
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agent 
the carbide 
does not fuse, and its amenabuility to chlorination i 
poor. An addition to the batch of 18 to 20 pet carbon 
is satisfactory. Too little graphite results in produc- 
tion of a bluish carbide containing about pet carbor 
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ana 


time do. not ve bette ecoverl than 50 pet in 


chlorination. It ithe lifficult to obtain the 


the 
right carbon addition because he tine graphite Is 


en the powder mix- Fig. 3—Arec-furnace assembly. 
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Fig. 4—Chlorinator. 


1. Chlorine tank. 2. Scales. 3. Chlorine line. 4. Porcelain filter 


5. Flow gauge. 6. Tuyeres and manifold 7. Nickel shell, & 
Iron discharge elbow %. Silica sand 10. Silica brick a 
Nickel manifold. t2 Split-graphite electrode. 13. Water-cooled 
clamp. 14. Bayonet heater. 15. Batch 16. Coke bed 7 
Double-wall nickel condenser. 18. Hot air intake. 19. Air dis- 


permit obtaining a more uniform chloride and better 
recoveries, it would be difficult to develop such de- 
vices. Feeding the chlorinator mechanically while 
running would be troublesome, since the tempera- 
ture of the top must be kept above 331°C to prevent 
chloride condensation, and free chlorine may some- 
times be present. Condensation of zirconium chloride 
in the feeder would block the mechanism. Accre- 
tions within the shaft, which are observed fre- 
quently, would choke the feeder with piled-up car- 
bide. The discharging mechanism of the chlorinator 
would have to run under chlorine, therefore tight 
stuffing boxes, operating in abrasive material at 
medium temperatures in chlorine, would have to be 
built. Automatic discharging of the condenser pre- 
sents another problem because the chloride deposits 
partly in the form of heavy, dense layers on the wall 
of the apparatus and can be removed only by the 
use of iron scrapers. With all these difficulties in 
mind, it was thought that batch operation would be 


Fig. 5—Chlorinator. 


charge. 20 Cold air intake. 21. BaMfle. 22. Cleanout openings. 
Sliding flange door 24. Conical cover 25. Dream. %6. 
Seales. 25. Condensate *8. Nickel elbow and cleanout box 
20. Cast tren scrubber. 80. Water sprays. “1. Conerete water 
tank. 3°. Water. 35. Overflow. 34. Discharge pipe. 


preferable for the present scale of operation, the 
more so since emptying and refilling the chlorinator 
does not take more than three man-hours. 

As mentioned above, the recoveries of chloride 
vary, depending on the quality of the carbide. Oxide- 
bearing, bluish carbide does not chlorinate well, 
even if it contains free carbon. Channeling always 
takes place to some extent, and chlorine may escape 
through the voids produced in those sections of the 
batch which chlorinate through. This difficulty can 
be overcome to a certain extent by poking the charge 
with an iron rod. Caking of the batch, caused by an 
accumulation of fine oxide around unreacted ma- 
terial, results in poor chlorination. The residues 
sometimes are so fine that they run like dry sand. 
They may entrap unreacted carbide particles and 
seal them off from the chlorine. As a result of these 
conditions, the recovery of zirconium as chloride 
usually does not exceed 80 pet, while 15 pet remains 
in the residue and 5 pet is lost through the exhaust. 
The residues are returned to the carbide furnace. 
The exhaust loss could be cut down by adding an- 
other condenser. 

The chloride obtained is white in the beginning 
of the run and yellow to red toward the end. High- 
iron concentrations are found in the last-formed 
chloride. Iron trichloride gas formed in the lower 
parts of the chlorinator with excess chlorine is re- 
duced to dichloride or to metal by the carbide in 
the upper sections of the batch, but once chlorine 
reaches this area, the iron is volatilized again as 
trichloride. Similar conditions are observed with 
silicon and titanium chloride. Both are reduced in 
the beginning of the operation in the upper regions 
of the shaft, and heavy fumes of both chlorides are 
observed when the chlorination its nearly finished. 
Continuous operation would overcome this trouble. 

The product obtained contains about 1 to 2 pct 
iron as trichloride. The aluminum, titanium, and 
silicon chloride content is low, the exit gases being 
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Fig. 6—Purification 


furnace. 
1. Heat-resisting steel shell. 2 
r heating nes 4. Nickel 


Nickel trays 
Floating top, tren 


container 
Residue. 6 


, Lead alloy seal. Bleeding 
valve. & Helium needle valve 
10, Water-cooled coils. 11. Con- 
| 1 densate 
4 
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held above the condensation point of the chlorides 
of these elements 

The production capacity of the chlorinator de- 
cribed exceeds 3000 lb a week 

Internal heat is supplied with a graphite hairpin 
heater element which absorbs up to 12.6 kw at max- 
imum 14 v. The power consumption amounts to 0.56 
kwh per |b of zirconium chloride produced 


Purification of Raw Chloride 

As described in previous publications 
impurities of the raw chloride are eliminated by 
subliming under hydrogen. Zirconium oxide remains 
in the residue with iron dichloride or metallic iron, 
reduction of iron tri- 


the main 


both of which result from the 
chloride with hydrogen. Simultaneously, the powdery 
condensed as a hard, dense product 
little ga 

performed in the vessel shown 


raw chloride 1 
which occlude 
This operation i 
in fig. 6. It consists of a shell constructed of '4-in 
thick 25 20 chromium-nickel stainless steel (type 
$10) which is placed in a pit-type resistance furnace 
with three separately controlled heating zones. The 
furnace top is constructed of '4-in. mild-steel plate 
with a flange that fits into an annular trough at the 
tainl teel shell. This trough is partly 
eutectic alloy (melting 
melted or allowed to 
zone heating ele- 
heating 


top of the 
filled witl 
point 247 C) that may be 
uppel 
with nichrome 

ispended from the top 


lead-antimony 


freeze by controlling the 
ment. The top heated 
elemen and the pipe coil 
may be cooled with compressed air or water as re- 
quired, The ibstitution of lead-antimony alloy fo 
the top 


initial cost 


the lead-bismuth alloy previously used for 
l saving In 


light inconvenience in 


eal results in a considerable 


and upkeep, but with some 


operation due to the higher melting point of the 
lead-antimor al and its shrinkage on freezing 

The operation performed as follows: The partly 
powdery raw chloride is placed on trays in a nickel 
can vhich leposited in the purification vessel 
The floating toy lowered into the fused-alloy seal 
which is frozen quickly by circulating water through 
a ring of '4-u on pipe ibmerged in the alloy 
The vessel is evacuated with a water-jet exhauster 
(Schutte & Koertu e l, lei uction inlet) to 
about 15 mm H the wat pre ire being boosted 
to 90 to 100 psi by a booste 

Hydrogen is filled in, and heat is applied to the 
lower zone nt the temperat e has reached about 
200 C. The hydrochloric gas formed is pumped off 
with the eject after a maki period of a few 
hours. This operation is repeated. Solid iron tri- 


1448 


chloride is reduced to dichloride at this temperature, 
the hydrogen penetrating even compact zirconium 
chloride chunks to accomplish reduction of the iron 
After the lead-alloy seal is melted, the temperature 
of the lower zone is brought up progressively to a 
maximum of 600 °C, while a hydrogen atmosphere is 
maintained in the vessel. The coils are first cooled 
with compressed air, later with water. Any excess 
pressure caused by formation of hydrochloric gas is 
bled off through a heated valve. The lead-alloy seal 
acts as a safety device only. Excessive bleeding 
through the fused alloy would cause formation of 
scum. The purification operation takes less than 24 
hr for an input of 420 lb of raw chloride. The residue 
contains mostly zirconium oxide, in addition to iron 
dichloride and free iron. Uranium and thorium, if 
present in the zircon sand, are found in this residue 
in concentrated form; the boiling point of the tetra- 
chlorides of these metals is 618° and 720°C, respec- 
tively 

The purified chloride, which is condensed on the 
coils of the floating top as shown in fig. 7, is a white 
salt with a slight grayish tint. The recovery in the 
purification is usually about 96 pct, providing the 
raw chloride does not contain too many impurities 
A small amount of chloride is lost when the hydro- 
chloric gas formed is bled. The residues could be 
treated for their 
earths 


content of zirconium and rare 


Reduction of the Purified Chloride 

A vessel of the same kind and size as described 
for the purification of raw chloride is used also for 
the reduction. The setup is shown in fig. 8. The 
crucible, constructed of '4-in. mild-steel plate and 
containing buffed magnesium ingots of commercial 
grade, is lowered into the reduction vessel and cov- 
ered with a vertically perforated baffle that permits 
movement of the gases between the inner part of 
the crucible and the atmosphere of the reaction 
vessel. This arrangement prevents contamination of 
the sponge with the lead-seal material, if by acci- 
dent the seal was sucked back. A shallow pan on 
top of the perforated baile permits collecting any 
particles that might drop off the dense chloride of 
the coils. The floating top with the chloride is in- 
serted in the fused-lead seal, which is frozen by 
water cooling. The vessel is evacuated to about 1 
mm Hg with a mechanical pump protected with soda 
lime mixture from any hydrochloric gas that might 
be present in the atmosphere of the vessel. If the 
frozen lead-alloy seal leaks, the holes mav_ be 
plugged with fused paraffin poured on its surface 
The vessel is filled with helium 99.8 pct. The evacua- 
tion is repeated, and after filing with helium for 


Fig. 7—Dense chloride on coils. 
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the second time, the seal is fused. The magnesium 
is raised to its melting point by heating the lower 
zone of the furnace. After this, the middle-zone 
temperature is raised to evaporate some zirconium 
chloride, and the lower zone temperature is raised 
to about 825 C. Excess gas pressure is taken care of 
by repeated bleeding through a heated valve. The 
reaction may start at once and the floating top may 
drop rapidly, making it necessary to fill in some 
helium to prevent lead alloy being sucked back 
After this flash, the reduction goes on quietly 

It depends on the skill of the operator whethe 
the run wii. be short or whether it will last over an 
extended period, the residual helium interfering 
with the reaction. The zirconium chloride, which is 
diluted with helium, is continuously eliminated from 
this gas mixture in the crucible area by the re- 
action with magnesium, while its concentration in 
the top zone is built up again by evaporation of solid 
chloride from the coils. In total absence of helium, 
zirconium chloride would have to be supplied at 
such a high rate to prevent formation of a vacuum 
that overheating would take place and the crucible 
would alloy with the sponge. It was found that, 
when the temperature of the controller is set at 
825 C, the eventual run-away will not lead to ex- 
cessive temperatures, if enough helium is present to 
dampen the reaction. The time needed for one re- 
duction varies between 24 and 36 hr. The end of the 
operation is marked by a continuous drop in pres- 
sure when the middle zone has reached the max- 
imum temperature of about 650 C. Also, the floating 
top rides high on the lead seal and feels light when 
moved. After shutting down, the crucible is cooled 
under dried helium, which is bled in with a heated 
needle valve from a series of automobile inner tubes 
used as a gasometer. When opening, after the cru- 
cible has cooled to about room temperature, the 
floating top is removed 

After this, the baffle and pan are removed from 
the top of the crucible. Both are covered with a 
black pyrophoric powder, the gas-phase reaction 
material mentioned in previous reports which 
may catch fire. Since it contains about 50 pet magne- 
sium ch », the burning is more like a glow, but 
much srike is developed. The sponge in the crucible, 
being pr tected by the compact magnesium chloride 
in which it is entrapped, cannot catch fire. The burn- 
ing of the vapor-phase material and the bleeding of 
the reduction and puritication vessels make it neces- 
sary to provide for hoods with a good draft to take 
care of fumes 

The efficiency of the reduction can be checked by 
weighing the crucible with its magnesium content 
before and after the run. The transfer of purified 
chloride frorm the coils to the crucible was 93 pct 
on an age of 40 runs 


Separation of Excess Mg and MgCl. from Sponge 


It has been shown that zirconium cannot be com- 
minuted by pounding under water, since it reacts 
explosively under this condition. Titanium powder, 
however, is made readily by wet-grinding the chips 
in a ball mill.” The separation of the magnesium 
chloride in vacuum at elevated temperature as pre- 


viously described permits obtaining a zirconium 


sponge that is purer than any titanium powder pro- 
duced by aqueous extraction. The total content of 
chlorine plus magnesium may be less than 0.1 pet 
Simultaneously, the otherwise pyrophoric sponge 
is sintered, and its activity is greatly reduced 
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Fig. 8—Reduction 

furnace. 
! Heat-resisting steel vessel 
2. Four heating zones. 3. Heavy 
wall irer crucible 1. Perto- 
rated baffle. 5. Pan. 6. Batch. 
7. Bleating tep. &. Lead alley 
seal % Bleeding valve 10 
Helium needle valwe. 1. Water- 
cooled «oils. 12. Condensate of 

dense chloride 


| 

In this process, there are two phenomena that are 
directly opposed. Raising the temperature would re- 
sult in a higher vapor pressure of the residual salts 
and should permit a more rapid and more complete 
elimination. However, sintering of the sponge, which 
is also a function of temperature, takes place, and, 
once the voids are closed, considerable gas pressure 
would have to be built up inside to permit escape 
of the salts. High temperature might, therefore, not 
be advisable for salt removal. However, it would 
help in eliminating the magnesium, which alloys 
with zirconium and, after diffusion from the inside, 
boils off its surface. A compromise temperature of 
about 825°C inside the crucible and 925°C measured 
on the retort wall was found suitable for good re- 
moval of the salts within 10 hr. There is, in addi- 
tion, a strict limitation of the maximum tempera- 
ture with iron as a material of construction for the 
crucible. At 940°C, iron reacts with the sponge 
forr ing a eutectic at this melting point that has an 
iron -ontent of about 16 pet. Eutectic “tears” form 
and build up in stalagmites on the stool or on the 
funnel, on which the crucible rests 

The equipment used in the salt removal is de- 
tailed in fig. 9. The crucible containing the products 
of the reduction is placed upside down on a perfo- 
rated funnel-shaped base of heat-resisting steel, 
which rests on a central support column attached 
to the bottom plate of the retort. A stool (not shown 
in the drawing) rests on the funnel and extends up 
into the crucible to hold the sponge in the hot zone 
after the chloride is melted out. 

A can constructed of light-weight, heat-resisting 
steel is supported on the central column underneath 
the crucible holder to collect the fused chloride. The 
major portion of the chloride melts out of the cru- 
cible so that only the chloride and magnesium 
actually entrapped in the sponge must be eliminated 
by evaporation. Removable condenser shields of 24- 
gauge stainless steel are provided in the lower por- 
tion of the retort to collect the distilled chloride and 
magnesium 

The condenser portion of the retort is cooled with 
fuel oil circulated through the cooling jacket at the 
rate of about 15 gpm. The oil is in turn cooled with 
water in either one or two tube-type heat ex- 
changers. Oil cooling was preferred to water cooling, 

ince an oil leak would not harm zirconium appre- 
ciably. However, with reliable welds, there would 
be no objection to direct water cooling 

The vacuum system is made up of a mechanical 
pump, a phosphorus pentoxide drying tower, an oil- 
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Fig. 9—Distillation retort. 


1. Retort shell cooling jacket Flange 1. Water- 
cooled rubber gasket. 5. Vacuum nichrome resister furnace. 6 
Heating clements 7. Crucible with batch Stainless steel 
funnel. &. Staintess steel column. 10. Salt can, stainless steel 
it. Support for column, stainless steel. 12. Water-cooled base 
plate 1%. Water-cooled rubber gasket Condenser shields 
of stainless steel 15. OF cireulating pump 16 Heat ex 
changer. 17. Mechanical vacuum pump fer vacuum furnace 
1% Drying tower 1%. Mechanical vacuum pump fer inner 
retert Drying tower OF diffusion pump High 
vacuum valve 's. Bex with vacuum gauges. 24. Hydraulic 
ram. 25. Thermocouptes 


diffusion pump, and a vacuum valve. The diffusion 
pump can be bypassed with an auxiliary mechanical 
pump for pre-evacuation of the retort. Also, a sepa- 
rate vacuum line and valve permit bypassing the 
diffusion pump if pressure builds up. A thermo- 
couple and RCA gas-discharge gauge are inserted 
in a separate chamber in the high-vacuum line. A 
filling svstem for admitting helium is connected with 
the high-vacuum line ahead of the vacuum valve 
All thermocouples and vacuum gauges are wired to 
recorders on a panel board 

The retort is heated at its upper end by a separate 
vacuum furnace (fig. 10), which can be lifted off and 
moved to a second retort, as described later. The 
vacuum in this furnace is maintained with a small 
mechanical pump protected against moisture by a 
drying tower 

The bottom plate eals the retort against the at- 
mosphere with a rubber gasket. The temperature is 
raised to the melting point of the magnesium chlo- 
ride, about 714 C, at which point hydrogen is liber- 


ated. The quantiti of hydrogen vary. There are 
three different sources for this gas, the magnesium 
used, the reaction of magnesium with hydrochloric 
gas and with moisture. The last two reactions orig- 
inate from the moisture of the air, either when the 
chloride is handled or when the apparatus is opened 

It appears that with the 20 pet excess magnesium 
used in the reduction ome of the IrconiumM sponge 
which is reduced first with a large magnesium ex- 
cess, is obtained in a pasty, perhaps alloved, form 
the magnesium being a_ binde for the zirconium 
crystals. This 


cornet! of the crucible In the listillation, it some- 


It 


times mel off and i jown onto the funnel 
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produces somewhat harder ingots than the light 
sponge, since it contains more iron and oxygen. This 
can be explained by the fact that the fused magne- 
sium as a getter collects the atmosphere of the re- 
action vessel, and the first zirconium reduced by this 
magnesium alloys with the impurities. The light 
sponge, which is produced at the end of the reduc- 
tion, is not fused but dendritic in appearance. It 
usually contains more magnesium and magnesium 
chloride after distillation than the dense sponge, be- 
cause, in the distillation, it is located in the colder 
part of the retort and frequently drops onto the 
stool, as mentioned above. 

The retort can be rapidly cooled by blowing ait 
through the U-shaped inconel tubes built into the 
refractory of the heating furnace with a Roots-type 
blower mounted on the top of the furnace (not 
shown in drawing). With use of this forced cooling, 
the temperature at the outside wall of the retort is 
reduced from 920° to 400°C in 12 hr, as against 24 
hr required without forced cooling. After cooling to 
400 C, air is admitted to the outside vacuum cham- 
ber and the furnace is lifted off and transferred to 
the second retort. Cooling of the first retort is con- 
tinued with a fan, about 24 hr being required to 
lower the temperature from 400° to 35 °C. The whole 
cycle, including 10 hr at the maximum temperature, 
is about 60 hr 

Before the retort is opened, the sponge is con- 
ditioned with air, which is admitted in small incre- 
ments for about 3 hr. For reasons of safety, the 
retort is once more evacuated and filled with helium. 
This prevents fires from spreading upward to the 
sponge when opening the retort, if the magnesium 
powder, sometimes found on the bottom plate, 
ignites. The inner retort paris, with the column and 
bottom plate, are lowered with a hydraulic hoist. 
Once the crucible is within reach, it is clamped into 
a special carriage and tilting device that permits 
turning it in the vertical position. In general, about 
two-thirds of the sponge is obtained in dense form, 
stuck to the bottom and in the corners of the cru- 
cible. The remaining third is light material from 
the center that is frequently found resting on the 
stool. The latter, which is evidently reduced last, 
must be handled with care, as it is more pyrophoric 
than the dense material. 

There are small mechanical losses in the retort 
operation in the form of fine material adhering to 
the stool and funnel. The recovery may be as high 
as 99.5 pet in this phase of the process. A little zir- 


Fig. 10—Vacuum 
retort and 
furnace. 
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Fig. 11—Graphite-resistor split-tube vacuum furnace. 
1. Split-tube graphite resistor. 2%. Graphite crucible. 3%. Tap 
holes. 4. Graphite spider. 5. Threaded support ring of graph- 
ite 6. Graphite cover 3. Graphite condenser &. Copper 
wedges. % Water-cooled copper clamp. 10. Wate poled bus 
leads. 11. Double graphite radiation screen. 12. Molybdenum 
radiation screen. 13. Quartz shields. 14. Water-cooled iron 
shell. 15. Observation tower. 16. Cover with window iG 
Batch. 18. Expendable graphite hot top. 1% Graphite mold 
26. High vacuum valve. 21. Oil diffusion pump. 22. P.O. dry- 
ing tower. 23. Mechanical pump. 24. Quartz insulation ring. 25 
Water-cooled brass base plate. 26. Water-cooled rubber gasket 


conium chloride remains dissolved in the salts after 
the reduction, since mixing is not possible. Also, 
some lower zirconium chloride is entrapped in the 
sponge and may break up to metal and zirconium 
tetrachloride during the salt separation. This re- 
sidual tetrachloride and that contained in the mag- 
nesium chloride are reduced with gaseous magne- 
sium in the retort, and a metallic deposit of zir- 
conium may cover the funnel as a thin and rather 
pyrophoric sheet of zirconium 

The loose sponge in the center of the crucible can 
readily be removed, while the dense material some- 
times sticks strongly to the walls. It is broken up 
with a heavy iron chisel that is operated with a 30- 
ton Arbor press. Both kinds of sponge are cut up 
with a strong knife in a hydraulic press, the chips 
being about 1 to 2 in. in size. These chunks are 
briquetted in a die made of nitrided nitralloy at 
about 100 tons pressure. The diameter of the bri- 
quets is 4 in 

Sponge Melting 

furnace, 


The split-tube, graphite. resistor-type 


described before, is used for this purpose. A larger, 
two-phase furnace was set up, as shown in figs. 11 
and 12. The bottom plate is provided with an exten- 
sion that permits inserting long graphite molds. A 
quartz ring centers this mold at the level of the 
clamp and also insulates it. The crucible is provided 
with a graphite condenser that fits tightly in the 
graphite cover. In this way, most of the magnesium 
and magnesium chloride driven off during melting 
is collected, and the furnace is not contaminated 
The bottom of the crucible is provided with a pro- 
truding button that is perforated with six 's-in 
diam holes, and a graphite cross is inserted over 
these tap holes. This cross was found necessary to 
eliminate rotation of the metal jet, once pouring 
starts. The two-phase current causes rotation of the 
bath; the metal jet, without these devices, would 


hit the wall of the mold by centrifugal force and 
cause cold shuts. The power input is 60 kw, which 
is supplied only during the last 2 min. The maximum 
voltage is 17 v. With this energy, up to 25 lb of com- 
pact metal are melted in 20 min. The power con- 
sumption is in the range of 1.4 kwh per lb. Briquets 
take more space, and the maximum output with 
this material is about 15 lb. Turnings and sheet clip- 
pings can be remelted with no appreciable increase 
in hardness. The former must be briquetted. 

The carbon pickup is about 0.15 pct for the first 
melt. Remelts go up to 0.25 pet carbon. This content 
is not considered to be harmful for most uses to 
which zirconium is put. It was not possible to in- 
crease the carbon content above 0.37 pct, even by 
repeated remelting under graphite powder. This 
seems to be the limit of solubility of carbon in zir- 
conium at its melting point. The wear on the graphite 
crucibles is only slight, and as many as 30 runs have 
been made with one 

The main difficulty in sponge melting is the splash- 
ing. Gas is evolved during fusion, and liquid metal 
is driven up to the cold top of the crucible, where it 
freezes and forms a gas-tight seal with unmelted 
briquets. Pressure now builds up beneath, and the 
liquid metal is pushed sometimes so violently into 
the mold that it runs over the rim and short-circuits 
the resistor slots. This difficulty can be overcome by 
draining the liquid metal as it forms. The briquets 
may be put on a graphite plate arranged in the 
middle of the crucible and provided with holes of 
l-in. diam, or briquets of smaller diameter may be 
used. Loose sponge on top helps also, but this too 
reduces the capacity of the crucible. The causes of 
the gas evolution have not been reliably ascertained. 
It is probable that magnesium, magnesium chloride, 
zirconium chlorides, and helium escape during melt- 
ing. The individual briquets glaze over with fused 
metal, pressure from the impurities builds up in- 
ternally, and once it is released downward against 
the fused and extremely fluid metal, the metal is 
driven upward in the cold zone 

Castings can readily be made in a graphite mold 
Because the metal is extremely fluid, the finest de- 
tails of the mold are filled with metal, as shown in 
fig. 13 

Plant’ Layout and Furnace Description 

A short report about this plant has already been 
published. The viewpoints for increasing the pro- 
duction, from about 60 lb a week produced in the 
large laboratory-scale unit to 600, have been de- 


Fig. 12—Two- 
phase, split- 
graphite tube, 
vacuum resistor 
furnace. 
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scribed before.’ As the purification cycle is only 
about 24 hr, one purification furnace could supply 
material for at least two reduction furnaces. Two 
distillation retorts are provided, but only one fur- 
nace is used to heat both of them. This furnace is 
taken off the first retort when the temperature has 
dropped below 400°C and slipped over the second 
retort for another run, as shown in fig. 14 

The purification and reduction furnaces have three 
heating zones; the bottom, middle, and lead seal 
zone are heated separately. Besides this, the floating 
tops are provided with separate heating elements 
The power requirements for all furnaces are given 
in table I 


Table L. Power Requirements 


Purification Furnace 


Floating tog 220 v 
Lead seal zone 115 
Middle zone 11S 
Bottom zone 2) and 44 


Reduction Furnace 


ting toy p x 
Lead rone 20 Ink 
Middle 2 
Bott 23 k 


Vacuum Retort Furnace 


Typical heating charts for the purification, reduc- 
tion, and salt separation are shown in fig. 15. It may 
be observed that the present setup permits making 
up to three runs a week, corresponding to an out- 
put of 450 Ib, providing sufficient personnel was 
available. A view of the operation floor is given in 
fig. 16 


The manpower requirements are 


Carbide furnace 2s ime 
1 supe 
o ed 
f t red 2 er shift 
uum dist d 
leit 1 se ed hift 
shif 
Briquetting i ae i 
Results 


Sampling of the sponge is difficult, and its com- 
position varies within the crucible. The sponge pro- 
duced has the approximate composition given in 
table Il 

Sponge taken directly from the wall of the cru- 
cible may have a few tenths of a percent iron. The 
determination of trace ciement In zirconium by 
chemical methods, especially aluminum and silicon. 
is not reliable 

Ingots produced show only traces of chlorine and 
magnesium, but if melted in graphite, the metal 


from sponge picks up a small amount of carbon 


Fig. 13—Vacuum-cast 
zirconium diffuser. 


STELATION 
METORT MO 


Fig. 14—Diagram layout of zirconium pilot plant. 


The oxygen content, determined by the dissolu- 
tion of ingot material in iron (vacuum-fusion 
method) with carbon as a reducing agent, for a 
Rockwell B hardness of 75, is about 0.07 pet. Iodide 
zirconium rods analyzed by the same method indi- 
cated the presence of only 0.014 pct oxygen. The 
ratio of oxygen to nitrogen (0.07 : 0.02) in Bureau 
of Mines zirconium clearly shows that the oxygen 
does not originate from the air, since otherwise its 
content would be below 0.004 pct to maintain the 
ratio O, : N, that exists in the air. Part of the oxygen 
can be traced to the oxide skin on the magnesium, 
which buffing does not remove. Improvements can 
be expected by remelting the magnesium in a helium 
atmosphere to remove deeply entrapped oxide, be- 
fore using it. Another source of oxide is moisture 
that is introduced in the reduction and salt separa- 
tion, but this can only be a very small amount, since 
zirconium chloride and magnesium chloride elim- 
inate any moilsture before it can come in contact 
with zirconium. Very small amounts of oxygen may 
originate from the helium used. One certain source 
of oxygen is the oxide skin formed on the zirconium 
sponge when exposed to air. This is unavoidable 
Only by reducing the surface could this contamina- 
tion be minimized. Sintering in salt separation may, 
therefore, contribute to a reduction of the oxide con- 
tent 

The recoveries recorded from 40 batches are. on 
an average, as follows: purification, 96.2 pct; reduc- 
tion, 93.0 pet; salt separation, 96.8 pct; total recovery 
from the raw chloride to the sponge, 86.6 pct 

A loss of about 6 pet occurs when the sponge is 
removed from the crucible, the iron-rich parts found 
in contact with the wall being discarded at present, 
or recycled through the chlorination step 


Production Costs 


Zirconium now sells, in its chloride, at about $0.95 
per lb of metal contained, which is lower than the 
$1.03 paid today for titanium in its anhydrous chlo- 
ride” Zirconium in sand costs about $0.06 per Ib 
which is little more than titanium in ilmenite. Con- 
sidering that titanium requires about twice as much 
magnesium for its reduction as does zirconium, this 


Table HL. Sponge Composition, Percent 


Light Sponge 
0 02-0 80 0.02 Mn 
Me 006 0 s 0.0 \ 0 02 


Fe 


Heavy Sponge 
0.01 0.20 T trace 
Fe 
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more than compensates for the slightly higher price 
of the latter in its ores, the extraction methods for 
both metals being practically the same. It can, there- 
fore, be expected that both metals will sell at vir- 
tually the same price, providing they are produced 
on the same scale. 

In the cost estimate made in table III, the sales 
price of $0.37 per lb of raw zirconium chloride will 
be taken as a base. It was not possible to produce 
the raw chloride in the pilot plant described above 
at this low cost because of too small a scale of opera- 
tion of the carbide furnace. The costs given are 
direct operating expenses only and do not include 
general overhead, interest, depreciation, insurance, 
or taxes. 


Table HI. Cost Estimate 


Production of sponge, including purification 
and salt separation 
2.96 Ib @ $0.37 
Operating supplies including magnesium 
Power 24 kwh $0.0025 
Labor and supervisior 


Total per pound of sponge 
Cleaning. cutting and briquetting of the sponge 
Raw sponge 75 Ib 
Labor and supervision 


Total per pound of briquets 
Melting and finishing the ingots 
Briquetted sponge 
Operating supplies and power 


1.035 Ib 


d supervision including machin 


Total per pound of finished, machined 
ingot 


$6 82 

In these costs the raw materials, chloride and 
magnesium, account for only 22.8 pet, labor and 
supervision 69.3 pct of the total. The cost of pro- 
duction of zirconium chloride seems to be much too 
high, considering that the metal in the ore can be 
bought for only $0.06 per lb, while it costs $0.95 in 
the raw chloride. Small savings could be made by 
passing the byproduct, magnesium chloride, through 
a fusion electrolysis to reclaim chlorine and magne- 
sium, but the outlay for magnesium is only 4.5 pct 
of the total cost. The actual costs are a result of 
small-scale operation, as can be seen from the high 
percentage of the salaries and supervision. Improve- 
ments in that regard will result from the tapping of 
the salts and continuation of the reduction with 
liquid magnesium to make better use of the crucible 
and furnace capacity. Such methods have already 
been found successful on a small scale. The final 
development of this process will probably lead to 
continuous reduction, once the many problems con- 


—— PURIFICATION 
+ + + + 
REDUCTION 
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DISTILLATION 


OEGREES 


TEMPERATURE 


30 3S 40 45 


TIME HOURS 


Fig. 15—Time-temperature schedules (inside 
temperature). 


Fig. 16—Operation floor. 


cerning temperature control and materials of con- 
struction have been solved. 


Conclusions 
It has been shown that zirconium can be produced 
in units vielding 150 lb per batch at a reasonably 
low cost. The plant is described. The size of the 
present equipment can certainly be increased con- 
siderably before difficulties with heat dissipation 
will appear. Zirconium is favored in that regard in 
comparison with titanium, since the heat of forma- 
tion of its chloride is much higher, the heat evoived 
in reducing, therefore, is much lower. Titanium re- 
actors of 200 lb are in use now 
In the present pilot plant, zirconium ingots can be 
produced for $6.82 per lb. The future price of the 
metal will probably be the same as that of titanium, 
the methods of production are practically identical, 
and the higher cost of the one in its ore is more than 
compensated by the higher consumption of reducing 
agent for the second 
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The Torsion Texture of Copper 


Pole figures are presented which describe the texture of OFHC copper 
and electrolytic, tough-pitch copper subjected to various amounts of tor- 


sional strain. The development of the torsion texture does not appear to 
be influenced by the principal normal strain history since all pole figures 
are symmetrical about directions parallel and perpendicular to the longi- 
tudinal axis of the torsion specimen. An explanation of the mode of plastic 


yew preferred orientations, or textures, resulting 
from many of the various methods for testing 
and forming metals have been the subject of numer- 
ous investigation Despite this large amount of 
work, however, only a few limited studies have been 
made of the texture that is developed by torsional 
deformation 

Ono’ found that in severely twisted wires of 
copper and aluminum a [111] direction hes parallel 
and a [110] direction perpendicular to the longi- 
tudinal axis of the wire Sachs and Schiebold* have 
reported that a double-fiber texture exists In a 
twisted aluminum wire with both the [111] and 
[100] directions parallel to the axis of the wire 
Twisted iron wires have also been examined by 
Ono Both the [110] and [112] directions were re- 
ported as parallel to the axis of the wire Goss 
concluded from a study of twisted rods of a low- 
carbon steel that the preferred orientation existing 


at fracture is quite complex, but that many grains 
* Reference 1 i2 t excellent i ‘ f the results 
these 
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flow in pure torsion has been suggested. 
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have a [110] direction parallel to the axis of the 
wire 

In addition to the earlier experimental work, 
some suggestions have been made about the possible 
nature of the torsion texture. These suggestions are 
based on the results of many experiments which 
indicate that the cold-working texture of a particu- 
lar metal is largely determined by the geometrical 
change in shape that the metal undergoes during 
plastic deformation Hibbard and Yen’ have con- 
sidered the problem of deformation textures and 
have presented an analysis which is able to explain 
why equivalent changes in shape should yield simi- 
lar textures 

Therefore, a knowledge of the principal strains 
associated with torsional deformation would seem 
helpful in the interpretation of the torsion texture 
The necessary analysis has been made of the state 
of strain in an element of metal lying in the surface 
of a evlindrical rod or tube that has been subjected 
to pure torsion This analysis shows that the di- 
rections of the principal normal strains rotate con- 
tinuously within a torsion specimen while it is be- 
ing twisted. After the first infinitesimal amount of 
twisting, these directions make angles of 45° with 
the longitudinal axis of the bar. They rotate from 
this position as twisting proceeds, and after an in- 
finite amount of twisting, the direction of the princi- 
pal tensile strain is perpendicular, and the direction 
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of the principal compressive strain is parallel, to the 
longitudinal axis. The amount of twisting, wich is 
most conveniently expressed as a shear str..n, de- 
termines the orientation of the principal normal 
strain directions. Following this analysis, Hill” has 
proposed that the torsion texture is symmetrical 
about the principal directions of normal strain, and 
therefore the symmetry axes of the texture must 
rotate within the above-mentioned limits as twisting 
progresses. 

Barrett’ has been even more specific and has sug- 
gested that the torsion texture and the cold-rolling 
texture are related in the following way. There are 
no appreciable changes in the diameter of a cylin- 
drical rod or tube deformed in plastic torsion. Con- 
sequently, the radial direction in the torsion speci- 
men may be considered equivalent to the transverse 
direction of a rolled sheet which similarly does not 
undergo any marked change during cold-rolling. 
The direction of the principal tensile strain asso- 
ciated with torsiona! deformation is then comparable 
to the rolling direction of the sheet. Therefore, it 
is likely that the torsion texture consists of a cold- 
rolling texture inclined with respect to the axes of 
the torsion specimen. The “rolling direction” and 
the normal to the “rolling plane,” both of which are 
considered to be symmetry axes of the texture, are 
expected to lie in the surface of the specimen 


Experimental Procedures 

Materials and Testing: Pole figures were obtained 
from five specimens of OFHC copper and one speci- 
men of electrolytic tough-pitch copper. Two sizes 
of OFHC copper specimens were used. Their dimen- 
sions are shown in fig. 1. Only one specimen of 
size B was twisted. The OFHC copper bars were 
machined from cold-swaged stock. Size A was 
annealed in a salt-bath for '% hr at 450°C and size 
B in air for 1 hr at 500°C. The resulting structures 
were both fine-grained and randomiy oriented. The 
bar of electrolytic copper was a 16-in. length of 
a *4-in. diam cold-finished round. No reduced sec- 
tion was machined into this specimen. It was an- 
nealed in air at 650°C for 1 hr before twisting. 

The four bars of OFHC copper of size A were 
twisted in a torsion testing machine which has been 
described elsewhere Three of these bars were 
twisted to shear strains of 0.70, 1.90, and 3.95. The 
fourth bar was twisted first to a shear strain of 
5.25 and then untwisted by exactly the same 
amount. The maximum shear strain, at the sur- 
face of a test specimen is defined as 


l 


where r is the radius of the bar; @ the total number 
of radians through which the bar is twisted: and | 
the length over which twisting takes place. | is con- 
sidered equal to the distance between the bottom 
of the radius at each end of the gauge length 
Examination of the twisted bars showed that the 
deformation was largely confined to this length. All 
twisting of size A specimens was done at a constant 
rate of 120° per min. Unfortunately, the provision 
incorporated in this machine for accomodating the 
small amount of axial extension of a bar subjected 
to plastic torsion did not appear to operate con- 
sistently and satisfactorily Therefore, a_ slight 
deviation from deformation in pure torsion un- 
doubtedly resulted due to the presence of a low 


Fig. 1—OFHC copper torsion specimens. 


compressive stress directed along the axis of the 
specimen. This was found, however, to have neg- 
ligible effect upon the texture. 

The remaining specimens were twisted in a Riehle 
torsion testing machine of 60,000 in-lb capacity. 
The fixed jaw gripping one end of the bar is in the 
weighing head which is supported by chains and 
thus perfectly free to move when any lengthening 
occurs in the bar being twisted. The OFHC copper 
specimen of size B was twisted to a maximum shear- 
strain of 7.7. The distance, l, over which twisting 
occurred, was again defined as the distance between 
the bottom of each radius. The electrolytic copper 
specimen was twisted to a maximum shear-strain 
The length, l, in this case, was the distance 
Twisting of these 


of 5.25 
between the jaws of the machine 
specimens was done at a constant rate of 215 


per min. 

Construction of Pole Figures: After twisting, a 
l-in. length cut from the middle of each bar (except 
the one of OFHC copper of size B) was carefully 
bored out to form a tube with a 1/32-in. wall. A 
small rectangular specimen was removed from the 
wall of each tube with a jeweler’s saw. The larger 
dimension of the specimen was parallel to the longi- 
tudinal direction (L.D.) of the tube. The smaller 
dimension, perpendicular to the longitudinal direc- 
tion, is described below as the transverse direction 
(T.D.). Each specimen was etched to a thickness 
of about 0.0025 in. in a 50 pet solution of nitric acid. 
All specimens possess a uniform amount of shear 
strain which is approximately equal to the maxi- 
mum amount introduced into the surface of the bar 
by the twisting 

Methods Employing a G-M Counter Tube for In- 
tensity Measurements: The method of constructing 
pole figures developed by Decker, Asp, and Harker 
was used for the (111) pole figures of the specimens 
obtained from the bars of OFHC copper of size A 
and the bar of electrolytic copper. This method 
requires the use of an X-ray unit, such as a Norelco 
recording X-ray spectrometer, fitted with a Geiger- 
Mueller (G-M) counter tube. specimen is 
mounted in a special sample holder in the path of 
the X-ray beam and is rotated about two mutually 
perpendicular axes. For each setting of the sample 
holder, the counter is used to determine the in- 
tensity of the diffracted beam and therefore the pole 
density for a particular point within the pole figure 
A correction factor must be applied to the measured 
intensities to provide for the change in the angular 
position of the sample with respect to the incident 
beam. The magnitude of this factor is presented 
graphically in the appendix for 
thicknesses and inclinations to the incident beam 
All pole figure ucted by this method are 


various sample 
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Fig. 2—(111) pole figures of twisted OFHC copper. 
Top Shear strain of 0.70 
Center Shear strain of 
Kettem Shear strain of 4.95 

Ideal orientations indicated as follows 


found in figs. 2 through 4. Only one quadrant of 
each pole figure is presented, since X-ray photo- 
grams showed that the pole figures are symmetrical 
about the longitudinal and transverse axes 

The pole figures for electrolytic copper and for 
OFHC copper twisted to a shear strain of 3.95 were 
constructed from two complete quadrants. The in- 
tensity maxima lying on the basic circle of all pole 
figures were accurately determined in four quad- 
rants. Within the areas of low pole density, intensity 
measurements were made after everv 10° interval 
of rotation. Rotation intervals of 5° were used when 
regions of greater pole density were encountered 
All intensity maxima were located with rotations 
of 2% 

Six intensity ranges could be conveniently estab- 
lished. These were used in plotting all figures. 
Since the thicknesses of all specimens were not ex- 
actly the same, it is not possible to make a rigorous 
comparison of the pole figures. Nevertheless, the 
development of the texture as twisting proceeds is 
readily observed 

Information about the central area is absent in 
all pole figures constructed in this way. However, 
the technique that Norton” has developed for mak- 
ing pole figures of rolled sheet can be used to obtain 
this information. This method also employs an 
X-ray unit equipped with a G-M counter for 
measuring intensities 

Many small rod-specimens are required by this 
procedure and these were extracted from a twisted 
bar in the manner illustrated in fig. 5. The OFHC 
copper bar of size B, twisted to a maximum shear 
strain of 7.7, was bored out to form a tube with a 
'x-in. wall. Square blanks of 1/16 in. were then 
cut out with a jeweler’s saw and carefully turned 
to a diameter of 0.045 in. Each rod was then slowly 
revolved in a 50 pct solution of nitric acid until its 
diameter was 0.030 in. Since the shear-strain gradi- 
ent in plastic torsion is linear, it can be readily 
computed that the material from which these rods 
were made was subjected to a shear strain of ap- 
proximately 6.75 


L.D 


Fig. 3—(111) pole figure of OFHC copper twisted 
to a shear strain of 5.25 and then completely un- 
twisted. 

Ideal orientations indicated as follows 
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Each rod in turn was held in a special mount, 
placed in a beam of CuK, radiation, and slowly 
rotated about its axis through 360°. The G-M 
counter tube was set to receive the diffracted radia- 
tion from the {111} planes. The intensity measured 
by the counter tube was autographically recorded, 
and a curve was obtained of intensity vs. angular 
position. The curve for each rod describes the in- 
tensity variation in arbitrary units along a particu- 
lar diameter of the pole figure. No absorption cor- 
rection is necessary since all rods are cylindrical 
and of the same diameter. Contours drawn through 
points of equal intensity on all diameters describe 
the pole density in the figure. One quadrant of such 
a pole figure is shown in fig. 6. Each plotted point 
in this figure is the average of intensities measured 
in four quadrants 

The pole figures constructed by the methods de- 
scribed above have made possible a reasonably 
detailed study of the texture of copper that has 
been strained various amounts in torsion. The 
stresses accompanying torsional deformation are 
known. Therefore, from the interpretation of these 
figures and a knowledge of the stresses, it should 
now be possible to obtain some understanding of the 
mode of plastic flow in pure torsion 


Discussion of Results 


The combination of the four ideal orientations or 
textures, (112) [111], (111) [112], (110) [001], 
and (112) [131], which have been included in each 
of the preceding pole figures, may be used to de- 
scribe the torsion texture observed in coppe™. In 
these orientations, the crystallographic plane. are 
tangential to the surface and the directions are 
parallel to the longitudinal axis of the torsion speci- 
men. An analogous scheme is used to describe the 
texture of drawn tubing which undergoes only a 
reduction in wall thickness. Although four ideal 
orientations have been chosen, it is difficult to em- 
phasize any one more than the others, since all are 


Fig. 4—(111) pole figure of electrolytic, tough- 
pitch copper twisted to a shear strain of 5.25. 

Ideal orientations indicated as fellows 

@ @ x (tle) | oot 
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Fig. 5—Method of obtaining the specimens used in 
the construction of the pole figure in fig. 6. 


necessary for an adequate description of the pole 
distribution within the figures 

This description of the torsion texture applies 
after various amounts of unidirectional twisting as 
well as equal amounts of forward and reverse twist- 
ing. But the direction of the principal normal 
strains are different for each value of shear strain 
and the rotation of the principal normal strain di- 
rections may be reversed by untwisting. Therefore, 
contrary to what might be expected, the principal 
normal strain history does not appear to influence 
the development of the torsion texture 

The ideal orientation (112) [131] is but one of 
the four, (112) [131], (112) [311], (112) [131] 
and (112) [311], derived from {112} planes and 

113> directions that can be selected to account 


Fig. 6—(111) pole figure of OFHC copper twisted 
to a shear strain of 6.75. 

Ideal orientations indicated as follows 
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Fig. 7—Stereographic projection of all ideal orien- 
, ‘ tations and slip directions. 
Pole of {111} plane 
slip direction 
7 ry Therefore, shear stresses theoretically can be re- 
solved only along directions which are diameters of 
’ ’ the basic circle of a pole figure or one of the pro- 
¢ ‘ jections in fig. 7. Maximum shear stresses act along 
both the longitudinal and transverse axes regard- 
‘ ‘ less of the amount of twisting. 
+ The three ideal orientations, (112) [111], (111) 
{112] and (110) [601] provide possible slip direc- 
rn tions along the transverse axis (a direction of 
TC maximum shear stress). In addition, there are pos- 
+ * sible ship directions associated with the two ideal 
4 4 orientations, (111) [112] and (112) [131], which 
’ are also diameters of a basic circle but inclined 


for the intensity maxima lying on the basic circle 
from the 


of all pole figures between 58° and 60 


ends of the 


ideal texture composed of four parts 


longitudinal axi These represent an 
which can be 
generated by the reflection of each part across the 
tudinal axes of the pole figure 

(112) [111] and (111) [112] 
Each de- 


a composite ideal texture 


transverse and longi 
The ideal orientation 
must be qualified in a similar mannet 
cribes but one-half of 
ideal orientations 


Stereographic projections of the 


together with all possible slip directions are plotted 
ystem associated with torsional def- 
ormation may be considered to he in a plane which 


is tangential to the urface of the torsion specimen 
Thi plane ha 


figures and of the 


been chosen a 


the plane oi the pole 


projections presented in fig. 7 


approximately 30° from the longitudinal axis. It 
can be shown, however, that the shear stress re- 
solved along a slip direction in the latter position is 
Therefore, it 


seems reasonable to suggest that plastic flow in pure 


only one-half the maximum value. 


torsion occurs primarily by slip along directions 
tangential to the surface and perpendicular to the 
longitudinal axis of the bar, when the texture is 
sufficiently developed so that it can be described by 
these ideal orientations. This possibility receives 
considerable support from the pole figure presented 
in fig. 3 which was constructed from a torsion speci- 
men subjected to equal amounts of forward and re- 
verse twisting. It is apparent from this pole figure 
that reverse torsion does not alter the texture estab- 
lished by the initial twisting. This observation can 
perhaps be most readily explained if it is considered 
that the directio: f 


is merely reversed when the bar is untwisted 


lip during the initial twisting 
Such 


a reversal in slip along the transverse direction of 


Fig. 8—Microstructure of 
OFHC copper after 
torsional strain. 


Left — After twisting to a shear 
strain of ty 


Right — After twisting and un- 
twisting through a shear strain 
of te 


The longitudinal axis of the speci- 
men is in the vertical position 
Magnification X100; electropel 
ished in 35 pet orthephosphoric 
acid: chromic acid etch 
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Fig. 9—Solution of the correction formula from 

Decker, Asp, and Harker’ applicable to CuKo radia- 

tion reflecting from {111} planes of copper: valid 
for values of —«. 


maximum shear stress would not be expected to 
effect any change in the texture. 

The results of microstructural studies made in 
conjunction with the reverse-torsion experiments 
are also in agreement with this proposed mode of 
flow. The micrographs of fig. 8 were obtained from 
the surface of a coarse-grained specimen after it 
had been twisted to a shear strain of 42 and again 
after it had been untwisted by this amount. The 
same group of grains is included in both micro- 
graphs. Traces of slip planes which appear pre- 
dominantly as horizontal lines are perpendicular to 
the longitudinal axis of the specimen and coincide 
Although 
grains to their original 


with a direction of maximum shear stress 
untwisting restores the 
shape, it does not markedly alter the pattern made 


by the traces of the slip planes. Evidently, slip 


systems of the same orientation are operative dur- 


ing both twisting and untwisting, an observation 
consistent with the suggestion that torsional plastic 
flow occurs primarily by slip in directions which 
are tangential to the surface of the bar and per- 
pendicular to its longitudinal axis 

(112) [131] 
slip direction in the plane of the equator but inclined 


The ideal orientation furnishes a 


17° to the plane of the projection. Theoretically, no 
shear stress exists in this direction and since no slip 
should occur, this orientation does not appear to be 
one that could persist under the proposed, but un- 
doubtedly oversimplified, conditions of flow. How- 
ever, it is difficult to reconcile this observation with 
the presence of an intense maximum on the basic 
circle of all pole figures at the position occupied by 
a (111) pole resulting from this orientation 
Summary 

The present work may be summarized as follows 

1. The torsion texture of oxygen-free, high con- 
ductivity (OFHC) copper and electrolytic, tough- 
pitch copper, may be described by a composite of 
the four ideal orientations, (112) [111], (111) [112], 
(110) [001], and (112) [131] 


planes of these various orientations are tangential to 


The crystallographic 


the surface and the directions are parallel to the 
longitudinal axis of the torsion specimen 

2. From a consideration of the possible slip di- 
rections associated with the ideal orientations (112) 
[111], (111) [112], and (110) [001], it has been 
plastic flow occurs pri- 


suggested that torsional 


marily by slip along the direction of maximum 
shear stress which is tangential to the surface of the 
specimen and perpendicular to its longitudinal axis 
The results of microstructural studies also agree 


with this mode of flow. The mechanism of torsional 
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plastic flow outlined in the paper is consistent with 
the details of the pole figures, and also with current 
plasticity theory, but indicates that the relationship 
between strain and the development of textures Is 
by no means a simple one. 
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Fig. 9 is a solution of the correction formula de- 
rived by Decker, Asp and Harke1 


their method of constructing pole figures. 
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Lattice Parameters of Magnesium Alloys 


The effect of solute additions on the lattice parameters of 
magnesium alloys is reported. Empirical equations are derived 
from the data which have allowed the calculation of the lat- 
tice parameters of ternary solid solutions from binary data. 
The data are taken both from the literature and from addi- 

tional experimental work. 


WO groups of binary alloys were prepared. The 

first group consisted of those elements relatively 
soluble in magnesium: Li, Al, Zn, Ga, Ag, Cd, In, 
Sn, Hg, Tl, Pb, and Bi. These are predominately 
Group B element The second kroup consisted of 
most of the remaining metallic elements, all of which 
are relatively insoluble in magnesium: As, Au, Ba, 
Ca, Ce, Cu, Ir, La, Mn, Ni, Pd, Pt, Rh, Sb, Si, Te, Ti, 
W, and Zr. These are all Group A, transition, or rare 


earth element 


Alloy of the first group were prepared by 
melting iblimed magnesium and elements as pure 
as obtainable in a graphite crucible, using a standard 
flux’ for protection. The melts were poured into 
a mall graphite mold to produce 3x*4 in. diam 

lug Spectroscopic analyses were made of each 
lug. In all case the total impurity content was 
le than 0.05 pet. The slu were then heat treated 


> C below the eutectic temperature until complete 


solution, a judged metallographically, was ob- 
tained. Filing from the center of the slugs were 
compacted at room temperature into '» in. long x '4 
in. diam evlinde: ealed in pyrex under ‘% atm 
of | ified a ” innealed at the heat-treating 
ROBERT S Director 
Labor , De ‘ D ane tbora- 
‘ Dow Che ( 

St. Vee } 

TP 2985 E ) ‘ lt ent to 
lransactions AIME 1 Mi 

\y 19, 1950; re ece Sept. 2 


temperature for 1 hr, and quenched in water. 
After the X-ray diffraction patterns were made, 
each compact was analyzed chemically for the 
solute 

It was found that the Mg-Li alloys reacted 
during filing to reduce the Li ih solid solution. For 
this series of alloys, the slug was cold worked, 
annealed in purified argon, the surface dissolved in 
dilute HCl to a depth of about 0.005 in., and the 
X-ray exposure made on the fresh surface. This 
procedure resulted in sharp, continuous lines and in 
true values for the lattice parameters 

The alloys in the second group were prepared in 
the same way except that about 1 wt pct of each 
solute was added. Since the solubility limit was 
exceeded, not all the solute dissolved. These alloys 
were analyzed spectroscopically only to confirm the 
presence of the solute. 

The diffraction patterns were of the back-reflec- 
tion type using the characteristic copper radiation* 
and a flat cassette. Both the film and the specimen 
were rotated. The specimen temperature was main- 
tained at 25 1 C. The films had sharp lines: 
their diameters were measured directly to 0.01 cm 

The parameters were calculated from the line 
diameters using a modified version of Cohen's ex- 
trapolation method. This method effectively eli- 
minates systematic errors such as film shrinkage, 
inaccurate alignment, and non-precise film-to-speci- 
men distance. The random errors were minimized 


* Ka 1.537,395 kX; Ka 1.541.232 kX; Ks 1.389,35 kX 
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Table L. Lattice Parameters of Binary Magnesium Alloys 


KX units 


(All values in corrected te 25°C) 


Reter- 
ence 


Atomic 
Pet 


Element Element 


2000, 


a2 


5.202, 1 6240 
) 2064 1 6252 
2078. 1.6251 


628 


20060 6235 
>. 20254 6240 
) 20691 6248 


20829 


203350 


0 $2005 1964 0.53 $.20338 
1.997 $1950 >. 1884 100 20360 
785 1877 ».1791 121 20440 
631 +1785 1660 i.21 120401 ) 
195 120462 
20 2047 
» ‘ 18 aon 2.32 $.20527 
79. 1795 1 6247 9197 
2.8 2 9 
6.31 3.1788 5. 1666 1.625 
845 3.1707 1562 1 6262 73 21720 
. > $.7 5.217 
10.45 $1652 1479 1 6274 437 22069 
$2 1.22479 
0.284 20266 1.62429 6.20 
0 20504 1 6244 
20405 20411 1. 6242 
20588 6246, Latter 7 2029 2001 


20187 


5.2019, 2002 
1.131 $2022 2018 1 6244 
2.248 $2009 204, 1 626 

$2015 206. 1 6% 


$2030 2004 
1.624 Olt 2029. 1999, 1 62% 
1 6244 2026 52011 1 6240 
0.92 2026 1 6246 
+2051, 1 6258 


2065, 


2000 


». 1999 1 6258 
».1991 | 6238 
200 1 6244 


1 19926 5.201 


2028 2002 


TRANSACTIONS AIME, VOL 188, DECEMBER 1950. JOURNAL OF METALS— 146! 


flies 
Pet ‘ 
Silve 0.455 5.1953, 1.6235 0.518 3.2019 199 1.6239 
0.903 3.1970 5.188 1.622 1.077 $2008 198, 1.6242 
1.367 J1948 >. 1855 1.6231 2.158 3.1995 198 1 6246. 
1 868 1g2y 179 1.622 182 1987 1991 1 625. 
2 199 $1897 1730 1 6218 
2640 1868. 164 1 620 063 4.20193 162371 
$1871 1 6210, 2.16 lyyys » 1 62471 
225 1841 » 1597 1 6204 401 19780 ) 19965 1 62601 7 
7 98 19288 5.20027 1 62871 i 
11.65 $.18797 ».20210 163179 
074 51984 1936 1 6238 
1.67 s.1920 1 62235 
2.51 3.1897 728 621 ‘ ‘ 063 $.20208 ). 1989. 1 6236 
1846 5. 1624 1.6210 2.16 2003. 5.1996 1.6247 
4.01 +1979 1999. 1.6260 
Aluminu Ogi 1992 5.195. 1.624 7.98 3.1933, 2009. 1 6287 
1.807 3.1955 5.1895 1 6239 11.65 1878s 2042. 1.6325 
1.680 +1960 >. 1913 1.6243 
2.378 $1930 1868. 1 6244, 0.611 12054 
5594 1886. 180 1 6246 1289 $2035 
508 1887 5.1812 1.6248 1 998 1.2044 
612 3.1887 5.1812 1.6248, 4.405 $2077 2245 = 
930 +1868 ).1791 1.6251. 
4.33 $1851 5.1750, 1.6247, 
).224 $1819 5.1727 1.6256. t 0.10 20316 20068 
365, 1814 1716 1 6256. 0 30 
5.420 5.1808 5.1702, 1.6254 0.49 3.20352 
799 1808, 1 6256 1.48 20463 
631 $1772. 1651 1.6256 2.86 3.20618 2152 
7.230 3.1733 5.1598 1.6259 $49 20663 5.21881 1.6275 
7.482 4.1738 161 1 6262, 404 $.20701 5.22104 1.6280 
8 138 1699) 155. 1.6264. 445 3.20719 22358 1.6287 
9.217 5.150% 6267. 4.97 5.20748 22630 16294 
9.35 3.1645. 5.148 1.6268 6.73 23371 1 6314 | 
10.028 3.1628 5.1477 1.6275. 
05! — 20199 1.62395 
1 62402 
1 62454 
1 62444 3 
1.62460 
1.62524 
1.62525 
1.62545 
1 625848 | 
1 62619 
1 62741 
1 62796 
1 62919 
1 62st 
2 2 1.6212 : 
4.15 1988 1845 1. 6208 
i 0.24 20320 1.62396 1978 1.6198 
1.20366 20358 1 62428 7.40 11961 1898 1.6175 
057 $. 20355 > 20452 1.62461 11.07 $1932 1585 1.6155 
0.58 1.20342 5.2047 1.62474 12.25 4.1922 15233 1 140 
0.80 4.20412 20592 1 62476 4 1904 1320 1 
0.8! 120428 » 20585 1 62466 
v0 2042¢ 5.20735 1.62512 
iol 2052¢1 ».20749 1 62567 | 6074 
i ur 1071 lyyy 196 1 62348. a 
1.220 :.2001. 1963. 1.6237 
2.302 1966. >. 1899 1.6235 
1.605 +1948 189% 1.6242 
4.261 $1930, 
4628 11918) 
79 18356. 
4.16 $.19315 5.18602 1 6241 aa 
6.04 1.18851 5.179133 1.6243 
%.20 1834 » 17146 1.6245 Tha 0 266 2023 6238 
950 $.18058 16720 1.6246 0.580 2022 
11.78 1.17548 7.15860 1.624 1.222 1.2017. 
16.20 3.16605 14071 1.6237 4486 1.6259 
Galliun 0.549 2008 5.1974 1.62357 0.25 1 6236 
1.1972» 1920 1.6238 0.75 1.20236 19938 1. 6236 
1.31 2019 1999 6240 
0.17 2024 1995 6236 22 1.2011 2003 1 6245 
0.37 3.2018 5. 1982 1.6235 4.29 1985 2012 1 6256 
0.37 +2019. 1983 1.6235 6.29 1976 20:83 6272 
075 2004 1955 1 6244 5.2059 1 6294 
17 $1963 1902 1.62 
0 1943 1870 1 62 742 1994 1946, 62:36 
753 1989 1940 Ae 
1 460 1954 1873 1 623% of 
0.19 $2021 1 6238 1534 $1955 >. 1876. 1 62:34 
2012 1980 1 6237 2.311 1920. 1817 623355 
0.368 2006 1977 1.6242 2 408 igie 1 623% 
0 996 198 1 6228 2.379 1915 1810 1 623% 
1.165 1977, 1918 1.6235 2 B50 1888. 1766 1.6225 
/ 


by a least-squares solution of the 7-12 lines meas- 
ured. This treatment also allowed an estimate of 
the accuracy of each determination. In almost all 
cases, individual measurements of line diameter 


varied from the mean by 0.01 cm or less 


Binary Alloys Results 


The lattice parameters of the binary alloys of 
magnesium with the relatively soluble solutes, as 
determined both in this laboratory and as reported 
in the literature, are given in table I. Only those 
literature sources which report work based upon 
precision techniques are given 

When the parameters were plotted against the 
atomic percent solute, linear functions were ob- 
tained. A least squares solution was made for each 
solute based upon the equations 


a Gu, + S. 2 
Cy. + S. 
c/a c/a I 


Where x is the atomic percent 


The standard deviations for each equation were 
calculated and these were used to estimate the 
standard error of the mean for each equation 


N 
Where < Standard deviation of the parameter 
ry Standard error of the mean of the 
parameter 
N Number of data points 


The summary of the data as calculated in this 
manner is given in table II]. This table also includes 
data for pure magnesium, based on twenty deter- 
minations, using five different samples of sublimed 
magnesium 

The data for the relatively insoluble group are 
given in table III. The standard error for each de- 
termination was compared with that for pure mag- 
nesium to determine the probability that a given 
result is different from that for pure magnesium 


a ay 


In Units 


Effective 
Ble Radius Effective 
ments X Units Valence 
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Table I. Summary of Data for Lattice Parameters of Binary Alloys 


1950, TRANSACTIONS AIME 


Since the data were determined on a small number 
of samples, the observed standard deviations were 
corrected to give a better approximation to the true 
standard deviations. 

A value of T 1.65 means that there is a 10/1 
chance that the difference is real. Higher values of 
T represent still higher probabilities that the dif- 
ference is real. The value of T 1.65 was arbi- 
trarily selected as a division point for determining 
elements that have a significant effect on the lattice 
parameters of magnesium 

When the data for c/a in table I are plotted 
against electron concentration, 


E 2 + (Valence —2)xr 


a series of straight lines are obtained for each ele- 
ment (fig. 1). In those cases in which the solute 
results in an increase in E, there is first a horizontal 
line representing no change in c/a with addition of 
solute, and then a straight line representing an in- 
crease in c/a with increasing E. In those cases in 
which the solute addition resuits in a decrease in E, 
there is again a short horizontal line, and then a 
straight line representing a decrease in c/a with de- 
creasing E. 

Raynor’® and Hume-Rothery and Raynor have 
pointed out the dependence of c, on electron con- 
centration. They have advanced an explanation 
based upon the energy levels occupied by the con- 
duction electrons and the occurrence of an overlap 
of occupied energy levels beyond the first Brillouin 
Zone 

When c/a is plotted against E, the lines for all 
elements are close together. Assuming that the 
small differences observed are due solely to dif- 
ferences in ionization of the solute atoms, it is possi- 
ble to calculate a relative effective valence, 


S 


S 


where S°., is an arbitrarily selected slope of c/a 
against electron concentration. Since indium has 
the largest slope, its effective valence was set at 3.00 
and § made equal to S.. for indium, or 0.77 
The relative effective valences of the remaining 


Standard Error 
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the Parameter, A 
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elements are then as given in table II. It is possible 
to set up a general equation which will describe the 
relation between c/a and electron concentration for 
all the binary magnesium alloys studied using rela- 
tive effective valence. The resulting three-part 
equation Is: 


1.47298 + 0.07554E 


E 
1.994 
E 


1.994 
E’ 


2.005 


1.62364 


2.005 


0.0738E" 


e/a 1.4 


where E’ is the electron concentration based upon 
the relative effective valence as given in table II 

The a, vs. atomic percent relation for each ele- 
ment can be used to determine an “effective radius” 
for each solute in the magnesium lattice: 

ay, + 100 S, 
R 
2 

The values for R for each element are given in 
table Il. The atomic radii determined in this way 
differ by only a small amount from the radii deter- 
mined from the lattice of the pure metals. Hume- 
Rothery and Raynor’ have discussed possible causes 
of this difference. These figures allow a general 
equation to describe the relation between a, and 
atomic percent for all the binary magnesium alloys 
studied. The resulting equation is: 


a 3.20268 + (—0.032044 + 0.020014R) a 
where x is atomic percent, and a, is in kX units 


It is apparent, then, that the unit cell size of mag- 
nesium is affected by both the size of the solute 
element and its effective valence. The relation is 
such that the spacing of the atoms in the basal 
plane is dependent only upon the solute radius 
The spacing between the basal planes is also affected 
by the solute radius but is further adjusted so as to 
allow the c/a ratio to conform with the electron 
concentration. 

To be useful, the general equations should give 
the parameters of polynary alloys from composition 
A series of ternary Mg-Al alloys were prepared and 
the parameters measured. The results are shown in 


Element 


0.00051 i4 

20147 0.00037 731 

3.20333 0.00011 170 

Calcrum 3.20331 0.00092 1.07 5.20079 
Ceriun +.20461 0.00094 2.43 5 20092 


$. 20200 0.00071 


Copper 


Iridiun $.20220 0.00102 1.12 20042 
Lanthanur 0 00076 214 5.20116 
Manganese 3 0.00224 191 5.19481 

3.20366 0 00033 91 5.20148 


0.0021 


0.00061 0.35 20172 
0.70 5 19920 
0.0019 1.80 5.19635 
Magnesium 0.900098 5 19942 


Table Ll. Lattice Parameters of Some Binary Magnesium Alloys 
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Fig. 1—Data for c/a plotted against electron 
concentration. 


table IV. Two of the alloys were such that the addi- 
tional solute contributed no additional electrons, 
one added electrons, and one subtracted electrons 
With one exception, the agreement between the 
values calculated from the equations and those 
measured is within the experimental error. 

The data for the relatively insoluble elements 
(table III) show some significant differences from 
the values for pure magnesium. The effect of a 
can be summarized: Elements decreasing a,—Au, 
Mn, Rh, and Zr; and elements increasing a,—As, 
Ba, Ce, La, Ni, and Pd. 

All the elements causing a decrease in a, have 
atomic radii (42 distance of closest approach in the 
room temperature structure) less than that of mag- 
nesium. Each of these must, therefore, dissolve in 
sufficient quantity to affect the parameter values. 
There is no way from the data in this paper to 
estimate the amount dissolved. Ba, Ce, and La all 
have atomic radii larger than Mg and the effect of 
these elements is straightforward. As, Ni, and Pd, 
however, have atomic radii less than that of Mg, 
and the reason that these elements cause an increase 
in the a, value is not known. 

The effect of these solutes on the c/a ratio can be 
summarized Elements decreasing c/a—Au, Ce, 


as Compared to Those for Pure Magnesium 
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Table IV. Calculation of Lattice Parameters of Ternary Alloys 


Average Values 


Atomic Pet 
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ad and elements increasing c/a—Ba, lr, Pt 4 Few, if any, solutes in magnesium are fully 
Rh and Zt ionized 
i rhe fact that Au lowers the c/a ratio is in accord » The relative effective valence shown by a 
ia with its known valence of 1. The lowering of the olute in binary solid solution is retained in ternary 
; c/a ratio by Ce nteresting. Normally, this ele- allovs 
! i alence otf wo ol or i 
ment has a valen twe more However, it 6 The rare-earth elements Ce and La may act 
does have an incomplete f shell and may be acting us electron receivers in magnesium solid solutions 
a is an electron receive he magne m lattice i The Mg-rich, Mg-Ti binary alloys probably 
ti iteresting that Li laVINg lowe! ylubilit 
ntere La, havir olubility constitute a peritectic system 
4 than Ce in Mg, shows the same effect on c/a but to 
a lesser extent than does Ce The lowering of the Acknowledgment 
c/a ratio by Pd yuzzling ecially since Ir, Pt = 
The experimentai procedures were established 
d Rh all raise it. It also difficult to believe that , 
: , and some of the parameter results on the binary 
B Increiune the c/a atio The nificance of the 7 
“ . olid solution alloys determined by J. B. Hess while 
: iit by the arbitrary standard selected ts borde: 2 : 
he was at the Dow Chemical Co. Mr. He Is now 
na it be that the The 
ch » Institute for the Study of Metals, Univer- 


References 


he M | ke the Mg-Z vstem “a peritecti ( E. Nelson: Transactions AIME (1944) 159, 392 
There emain the element Ca. Cu. St Si. Te J. B. Hess icta Crystal Not vet published 
and W which show no change in either a. or c/a The Dow Chemical Co. Laboratori 
G. V. Raynor Proceediy g Roy. Sox (1940) 


W. Hume-Rothery and G. V. Raynor: Proceedings 


too small to be found. The othe lement m to = 
: ‘ Roy. Soc. (1940) 197A, 27 


Val hur mal a ou tv uw > . 


Summary 107 
F. Foote and E. R. Jette: Transactions AIME (1941) 

‘ 143. 124 

H. Jones: Ph Mag. (1950) 41, 663 


proportional to the i 1 { the ite alone 
” rhe effective adiu how " 1 solute ' F. C. Mills: Statistical Methods. (1938 p. 598 
G. V. Raynor: Journal Inst. Met. (1945) 71, 493 
proportional to both the radius and the valence of G. V. Raynor: Journal Inst. Met. (1947) 73, 397 
the solute, the relative effect of each being suct K. T. Aust and L. M. Pidgeon: Transactions AIME 


that the c/a ratio proportiona to the electror 185. 585: Journal of Metals (Sept 1949) TP 2680E 
H. Jones: Proceed ngs Rov. Soc (1934) 147A, 396 


1464—-JOURNAL OF METALS, DECEMBER 1950 TRANSACTIONS AIME, VOL 188 


x 
Sax le E Cale Obs Cale Obs 
~ fn 
24 22 442 2.0098 1839 183. 06 1 62399 1.62387 0.12 
22 4.22 2.017 1782 1780 0.2 62457 1.62433 O24 
422 2.0274 172 1732 og 1.62529 1.6251 0.14 
422 20 1936 1944 ot 62482 1 62442 0.50 
‘ 4.02 202 1806 1815 1.62512 62550 0.38 
tad 
4 42 ule 192 02407 029 
42 86 62404 1 62520 
‘ 2 2.0412 lowe 1 62631 1. 6262 0.08 
2 2 1588 le 22 1 6270 62674 029 
4 al sn 
itv of Chicago 
° the c/a ratio nteresting, and in view of its ex- 
TI e change 
7 


S OME time ago during a study of impact prop- 
erties of tempered martensite, it was postu- 
lated that the consistently good ductility of tem- 
pered martensite might be caused by its relatively 
small and peculiarly shaped ferrite grains. The fer- 
rite grains of tempered martensite have approxi- 
mately the same size and shape as the martensite 
“needles.” Thus they form an interlocking mass of 
needle-shaped grains quite different from equiaxed 
or lamellar ferrite grain structures 

When the common mechanical test methods are 
applied to steel, variations are often observed in the 
ductility of specimens that have closely similar hard- 
ness and tensile strength values. The ductility so 
measured appears to be structure dependent. When 
steel from the same heat has been heat treated to 
produce different structures with the same hard- 
ness, the elongation and reduction of area values 
from the tensile test and the transition temperature 
determined by the notched-bar impact test vary 
according to whether pearlite, tempered martensite 
or other structural constituents were produced by 
the heat treatment. It has been widely recognized 
that tempered martensite gives a consistently good 
performance, when tempered to the same hardnes 
as many other structures with which it has been 
compared. In recent years the isothermal transforma- 
tion of austenite to specific structural products and 
the quantitative evaluation of the character of these 
products with respect to their nature and response 
to deformation has received considerable attention 

The objective of the present study was to pursue 
somewhat further the dependence of ductility upon 
structure; specifically, it was desired to ascertain 
whether ferrite grain structure, including both shape 
and size of the grains, cin account for the consist- 
ently good performance of tempered martensite in 
the notched-bar impact test 

It was thought that a simple experiment would 
indicate whether the ferrite grain structure play 
any part in the good ductility exhibited by tem- 
pered martensite in contrast to other steel structure 
with different types of ferrite grains. By determin- 
ing the impact transition temperature, it was pro- 
posed to compare spheroidites having similar car- 
bide particle size and spacing but obtained in such 
a manner that their ferrite grain structures would 
be verv different. Spheroidite obtained by tempering 
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martensite, with its small, needle-shaped grains, 
was to be compared with spheroidite from pearlite 
If the latter is produced by sub-critical annealing, 
the ferrite grains correspond to the pearlite colonies 
Thus, if the pearlite was not too coarse, the ferrite 
grains of spheroidite from pearlite are equiaxed in 
contrast to the needle-shaped grains of spheroidite 
from martensite 
It was thought that the ferrite grain structure of 
spheroidite from martensite might depend to some 
extent upon the grain size of the prior austenite. The 
austenite grain boundaries limit the maximum at- 
tainable size of the martensite needles and thus of 
the ferrite grains in the derived spheroidite. In orde1 
to evaluate any possible influence of prior austenite 
grain size, spheroidites were to be prepared from 
martensites that had been formed from fine-grain 
austenite and also from coarsened austenite 
As the carbide particle size and distribution were 
to be essentially alike in the various spheroidites, 
the difference would be in the ferrite grain size and 
shape. Thus any marked difference in transition 
temperature could be attributable to the characte 
of the ferrite grain structure 
There are certain considerations in assuming that 
these spheroidites would be equivalent in all re- 
pects except ferrite grain structure, and an attempt 
was made to take them into account. One of the con- 
iderations was the choice of the carbon content of 
the teel. An approximately eutectoid steel was 
elected for two reasons. First, the pearlitic struc- 
ture would contain no proeutectoid ferrite which 
might complicate the picture by producing a non- 
uniform ferrite grain structure in the resulting 
pheroidite. Then, too, the high-carbon content 
would inhibit ferrite grain growth during the sub- 
critical treatment 
Another factor to be taken into account was the 
choice of an alloying element to assure a martensitic 
tructure throughout on quenching the impact speci- 
mens. Nickel was chosen, because it is a common 
alloying element and resides in the ferrite both upon 
its formation from austenite and throughout tem- 
pering. The formation of alloy carbides, or even a 
large solubility of the alloying element in cementite, 
would have complicated the interpretation by chang- 
ing the composition of the ferrite during spheroid- 
ization 
The possibility of temper brittleness was min- 
imized insofar as possible by using a tempering tem- 
perature as high as consistent with the 1 pet of 
nickel in the steel, namely, 1150 °F 
While it certainly is not claimed that no differ- 
ence other than ferrite grain structure could exist 
between the spheroidites, nevertheless, reasonable 
precaution has been exercised within the limits of 
steel metallurgy. It is believed that any large differ- 
ence in transition temperatures would reflect the 
difference in ferrite grain structure and that rela- 
tively good ductility in the spheroidites from mar- 
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Fig. 1—Spheroidite from martensite, etched with 
pieral, X2000. Austenitization was at 1550°F to 
ASTM grain size No. 6 to 7. 


Fig. 2—Spheroidite from martensite, etched with 
picral, X2000. Austenitization was at 1900°F to 
ASTM grain size No. 2 to 5. 


Fig. 3—Spheroidite from martensite, etched with 
picral, X2000. Austenitization was at 2050°F to 
ASTM grain size No. —1 to 3. 
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tensite would be caused by the same factor as the 
consistently good ductility observed in tempered 
martensite, at least when the martensite is tempered 
at relatively high temperatures and does not exhibit 
temper brittleness. 

Experimental Data 


The steel was from a 65-lb ingot from a labora- 
tory induction furnace heat (No. 2440) of the fol- 
lowing analysis: C, 0.77 pet; Mn, 0.36; P, 0.007; S, 
0.011; Si, 0.32; Ni, 1.03; Al, none added. 

The ingot was forged to %x2'2-in. bars. These 
were normalized from 1550°F and then tempered 
for 1 hr at 1200°F. Longitudinal Charpy impact 
blanks, four abreast, were machined from the bars 
The blanks were 0.16-in. oversize before heat treat- 
ment, after which they were ground to size and 
notched with a 45°, 0.010-in. radius V-notch. 

The heat treatment consisted of austenitizing, and 
then either quenching in oil directly, or giving an 
arrested quench in salt at 900°F for 3 min and then 
in oil. The former treatment resulted in martensite; 
the latter, pearlite. Both pearlite and martensite 
were produced after austenitization at 1550°F; also, 
martensites were obtained from austenite that had 
been coarsened by heating at 1900° and 2050°F. Be- 
fore quenching from the two, high austenitizing 
temperatures, a 5 or 7 min equalization at 1550°F 
was employed in order to avoid quench cracking. 
After quenching, the specimens were tempered at 
1150°F for the period required to produce a hard- 
ness of about 93 Rockwell B. Details of the heat 
treatments, of the as-austenitized grain size, and of 
the hardness of the spheroidized specimens are given 
in table I. 


Table I. Heat Treatment, Austenite Grain Size, and 
Hardness of Spheroidites 


Spheroidi- 
zation 
Austenitization Quenching at 
ASTM RB 
Grain Final Hard- 
oF ur Size Equalization Arrest Quench Hr ness 
1,550 6to7 none none oil 54 94 
1.900 1 2to5 5 min, 1550°F none oul 46 93 
2.050 2 to 3 7 min, 1550°F none oil 46 93 
1,550 1 6to7 none salt; 3 min ol 100 92 


900°F 
* Austenitized in a protective atmosphere 


The structures of the three spheroidites obtained 
from martensite are illustrated by figs. 1, 2, and 3; 
the spheroidite produced from pearlite, by fig. 4. The 
specimens were etched in picral to show only the 
outlines of the carbide particles. Figs. 5, 6, 7, and 8, 
respectively, illustrate the appearance of the same 
specimens after etching with nital to reveal the fer- 
rite grain size and shape as well as the cementite 
particles 

Both the “average distance between carbide par- 
ticles” and the “average uninterrupted ferrite path” 
were determined. The average distance between 
carbide particles is the mean, free-ferrite path as 
defined by Gensamer and his coworkers, which by 
their experimental procedure amounts to the aver- 
age, straight-line distance between carbide particles 
or lamellae. This definition takes no account of fer- 
rite grain boundaries. We are indebted to Professo: 
Cohen* for the suggestion that the mea. free path 


af 
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should include ferrite grain boundaries as well as 
phase boundaries between the carbide particles or 
inclusions and the ferrite. “Average uninterrupted 
ferrite path” has been used to indicate the latter 
definition of mean, free-ferrite path 

The determinations of mean free-ferrite path were 
made with a Hurlbut counter, set up to drive a fila: 
micrometer eyepiece. A magnification of 2000 diam 
was used, attained with an oil immersion objective 
The respective distances along the horizontal cross- 
hair were measured on twenty-five representative 
fields for each specimen and etchant. The average, 
straight-line distance between carbides was de- 
termined after etching in picral. The average, un- 
interrupted ferrite path was measured after etching 
with nital. The ferrite grain size was determined by 
similar measurements after the specimens had been 
etched in nital. The data are given in table II. 

The spheroidite prepared from pearlite contained 
relatively few ferrite grain boundaries; therefore 
the average distance between carbides and the 
average, uninterrupted ferrite path were essentially 
alike. While the difference was not very large in the 
spheroidites prepared from martensite, the average, 
uninterrupted ferrite path was a little shorter than 
the average distance between carbides, because of 
the number of ferrite grain boundaries that had to 
be taken into account in the determination of the 
average, uninterrupted ferrite path. 

The average, ferrite grain diameter of the sphe- 
roidite obtained from pearlite was about four times 
that of the spheroidites obtained from martensite, 
as shown in table II. In terms of ASTM grain size 
number, the ferrite grain sizes were No. 15 for the 
spheroidites from martensite and No. 12 for the 
spheroidite from pearlite 


Table Hl. Microscopic Observations 


Sphe- 

roidite 

from 
Spheroidite from Martensite Pearlite 


1550°r 2050°F 1550°R 
Aust. Aust Aust. Aust. 
Average distance between 
bides, mm 0.0021 0.0018 0.0018 0.0018 
Average uninterrupted fer 
rite path. mm ‘all phase 
and ferrite grain bound 
aries) 0.0016 0.0015 0.0016 0.0017 
Average distance between 
ferrite grain boundaries, 
mm 0.0025 0.0022 0.0022 0.0091 
Average carbide particle 
liameter, mm 0.0007 0.0007 0.0007 0.0006 
Prior austenite grair 
size, ASTM No 6to7 2to5 lto3 6to7 


It is significant that the average, ferrite grain 
diameters of the spheroidites from martensite are 
essentially alike in spite of the large difference in 
the as-austenitized grain size. The import of this 
will become apparent when the data from the im- 
pact tests are discussed. However, there was one 
difference in the structures of these spheroidites 
that should be noted. As the as-austenitized grain 
was coarsened, the length of occasional martensite 
needles increased. These were the needles that were 
oriented preferentially with their long axes in the 
prior austenite grain boundaries. This is illustrated 
by fig. 9, a micrograph of the spheroidite of a speci- 
men that was austenitized at 2050°F. These pre- 
ferentially oriented grains are smaller and thus not 


Fig. 4—Spheroidite from pearlite, etched with picral, 
X2000. Austenitization was at 1550°F to ASTM grain 
size No. 6 to 7 


Fig. 5—Spheroidite from martensite, etched with 

nital, X2000. Ferrite grain boundaries are indicated 

by arrows. Austenitization was at 1550°F to ASTM 
grain size No. 6 to 7. 


Fig. 6—Spheroidite from martensite, etched with 
nital, X2000. Austenitization was at 1900°F to ASTM 
grain size No. 2 to 5. 
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© evident in the structure obtained by austenitiza- 
tion at 1900 F, as shown in fig. 10. While a repre- 
entative proportion of the long ferrite grains de- 
rived from these needles was included in the fields 
ised for the microscopic observations, it was not 


ufficient to influence the values given in table II 

The energy values obtained in notched-bar im- 
pact tests are plotted against testing temperature 
in the conventional way in fig. 11. Also, macroscopic 
evaluations of the percentage of brittle fracture are 
given in the figure. Except for some scatter in the 
energy values above the transition range, both 
energy and fracture curves for the three spheroidites 
from martensite are superimposed. Also, while there 
has been considerable difference of opinion concern- 
ing the definition of transition temperature, it will 
be evident that by any of the usual criteria the 
notched-bar transition of the spheroidite from pearl- 
ite was much higher than that of the spheroidite 
from martensite. Using the lowest testing tempera- 
ture that gave a zero percent brittle fracture as the 
criterion, the transition temperature was 150°F for 
the spheroidites from martensite and 350 F for the 
spheroidite from pearlite. Thus the difference in 
transition temperature amounted to 200 F. The dif- 
ferential tn transition temperature would be about 
the same if the criterion of transition were to be 


taken as a 90 pet brittle fracture 


Results 


Phe microscopic evidence showed that the sphe- 
roidite from martensite were essentially equivalent 
in microstructure regardless of the as-austenitized 
grain size. The only difference noted was an occa- 
ional long ferrite grain, in the prior austenite grain 
boundaries of the specimens that had been coarsened 
in the austenitization. With the exception of slight 
irregularities above the energy transition, both the 
energy and fracture curves of the three spheroidite 


from martensite were superimposed. The prior aus- 


tenite grain ‘ of these pheroidites were, re- 
pectively ASTM No. 6 to 7. 2 to 5 and 1 to 3 
These observatior would iggest that austenite 

ain size has but ight influence upon the subse- 


quent ferrite structure obtained upon quenching to 


martensite and spheroidizing, and thus has Ilitth 


on the ene vy Value and transition range 
obtained b the notched-bar impact test, at least in 


the absence of temper embrittlement and other re- 
wtior that involve the prior austenite grain boun- 
dari An attempt was made to avoid such effect 
eva ithor vhich as nearly as possible wa 

nited to the nfluence of ferrite grain ize and 
hape in the absences f embrittliu eaction 

Rath ‘ neidence of the average distance 
between carbide particle and the average uninte! 

pted fe te patt Vas attained in the spheroidite 
from both 1 te te and pearlite, a hown in table 
Il. The avera listance between carbide partic 
of course aepended entire ipon carbide-ferrite 
nterface The averave minte ipted ferrite path 
depended to a e extent on these interface There 
vere Tow fe te t indart nm the pheroidite 
from peartite cor ed to the number of carbide 
ferrite interface ind even in the spheroidites from 
marter te a ma } centage of the interruption 
vere caused ‘ bide-fe te phase boundaries. In 
view of tl t does not seem reasonable to assume 
that the observed difference of 200 F in transition 
temperature, between the pheroidites from mar- 
tensite and the spheroidite from pearlite. was caused 
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Fig. 7—Same as fig. 3, etched with nital, X2000. 


Fig. 8—Same as fig. 4, etched with nital, X2000. 
Ferrite grain boundaries are indicated by arrows. 


by the distribution of the carbide particles. That 
to say, the V-notch Charpy transition appears to 
depend profoundly upon sorne factor other than the 
mean, free-ferrite path 

On the other hand, if the carbide particles are 
fisregarded and consideration is given only to fer- 
grain structure, it would seem that sufficient 
difference exists so that the better ductility of the 
pheroidites from martensite might be ascribed to 


rite 


their ferrite grain structure. This includes both size 
and shape of the ferrite grains, for it is not possible 
at the present writing to separate the two effects 
The ferrite grain diameter of the spheroidite from 
pearlite was about four times that of the spheroidite 
from martensite. It is unfortunate that this work 
sing V-notch Charpy bars is not directly compar- 
able with study of ferrite grain size by Hodge, Man- 
ning and Reichhold’ which was done on practically 
carbon-free steel with keyvhold-notch Charpy bar 
Notwithstanding it may be presumed, in harmony 
with their work, that a decrease in the ferrite grain 
size would lower the transition temperature with 
the V-notch as well as the kevhold-notch bar, so 
that all of the observed superiority of the spheroidite 
from martensite over the spheroidite from pearlite 


cannot be ascribed to the elongated hape of the 
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Fig. 9—Same as fig. 3, etched with nital, X150. 
Fig. 10—Same as fig. 2, etched with nital, X150. 


ferrite grains in the spheroidites from martensite 

Assuming that the straight-line relation between 
ASTM grain size number and transition tempera- 
ture found by these investigators can be extra- 
polated to ferrite grain sizes of this work, the dif- 
ference in transition temperature with a keyhole- 
notch Charpy would amount to 90 F for the change 
from a ferrite grain size of ASTM No. 12 to No. 15 
The difference observed using the V-notch Charpy 
was about 200 F. The greater differential in the 
present work might be due to one or more of several 
causes. For one thing, notch conditions are less 
severe with the keyhole than the V-notch. Again, 
the 30 F differential per ASTM grain size numbei 
observed with practically carbon-free steel may be- 
come larger, for spheroidites having the same car- 
bide particle size, as the carbon content of the steel 
is increased. Another reason for the 200 °F dif- 
ferential in transition temperature has already been 
mentioned, namely, the difference in the ferrite 
grain shape between spheroidite from martensite 
and spheroidite from pearlite 


Observation of Fractures 


The extent to which the difference in ferrite grain 
structures influenced the transition temperatures of 
the spheroidites described above made it seem of 
interest to examine broken impact specimens. The 


Fig. 11—V-notch Charpy impact data for sphe- 

roidites from martensite and pearlite as indi- 
cated in legend. Hardness Rockwell B 92-94. 


object was to see what structural features were in- 
volved in the brittle failures that persisted to such 
high testing temperatures in the spheroidite from 
pearlite 

The specimens were plated with nickel and sec- 
tioned normal to the fractured surface. In both types 
of spheroidites, subsidiary cleavages that had not 
become a part of the final path of rupture were ob- 
served in the metal immediately adjacent to the 
brittle portion of the fractures. The illustrations to 
follow are drawn from micrographs of specimens 
broken at 320 F; however, enough specimens from 
within the transition range were examined to con- 
clude that the features of the brittle fracture at 

320 °F also represented features of the brittle por- 
tions of fractures obtained within the transition 
range 

Figs. 12, 13, and 14 illustrate cleavages under the 
brittle portion of fractures in spheroidite derived 
from pearlite. The cleavages are reasonably straight 
within a single ferrite grain, or have zig-zag path 
with roughly parallel zigs or zags. An instance of 
this may be seen in fig. 14. Cleavage may involve a 
number of rather similarly oriented adjacent grains, 
as illustrated by figs. 13 and 14. The zig-zag crack 
in fig. 14 passes through at least three ferrite grains 
The zigs or zags in each grain are roughly parallel 
to those in the other grains 

As indicated by the arrows in figs. 13 and 14, the 
cracks may cut through the carbide particles. They 
may go around also, as indicated at No. 1 in fig. 14 
When passing through the carbide particles the 
crack may change direction, as in fig. 13, presumably 


Fig. 12—Final path of rupture and subsidiary cracks 
in spheroidite from pearlite, etched with nital, X1500, 
Brittle fracture at —320°F. 
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and then torn away in the final rupture of the speci- 
men 

Figs. 17, 18, and 19 illustrate the final path of 
brittle rupture and subsidiary cracking observed in 
the spheroidite from martensite. The same sort of 
deformation after cleavage may be seen as was ob- 
served in the spheroidite from pearlite. This is illus- 
trated at the double arrows in figs. 17 and 18. The 
ferrite cleavages may propagate through one or more 
contiguous ferrite grains, as in the case of the cleav- 
ages indicated by the single arrow in fig. 17. The 
ferrite grains are smaller and the cracks that are 
made up of multiple cleavages in adjacent grains 
are shorter than in the spheroidite from pearlite. 
The arrows in fig. 19 indicate about the maximum 
length of multiple cleavage path observed in the 
spheroidites from martensite. Another difference 
from the subsidiary cleavages observed in the sphe- 
roidite from pearlite was noted, namely, the tend- 
ency for subsidiary cracks to follow the ferrite grain 
boundaries. This is illustrated at Nos. 1 and 2 in fig 
17 and at No. 1 in fig. 18. Just as in the case of sphe- 
roidite from pearlite, the subsidiary cracks were 
often observed to pass through carbide particles. An 
instance of this is indicated by the arrow in fig. 20 

The foregoing microscopic evidence of the nature 
of the brittle fractures in the impact specimens sug- 
gests that the grain structure is an active agent in 
limiting the propagation of cleavage from one ferrite 
grain to the next. It is presumed that disorientation 
of adjacent ferrite grains would act in this way, and 
that a decrease in ferrite grain size would increase 
the probability of disorientation within any given 
unit volume of the specimen. On the other hand, 
even though the effect might be small in rapid de- 
formation such as impact loading, it is possible that 
deformation at the grain boundaries in preference 
to slip within the grains may use energy that in the 
absence of sufficient grain boundary surface might 
be expended in initiating ferrite cleavage. As the 
grain boundary area is greater in the case of non- 
equiaxed than in equiaxed grain structures of the 
same average grain diameter, this might form the 
basis for an effect of grain shape. More data are 
needed before further discussion would be war- 
ranted 

Conclusions 


The following conclusions apply to 0.80 pct car- 
bon, 1 pet nickel spheroidites of essentially the same 
carbide particle size and distribution, with hardness 


Fig. 13—Same specimen as shown in fig. 12, but of Rockwell B 93. These spheroidites are believed 


another area, X1500. 


Fig. 14—Same specimen as shown in fig. 12, but 
another area, X1500. 


Fig. 15—Same specimen as shown in fig. 12, but 

another area, X1500. Tearing between cleavages 

indicated by small tongues of deformed metal at 
arrows. 
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Fig. 17—Final path of rupture and subsidiary cracks 

in spheroidite from martensite, etched in nital, X2000. 

Brittle fracture at —320°F. Single arrow indicates 

ferrite cleavage, double arrow indicates deformation 

after cleavage, numerals 1 and 2 indicate failure 
along ferrite grain boundaries. 


Fig. 18—Same specimen as shown in fig. 17, X2000. 

Double arrow indicates deformation after cleavage, 

numeral 1 indicates failure along ferrite grain 
boundary. 


to have been practically free from temper embrittle- 
ment 

In spheroidites produced by sub-critical treatment 
of martensite, the austenite grain size at the mo- 
ment of quenching to martensite exerted little in- 
fluence on the ferrite grain size and shape of the 


spheroidite. A range of as-austenitized grain size of 
ASTM No. 6.5 to 1 was examined. The V-notch 
Charpy energy and fracture testing temperature 
curves for these spheroidites were practically iden- 
tical 

A change in ferrite grain structure influenced the 
notched-bar impact transition temperature of the 
spheroidite. The small, nonequiaxed ferrite grain 
structure of the spheroidites from martensite gave a 
considerably lower transition temperature than the 
larger, equiaxed ferrite grain structure of a sphe- 
roidite obtained by sub-critical annealing of pearlite 

It is believed that the uniform structure of small, 
nonequiaxed ferrite grains in spheroidites derived 


Fig. 19—-Same specimen as shown in fig. 17, X2000. 
Multiple cleavage through adjacent ferrite grains 
at arrow forming part of final path of rupture. 


Fig. 20--Same specimen as shown in fig. 17, X2000. 
Arrow indicates cracked carbide particle. 


from martensite offers an explanation of the con- 
sistently good performance of unembrittled tem- 
pered martensite, when compared with other steel 
structures by the notched-bar impact test 
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Weenies 


Crystal Structures and Transformations in Indium-Thallium 
Solid Solutions 


X-ray diffraction and metallographic studies of the indium-thallium 
system have shown the existence of a transformation from face-centered 
tetragonal to face-centered cubic in the indium-rich solutions. The equi- 
librium diagram has been revised to conform with these measurements 

and published thermal data. 


HE equilibrium diagram of the indium-thallium 
ystem was of interest to us in connection with 
of metallic 
Institute. For this 
prepared covering 
the range from pure indium to 75 atomic pet Tl, and 
Roughly 
region of continu- 


a study of the superconducting properties 
olid solutions in progress at this 


purpose, a series of alloys wa 


X-ray diffraction patterns were obtained 
peaking, the results indicated a 
ous decrease in the axial ratio of the face-centered 


tetragonal structure from the value ca. 1.08 in pure 


ndium to unity at about 23 atomic pet TI From 
this concentration to the solubility limit, the struc- 
ture was face-centered cubis a form not reported 
by Hanser At this point we became aware of the 


vork of Valentiner, who had found the same struc- 
tures at room temperature but had not investigated 
further the relationship between them. To study the 


transformation f.c.c.f.c.t 


and to clarify the phase 


work eported in thi 


Preparation of Alleys 


Pure indium and thallium” (both about 99.9 pet 
i estimated fron pectroscopi analyses ) were 
ve hed out in quantitie ifficient to prepare 10 to 
25 2 of allov of the te ed concentration (Occa 
onall ndium was mixed with a previously pre 

\ s 

L. GUTTMAN cated with the Institute for 
he St sof Meta [ ‘ ty of Chicago, Chicago, Il 

LIME St. Lo Meet }. February 1951 

TP 2973 F Disc > copies) nay ‘ ent to 
Transaction LIME fore \ 1, 1951 pt 
received Aug. 2. 1950> re receired Oct. 2 50 


pared solution.) The metals were melted over a 
flame, in an open graphite crucible, stirred with a 
graphite rod, and poured into a graphite trough 
The rough slug was hammered and swaged into a 
rod of 2 to 3 mm diam, and annealed in a drying 
oven at about 125 C for 1 to 2 days. Samples were 
taken from the rod for analysis, as well as for 
diffraction and other measurements. The thallium 
was determined by electrometric titration, using a 
modification of the method of Beale and co-workers 
The precision of analysis was generally about + 0.2 
pet of the thallium content. The rods were some- 
times found to vary in thallium content as much as 
1.5 pet from end to end, but since analyses were also 
made close to the segments used in the various 
tudies, the composition was usually Known as ac- 
curately as Where one 
! 


ess significant figure i given, the error is esti- 


the analvses could be made 


mated to be +0.4 pet of the thallium content 


X-Ray Diffraction Measurements 


rhree different 
Debve 


cameras were used: (1) A 7 em 
camera, with oscillating specimen (manu- 
factured by the Picker X-ray Corp., Cleveland, 
Ohio): (2) a 9 cm diam Debve camera of the type 
designed by Bradley; (3) a 10 em diam symmetrical 
focusing 


Geo. C 


back-reflection camera (manufactured by 
Wyland, Ramsay, N. J.) 
pared trom the homogenized rods, either by filing 


Samples were pre- 


under liquid nitrogen, or more often, in the form of 
wires or foils made by working at room temperature 
Sharp patterns were 
obtained from specimens annealed at room tem- 
perature, although highet 
were also used (cf. below) 


or liquid nitrogen temperature 


annealing temperatures 
Generally, copper radi- 
ation was used; a few patterns were obtained with 
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3 
diagram, we undertook the 
paper and that which follow | 


chromium radiation. Lattice parameters were evalu- 
ated by the well-known analytic method of Cohen,’ 
as modified by Hess. The wavelengths used, ex- 
pressed in units of 10° cm, are as follows 


Cu Ka 1.54050 
Ka 1.54434 
KB 1.39217 
Ka 2.28962 
Ka 2.29352 
Kp 2.08479 


The results of these measurements are collected 
in table I, which gives, at each concentration, the 
dimensions of the tetragonal unit cell, a and c, the 
standard error, w, of each, and the axial ratio. (In 
the case of cubic structures, of course, only one 
dimension is needed.) The temperature of cold 
working and the annealing time and temperature 
are included; if the last is omitted, room tempera- 
ture is to be understood. The seventh column gives 
the deriation of the unit cell volume, ac (or @’), 
from a linear function of the atomic fraction of 
thallium, fitted to the values for the pure metals 
The value for thallium is that given by Sekito” for 
the metastable f.c.c. form which he obtained by 
quenching liquid thallium in ice water; (the volume 
of stable hexagonal thallium is only 0.16 pet 
greater). The standard error of the volume devia- 
tion, given in the eighth column, includes a con- 
tribution from the estimated uncertainty in the 
composition, as well as that due to the errors in the 
lattice parameters from which it was computed 


At 
Wor 


centered tetragonal 


0 459929 2 49477 7 
4 64562 4 46 
+ 4 O445t 
47 It we 
4817 
4 t 48494 t 
4 4 
ubic 
22.7 44 
25.16 74942 = 
i4 75719 


+ 
4 
4 
4 
4 


Body -centered cubic 
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The same data are presented graphically in figs. 1, 


2, and 3 

It can be seen that a increases and c decreases as 
the Tl concentration rises, the smallest value of the 
ratio observed being 1.023 at 22.24 atomic pct TI] 
The sample containing 22.73 pet Tl had an axial 
ratio of over 1.03 before annealing, and the f.c.c. 
structure afterwards Material containing about 
23.7 pet Tl, rolled at room temperature in an attempt 
to produce a structure with still smaller c/a, gave 
diffuse back-reflection patterns. This evident lack 
of equilibrium makes it impossible to fix the 
boundary between the two phases more closely, or 
to state more precisely the dependence of lattice 
parameters on concentration in the vicinity of the 
boundary 

The fact that the volume of the terminal solid 
solution is so nearly the sum of the volumes of its 
components over the entire concentration range 
suggests that the deviation from additivity may be 
used as a sensitive test of approach to equilibrium 
Inspection of fig. 3 shows, in fact, that data from 
specimens annealed for more than a few minutes 
above 100°C (solid circles) lie on a markedly 
smoother curve than those from specimens an- 
nealed for shorter times or at lower temperatures 
(open circles). Indeed, one might conclude from 
tig. 3 that at equilibrium there is no discontinuity 
in volume exceeding 0.1 pet (and probably none 
greater than 0.03 pet) across the boundary between 
the f.c.t. region and the f.c.c. region, although some 
caution must be exercised in the face of the evidence 
for irreversibility 


Table I. Results of X-Ray Diffraction Measurements on {n-Tl Solid Solutions at Room Temperature (24 + 1°C) 


Heal Treatment 


0.02 i ealed 110° ¢ 
022 
nealed 125°-155°C, 104 
0.022 2 
2 inneated 100 ln 
ool2 2 ‘ euled 105°¢ 10 miu 
mnealed 100°¢ Approx 
OO17 l ealed 110°C, 2 min 
O.014 
0 022 2 
O18 ! 
ed temp fu 
o2 1044 ed trogen temp, annealed 110°C. 20 » 
O82 ealed 125°C. 30 mir 
“old nealed 125°C. 90 mir 
7 ole nnealed 125°C, 60 mit 
4 ealed 125° sO 
nnealed 110°C, 20 mir 
0 024 ) ealed room temp. 24 hi 
oo2 nealed 100°C, 2 


nealed 120°¢ 15 


1 nnealed room temp 
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0 5 20 25 
Atomt Atom % 
Fig. 1—Unit cell dimensions of indium-thallium Fig. 3—Deviation of unit-cell volume from addi- 
solid solutions at room temperature (24 + 1°C). tivity in indium-thallium solid solutions at room 
@ More thoroughly annealed specimens. (Cf. table L) temperature (24 + 1°C). 


@ More thoroughly annealed specimens. (Cf. table L) 


° t teel blocks lightly coated with mineral oil, and 
photographed under oblique illumination when cool. 
The surface, which had been flat when hot, was now 
distorted, and every grain was seen to be traversed 
by one or more sets of alternately dark and light 
° bands. For each of three concentrations of Tl, a 
sample prepared in this way was observed at mod- 
> erate magnification on an electrically heated stage, 

\ while its temperature was'‘measured with a copper- 


constantan thermocouple pressed into the face. The 
markings disappeared on heating and reappeared 
on cooling. The temperature of disappearance (or 
appearance) was different at different places in a 
given sample, and at a given place was also some- 
— - - what different for each reheating (or recooling). In 
table II are shown the lowest and highest tempera- 
tures at which appearance or disappearance was 
seen in several cycles of heating and cooling. 

These results show that the temperatures of ap- 
pearance and disappearance vary several degrees, 
and that the former usually lie 1” to 5°C lower than 
No lines have been observed, at any composition, the latter. No other systematic effects, as of heating 
w cooling rate (in the range 0.1° to 5°C per min) 
or of thermal history, were noticed. However, any 
such effects would necessarily be small, in view of 


Atom % TI 


Fig. 2—Axial ratio of indium-thallium solid solu- 
tions at room temperature (24 + 1° C). 


@ More thoroughly annealed specimens. (Cf. table L) 


that would correspond to ordered structures 


Microstructure of the Tetragonal Phase 


Since the cubic and tetragonal structures le in the small hysteresis, and could easily have escaped 
idjacent composition regions at room temperature, detection by the rather crude method used here 
t was anticipated that a given composition could The changes in the surface markings occurred 


be converted into one form or the other by change 


; of temperature. By analogy with the system Cu- 
. Mn, which seems to exhibit a similar transforma- 
tion, it was als expected that the tetragonal phase 
after transformation would show a lamellar micro- 
tructure This expectation has been confirmed, as 
hown, for example, in fig. 4, which ts a micrograph 


of a sample containing 20.75 pet Tl. This sample 
had been pressed at about 100 C between polished 


Table IL. Temperatures of Appearance and Disappear- 
ance of Surface Markings in In-TI Solid Solutions 


Patreme Temperatures at which i 
‘ 


Changes Occurred 
\! 
106 


5 Blt Fig. 4—Surface distortion after transformation to 
20.75°° ‘ o.8 ‘ ented tetragonal structure in 20.75 atomic pet TI. 


Oblique Hlumination, N75. Area reduced approximately pet 
for reproduction 


Heating Cooling 
tT Min Max Min Max 
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Fig. 5—Frames selected from motion pictures of 20.75 pet Tl on cooling. 


Oblique illumination, about X50 


Frames (1,2,3.4), (5,6), 
Frames are numbered consecutively starting with the top left frame and reading from left to right 


and (7,8) are consecutive, at about 15 frames per see 
Area reduced 


approximately 50 pet for reproduction 


slowly enough under the conditions described that 
motion pictures of the process could be made. A 
series of frames, illustrating the development of the 
markings, is shown in fig. 5. The process on cooling 
is characterized by the following features: 

1. The first bands appear suddenly in a given 
grain, extending from one boundary to the opposite 
(frame 2). 

2. The bands then fill the grain, by more or less 
rapid broadening of existing bands (frames 3, 4, 5, 
7), by production of new bands paralle’ and ad- 
jacent to those already existing (frames 6, 8), by 
the production of new bands at a distance from ex- 
isting bands (frame 7, top grain), or by a combina- 
tion of these steps 

3. The surfaces of two adjacent bands contrast 
not only with each other, but with the unbanded 
surface. 

4. Bands on either side of a grain boundary, al- 
though not parallel, frequently grow at the bound- 
ary simultaneously, 1.e., the unaided eye can detect 
no time interval between events on either side 

On heating, the process takes place very much in 
the reverse way as on cooling, with the additional 
feature that the contrast between bands decreases, 
and the boundaries become less distinct before the 
final abrupt vanishing 

The finer details of the microstructure are onls 
revealed on polished and etched surfaces. The fol- 
lowing procedure has been found satisfactory for 
concentrations between zero and about 25 pct Tl 

When a flat surface has been produced by careful 
mechanical polishing, the unmounted specimen is 
annealed and electropolished in a solution contain- 
ing 75 ml “Carbitol,” 5 ml concentrated HNO,, and 
2 ml concentrated HCl, at 40 to 60 v, 0.3 to 0.6 amp 


per cm, with constant stirring, at room temperature 
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(1 cm or less from an Al cathode). An anodic film 
forms which prevents further polishing, and 
must be removed occasionally with 10 pet HF. The 
electroetching is carried out in the polishing solu- 
tion at about 3 v 

The etched surfaces show the presence of bands in 
every grain, particularly in polarized light, where, 
if the anodic film has not been removed, the colora- 
tion is striking. The most noteworthy feature, how- 
ever, is the presence of fine within the 
To show the markings best, the 
etching conditions must be critically ad- 
justed, and the sample must be properly oriented 
with respect to the plane of polarization of the in- 
eident light. Under the right conditions, the fine 
markings can be seen in nearly every grain, and it 
safe to that when they cannot be 
seen, it is only because of unfavorable orientation 
of the grain with respect to the exposed surface 
Photographs of the fine markings at very high mag- 
nification appear as in fig. 7 

The microstructure is interpreted in terms of a 
mechanism of transformation in ref. 3. For the 
present, it will be assumed that the appearance of 
the surface markings coincides with the formation 
of the tetragonal structure, and vice versa 


soon 


markings 
main bands (fig. 6) 
rather 


seems assume 


X-Ray Measurements at Higher Temperatures 


To confirm the qualitative relationships between 
results 
at room temperature, observations were made of the 
diffraction patterns of compositions at 
higher The technique, which is de- 
scribed in more detail in ref. 3, was to mount a foil 
of alloy on an eleettically heated Dural block in the 
focusing position of a Geiger counter X-ray spec- 
trometer (General Electric XRD-3). The tempera- 


the various phases suggested by the X-ray 


various 
temperatures 


188, DECEMBER 1950, JOURNAL OF METALS—1475 


. 
* 


Fig. 6—Fine lamellae in 20.75 pet Tl, electropolished 
and electroetched. Fig. 7—Fine lamellae in 20.75 pet TI, electropolished 

Ni polarized light. Area reduced approximately and electroetched. 
66 pet for reproduction X00. Area reduced approximately W pet for reproduction 


ture was controlled automatically, and was meas- (f.c.c. + b.c.c.)/(b.c.c.) is determined at three points 
red by a copper-constantan thermocouple pressed (a) It terminates at the peritectic temperature and 
nto the face of the sample the composition found by Valentiner; (b) at room 
From observations of any tetragonal doublet temperature, the lattice parameter of the b.c.c. in 
ich as (220) (202), it is possible to calculate the the two-phase region ts identical with that of the 
init cell dimension A set of such results, from a single-phase material (74.9 pet Tl, table I); hence 
pecimen containing 20.75 pet Tl plotted in fig. 8 the boundary must lie close to 75 pet Tl; (c) dif- 
Because of mnaccurate ample alignment, the ob- fraction meusurements, made as described in the 
erved diffraction angle had to be corrected by a previous section, on a sample containing 66 pet » 3 
mall amount (0.06) at 24 27 ) to bring them showed it to become homogeneous on heating to 
nto agreement with the precision room-tempera- 88 C, whereas two phases were present at 84 C 
re value For the ume reason, the ratio c/d ts and below 
probably more accurate than the individual dimen- 2 The boundary (f.c.c.)/(f.c« b.c.c.) is deter- 
on These lutu,. which were actually taken on mined at three point (a) At tts upper end, it ts 
wolimg how that the cubie lattice is distorted, in fixed by Valentiner’s peritectic temperature and 
temperature interval of le than 0.2 C, to a composition; (b) at room temperature, the evidence 
etragonal lattice of the saine volume, which then from fig. 3 is that deviations from volume additivity 
iWdergoes u further gradual increase in axial ratio approach zero in the region 50 to 55 pet Tl: hence, 
t cool The temperature of transformation lie from the lattice parameter of the f.c.c. phase in the 
e to the range in which surface effects were ob- two-phase region (06 pct Tl, table I), a simple 
erved in other specimens of the same composition computation gives 59.,, pet Tl as the solubility limit 
(tuble Il). Th point discussed further in ref. 3 (c) from observations on the Geiger counter spec- 
Oothe esults obtained by th method are re trometer, a sample of 50 pet TI contained less than 


next ection 


li the 


Discussion of Results 


rt equilibrium diagram of the indium-thallium ia 
rived from the result 
the present work and is pre- 


ented as at for further discussior 
The body-centered cubic form found at room | | 

emperature indoubtedly a terminal solid solu- 
ti le ed f the high-temperature form of Tl, 

letermined by Lipson and Stoke The bound- 
that determined by 
Valentine fron thermal measurements rhe | 


boundary h.c.p.) ha been located 


formation tem 


ut two point (a) The trar 


48 
perature in pure Tl; (b) at room temperature at 
about 77 pet T fron Valentine diffraction re ¢---- 
ilts, combined with the observation in this study 
that @ sample containing nominally 745 pet ri con- —_ 
ted of bc. long with a small amount of h.c.p 


material con 


tained only one phase (table 1), the difference must o ‘ “ > 


) composition 
vithin the sample; at any rate, the boundary can- Fig. 8—Unit cell dimensions and axial ratio of 
not he at much more than 77 pet Tl. The boundary 20.75 pet Tl at higher temperatures. 
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1 pet of the b.c.c. phase on cooling to 121°C, and 
certainly consisted of two phases at 122°C and above 

3. The boundary (f.c.t.)/(f.c.c.) has been drawn 
through the average of the temperatures of appear- 
ance and disappearance of surface markings, and 
at room temperature passes through 22.7 pct Tl, the 
only composition obtained in both forms. The 25 
pct material was tetragonal at liquid nitrogen tem- 
peratures, while 30 pct was still cubic. No two- 
phase region has been drawn separating these 
solutions, since all diffraction patterns at room 
temperature contain only lines from one structure 
or the other, never from both. This behavior is 
typical of a transformation of the second order (o1 
higher). In a one-component system such a trans- 
formation is characterized by equality of the en- 
tropy and volume of the phases in equilibrium at the 
transformation temperature; in two-component so- 
lutions, as has been shown by Stout,” the composi- 
tion is also the same in the two phases, and the 
system consists entirely of one or the other phase, 
according to whether it is above or below the trans- 
formation temperature.* Additional support for this 
possibility is provided by the observed continuity 
of volume (fig. 3). However, it should be men- 
tioned that transformation of a f.c.c. solution con- 
taining 75 pet Tl to the b.c.c. form at the same 
composition would involve an increase in volume of 
only 0.4 pet (if the extrapolation of volume additiv- 
ity is valid), yet this transformation is clearly of 
first order, with an unambiguous two-phase regior 

At higher temperatures, both forms have been 
simultaneously observed visually (fig. 5), and in 


Since the re t f Stout's treatment e not 1 witt 
the usual « cept hase re hip perhay A h « 
pt g that they have been de« d the " 
There ) it f the Phase Rule oly t 

t phase re expe i es that ‘ 
heat t es the t In f there 

epted how ast h tr t the 
‘ t t i nick the te 
ii le f t It hould be 
that higt pre ‘ t « t f the heat capacity i he 

the ‘ eeded i 
‘ d i t stior eve the ‘ 
« th equilit d tat hed bee ise there 
othe b pt he either e whe two « t 


Fig. 9—Equilibrium diagram of indium-thallium 
system. 


diffraction patterns (in the case of 18 pct material, 
tetragonal lines have been recorded as much as 25°C 
above the temperature at which the bulk of the 
transformation takes place). Nevertheless, it is felt 
that these were nonequilibrium situations, produced 
perhaps by local stresses or fluctuations in composi- 
tion or temperature, and that the results at room 
temperature, indicating no two-phase region wider 
than about 0.5 pet Tl, represent a closer approach 
to equilibrium through recrystallization after cold 
working 
Summary 


X-ray diffraction and metallographic studies 
have been made on the In-Tl system 

1. A transformation f.c.t.=f.c.c. has been found 
to occur at a temperature of about 105°C at 18 
atomic pet Tl and 25 C at about 23 pct Tl. The 
tetragonal form is the stable one at low tempera- 
tures 

2 The transformation produces a_ distinctive 
lamellar microstructure, and the progress of the 
interface between the phases can be followed by 
the surface distortions produced 

3. Precision X-ray diffraction measurements at 
room temperature from 0 to 75 pet Tl have been 
combined with observations at higher temperatures 
and published thermal data to construct an equilib- 
rium diagram for the system 
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Crystallography of Cubic-Tetragonal Transformation 
In The Indium-Thallium System 


The diffusionless transformation from cubic to tetragonal in In-Tl 
alloys on cooling is analyzed by metallographic and X-ray measurements. 


Theories of atom movements are tested by precision pole figures, and it 
is concluded that the transformation occurs by a double shear process, 


“i HE transformation from the face-centered cubic 
(Al) to the face-centered tetragonal (A6) 
tructure in certain alloys of the indium-thallium 
ystem reported in the preceding paper’ exhibits 
y interesting crystallographic and metallo- 
graphic features, most of which presumably are 
imilar to those of other cubic to tetragonal trans- 
formation such as, for exampie, the one which oc- 
cul in the chromium-manganese system, the one 
which, judging by microstructures and X-ray pat- 


tert probably occur in the copper-manganese 

tem, the ones accompanying ordering in FePt, 
CoPt, and AuCu and the transformation neal 
115 C in barium titanate If, as mentioned in 


ref. 1, the transformation econd order, the phases 
librium do not differ in composition, and it Is 
both possible and likely that the mechanism is a 
diff onl one. The present paper reports the re- 

its of a detailed study of the indium-thallium 
transformation and presents a theory for the atomic 


movements of the transformation which accounts 


for the observation 


Experimental 


Crystallography of Transformation Markings 
The transformation from cubic to tetragonal in 
the indium-thallium alloy produces microstruc- 
tures of the type illustrated in fig. 1. These struc- 
ture ive observable eithe as relief effects pro- 
duced on a smoot irface by the transformation, 
or afte polishir and etching These muicrostruc- 
ture er ked n ir to those found in copper- 
manganese allo iron-platinum alloys,’ and 
barium titanate vhere it has been demonstrated 
that the irr i e parallel to the 101 planes of 
the o t cubic cryst That the observed lamel- 
“ ndium-thi im alloy are also parallel to 
the 10] plane va proved by the following 
analyses performed or air n polyerystal- 
line imples contain 20.75 atomic pect Tl 
S BOWLES el 
the D ‘ 
( ‘ Scu I 
Poss oO f Me 
( \ C. S. BARRETT. Me ‘ 
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(101) [101] followed by (O11) (O11). 


> ‘ 1 


Fig. 1—Typical micrograph of the lamellar struc- 
ture in a 20.75 pet TI alloy after etching. X250. 
Polarized light. 


A study of the microstructures of a number of 
specimens revealed the fact that in many specimens 
the transformation markings continued unchanged 
in direction across the {111} interfaces of annealing 
twins. This at once demonstrates that the lamellae 
are parallel to a plane that is common to both 
parent and twin orientations, Le., a plane in the 
zone —112 This conclusion is compatible with the 
lamellae being parallel to {101} planes. To make a 
more complete determination of the habit plane of 
the lamellae, two grains were selected in which 
annealing twins ({111} twins) had been present in 
the high-temperature modification (cubic). The 
traces of the annealing twins, and of the transforma- 
lion markings in both parent and twin crystals 
were piotted together in stereographic projection, 
and a parent-twin pair of orientations was found 
that accounted for all lamellae as {101} planes. The 
projection of one of these twinned grains is repro- 
duced in fig. 2 

In view of these results the probability of there 


being another solution for the habit plane remote 


from {101 s very small, but to explore the possi- 
bility that the habit plane deviates slightly from 
101}, a more precise analysis was undertaken. In 


on of a grain in the cubic modifica- 


this, the orientat 
tion was determined from a Laue _ back-reflection 
photograph taken with the sample at 90 C. The 
traces of the lamellae that formed in this grain on 


cooling were plotted in the ste reographic projection 
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of the parent orientation, fig. 3, and the poles of 
{101} planes were found to lie accurately on the 
trace normals as predicted for the {101} habit. 

By these and several other analyses of the traces 
in grains free from {111} twins, it was established 
that the transformation markings, both the main 
(long) lamellae and the sub-bands within them, 
are accurately parallel to the {101} planes of the 
parent cubic crystal. These analyses also showed 
that the sub-bands were always parallel to those 
{101} planes that lie at 60° (never 90°) to the plane 
of the main bands. Furthermore, in a given main 
band, e.g., the light set in fig. 1, more than two 
different sets of sub-bands were never observed. 
The different sets of sub-bands within a single main 
band were invariably parallel to {101} planes at 
90° to each other. 


Transformation Mechanism 


Two fundamentally different mechanisms can be 
visualized for this transformation, and experiments 
were conducted to test each of these hypotheses. 
The first of these assumes that the original cubic 
crystal becomes tetragonal, by simple expansion 
along one cube axis and contraction along the other 
two, without change of orientation. Such a trans- 
formation would lead, at least in polycrystalline 
specimens, to high internal stresses which could be 
relieved by twinning the tetragonal grains on {101} 
planes. Alternatively, the transformation could be 
of the martensitic type, with the change in struc- 
ture from cubic to tetragonal being achieved by 
means of shears on the {101} planes. It can be 
shown (Appendix 1) that a cubic lattice can be 
distorted into a tetragonal lattice by means of 
consecutive shears on two {101} planes at 60° to 
each other. 

Transformations occurring by these two mecha- 
nisms might differ with respect to the relative tem- 
peratures at which the tetragonality and the 
lamellar structure appear. The double shear mecha- 
nism would predict that the tetragonality and the 
relief effects would appear at the same instant, 
whereas from the twinning mechanism it might be 
expected that twinning would not occur until the 
tetragonality reached some critical value. Experi- 
ments were accordingly carried out to elucidate 
this point. Coarse-grained polycrystalline samples 
containing 20.75 atomic pct Tl were mounted in a 
small furnace supported by a goniometer head, and 
this in turn was centered on an automatically re- 
cording Geiger counter X-ray spectrometer. The 
goniometer was adjusted so that a cubic (220) re- 
flection from a selected and identified grain on the 
specimen, as well as the (220) and the (202) re- 
flections from the tetragonal lamellae that formed 
within the grain during cooling, entered the counter: 
when the latter was set at the appropriate diffrac- 
tion angle for each reflection, respectively. Thus as 
a small range of angles was scanned repeatedly 
during very slow cooling, the appearance of tet- 
ragonality was evident on the chart record. Simul- 
taneously, the grain under investigation and _ its 
neighbors were kept under observation in a low- 
power metallurgical microscope, so that the appear- 
ance of the lamellar structure could be detected 
The smooth surface was prepared by pressing 
against a polished block at 90 C. The temperature 
was read continuously by means of a thermocouple 
embedded in the specimen not far from the grain 
being studied 
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Fig. 2—Stereographic analysis of a transformed 
twinned grain. 


Open squares, triangles, ellipses are poles of 100), Hit}, 

110; im parent erystal The two filled symbols are (110) 

poles of twin No. 2 and the double ellipses are (110) poles of 

twin No. | (as well as the parent “P''); these superimpose on 

the appropriate trace normals ef the lamellae (diameters). 

Dotted diameters are trace normals of (tI!) twin beundaries, 
which superimpose on (111) poles. 


The results of these experiments can be sum- 
marized as follows: 

1. To within the accuracy of the method used 
(0.2°C), the lamellar structures and the tetragonal- 
ity appear at the same temperature. 

2. The first plates to form possess a finite degree 
of tetragonality, the axial ratio being 1.020. As the 
temperature is lowered to room temperature the 
degree of tetragonality increases 

3. The lamellar structures are formed by the 
propagation of an interface parallel to the main 
bands. The interface moves at a rapid but observa- 
ble rate. Each nucleus develops into a large numbe1 
of main bands tilted in opposite senses 

4. The transformation occurs only during cool- 
ing and ceases if cooling is interrupted. 

5. The range of temperatures over which trans- 
formation occurs, and the hysteresis gap between 


Fig. 3—Stereographic analysis of traces of a trans- 
formed grain. 
X-ray orientation indicated by squares, ellipses, and triangles 


for poles of (100), (110), and (111) planes; trace directions are 
T,, 7 T T,, trace normals are diameters 
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the direct and inverse transformations, are quite 
mall, 1 C and °C, re spectively 

6. The tetragonal to cubic transformation ap- 
parently proceeds by a mechanism that is just the 
reverse of the direct transformation, since except 
for occasional residual markings, the relief effects 
produced on cooling disappear on heating 

The simultaneous appearance of the tetragonality 
ind the lamellar structure and the observation 
that the first plates possess a finite tetragonality are 
not contradictory to the double shear theory. How- 
ever, they excluded a twinning theory based on a 
radual appearance of tetragonality on cooling.” 


Orientation Relat onships 


Opportunity for more definitive tests of shear and 


twinning hypothese provided by the orientation 
relationships in the transformation products of an 
individual grain 

The orientations predicted by the twinning hy- 
pothe are merely first and second generation 
twins of the original orientation. A grain showing 
main bands parallel to a single {101} plane would 


be regarded in the twinning hypothesis as divided 
nto alternate bands of the original orientation and 
its twin on the indicated {101} plane. The sub- 
bands would be regarded as further subdividing 
test ta ng the which 


° These dat 7 t adequate to te 


th . ratio suffic t to cause 


but th , bilit excluded by data described in the 


Fig. 5—Pole figure of all possible orientations for 
the double shear and the twinning mechanisms. 


Only the region around one of the original axes is shown, and 


fer the twinning mechanism the axis in question is the axis 
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these main bands into other first-generation and 
second-generation twins, respectively. Since the 
axial ratio is nearly unity (c/a 1.0356 for 20.75 
pet Tl), these twin orientations would differ from 
each other by nearly 90°. For a first order twin, the 
(100) plane is at 2° from the (001) plane of the 
original (fig. 4). The axes of all orientations pro- 
duced by twinning are therefore clustered within a 
few degrees of the original axes. Fig. 5 shows the 
region of the pole figure around the original tet- 
ragonal axis, if all first and second generation twins 
are formed 

Somewhat different orientations would result 
from the double shear mechanism. As is shown in 
Appendix 1, the required first shear amounts to one- 
third that required for twinning the final tetragonal 
crystal and occurs on the same system, ie. (110) 
[110]. In a cubic crystal this shear may occur 
equivalently in either of the opposite senses. Thus 
the interpretation given to the main bands by this 
mechanism is that they represent regions in which 
the first shear has occurred in opposite senses 
This shear produces a structure one-third of the way 
between two tetragonal twins. Two twin tetragonal 
orientations can therefore be produced by a second 
shear on the appropriate {101} plane. Occurring in 
one sense this second shear would be equal in mag- 
nitude to the first; in the opposite sense it would be 
double the magnitude of the first. The shears in- 
volved in the production of one set of main bands, 
with each main band of the set containing one set 
of sub-bands, are shown schematically in table I, 
together with the approximate changes in length of 
unit vectors along [100], [010] and [001] 

The orientations produced by this double shear 
mechanism can be determined very simply by carry- 
ing out the proposed shears in stereographic pro- 

The double shear mechanism predicts that the surface in neigh 


boring main bands would be tilted in opposite senses. The twinning 
" s wedicts that o 


directio 
the double 


ng mechanism it would be 
ned the original or 
nt for the orientations 


Table I. Schematic Representation of Double Shear 
Mechanism 
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jection, as was done for a similar case by Greninger 
and Troiano.” Fig. 5 shows the region of the pole 
figure around one of the original cubic axes, when 
all possible tetragonal orientations are present. It is 
immediately apparent that these orientations are 
different from those predicted by the twinning 
mechanism. There are more possible orientations 
and only a few of the various pairs of orientations 
are twin pairs 

To test these orientation predictions, precision de- 
terminations were made of the relative orientations 
of the tetragonal regions produced in a single grain 
of the original cubic material. For this purpose a 
two circle goniometer constructed from a surveyor’s 
transit was used in conjunction with a General 
Electric XRD3 Geiger counter X-ray spectrometer 
The goniometer was mounted with its optical center 
in the X-ray beam, and at the center of rotation of 
the Geiger counter. The collimating slit was re- 
placed by a pinhole system 0.76 mm in diam, and 
the counter slit by an aperture 3 mm wide horizon- 
tally by 0.5 mm vertically. Absorption in the speci- 
men precluded the possibility of determining the 
complete pole figure from a single grain, but in- 
vestigation of different grains allowed a complete 
picture to be obtained. Polycrystalline specimens 
of the 20.75 pct Tl alloy were used in which the 
grains were about 1 mm in diam. 

In the interests of simplicity a single set of main 
bands was always selected for investigation. To 
eliminate reflections from neighboring grains, o1 
other sets of main bands in the grain being studied, 
the region around the selected area was painted out 
with a paste of litharge and glycerin. The mean 
orientation was first determined approximately 
from the traces of the single set of main bands and 
the sub-bands within them. The goniometer was 
then adjusted so as to bring one group of {100! 
planes into a reflecting position. The relative posi- 
tions of reflecting planes, both (400) and (004), 
were then determined and the results plotted in 
stereographic projection on a large scale. The 
radius of the projection was adjusted to make a 
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Fig. 6—Pole clusters predicted by the double shear 
and twinning mechanisms (see text). 
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Fig. 7—Comparison of observed pole cluster with 

those predicted by the double shear and the twin- 

ning mechanisms for the case where the cluster 

was generated from that cube axis lying in the 
plane of the main band. 
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Fig. 8—Comparison of observed pole cluster with 

those predicted by the double shear and the twin- 

ning mechanisms for the case where the cluster 

was generated from a cube axis not lying in the 
plane of the main band. 


scale of 1 in. 1° in the vicinity of the cluster. 
This is equivalent to a projection radius of approxi- 
mately 112 in. The centers of other groups of poles, 
e.g. (113), (311), were also determined in order to 
obtain a more accurate mean orientation than that 
determined from the traces 

With the restriction of studying only a single set 
of main bands, the group of poles may be of two 
types depending on whether or not the group orig- 
inated from a cube axis parallel to the plane of the 
main band. If the cluster of poles investigated was 
generated from the cube axis lying in the {101} 
plane parallel to the main band, then the final 
cluster predicted by the simple twinning mechanism 
and the modifications of it that have been mentioned 
would be as shown in fig. 6a. This cluster consists 
of four c poles and one a pole, arranged in the form 
of a cross on intersecting <100> zones. The cluster 
predicted from the double shear mechanism is 
shown in fig. 6b. Here again the poles are arranged 
in the form of a cross on intersecting 100™> zones, 
but in this case there are four c poles and four a 
poles. Five clusters originating from the cube axis 
contained in the main band were examined experi- 
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that a single main band can contain only two dif- 
ferent sets of sub-bands, these being parallel to 
{101} planes at 90° to each other. This is the ob- 
served behavior. In the case of the twinning mecha- 
nism however, there would be other possibilities, 
for the parent orientation may form four first- 
generation twins and any one of these may form 
three new second-generation twins. Thus a single 
set of main bands, consisting initially of alternate 
bands of the parent orientation and one of its twins, 
could further subdivide into three sets of sub-bands 
in each main band. 


Discussion of Results 


In view of the results that have been described 
there can be little doubt that this transformation 
occurs by the double shear mechanism that has been 


Fig. 9—Micrograph of a 20.75 pet TI alloy illustrat- proposed. This mechanism is consistent with the 
ing the variation in width of the main bands as the observed tetragonal orientations and the observed 
colony propagates. X75. microstructures, and predicts relief effects of the 


observed type. The transformation is therefore to 
be regarded as a diffusionless or martensitic trans- 


mentally The experimentally observed  cluste! formation 
shown in fig. 7 is typical of the results. As can be Transformation mechanisms involving two dis- 
seen there are four ¢ poles and four a poles and tortions of the parent lattice have also been proposed 
their relative positions are in excellent agreement for the martensite transformations in steel It is 
with those predicted by the double shear mechanism important that the significance of these shears be 
F The clusters of poles predicted by the two mecha- made clear. Briefly, they describe the correspond- 
: nisms for the case where the cluster has been ence in position between atoms before and after 
generated from a cube axis not lying in the main transformation. If both shears occurred homogene- 
band, are shown tn figs. 6¢ and d. In this case the ously. the total distortion of the lattice could be 
twinning mechanism predicts three a poles and one desc: ibed by a single homogeneous distortion which 
c¢ pole, while the double shear mechanism predicts would not - a simple shear. However, in order to 
three a poles and two c poles. In both cases the explain the observed relief effects, it is necessary 
poles are arranged in the form of a “T” at the to propose that the second shear is a heterogeneous 
intersection of two 100 zone Two clusters of shear Thus the total distortion of the lattice cannot 
4 this second type were examined and both were be described by a single homogeneous distortion, 
found to contain three a poles and two c poles. The and it is necessary to describe it as two shears. one 
urrangement of these poles was again in excellent homogeneous and the other heterogeneous 
agreement with that predicted by the double shear That the shears in the indium-thallium trans- 
me am m the projection of one of these clusters formation are not instantaneous shears of discrete 
regions of the parent lattice is evident from the ob- 
pre served mode of development of the tetragonal 
Gicted Om the double shear mechanism are the crystals, for it is observed that the transformation 
only possible arrangements, those predicted from proceeds by the propagation of an interface parallel 
‘ the twinning mechanism have been derived to com- to the main bands 
ply traces The double This mode of transformation is closely’ analogous 
hear mechanism “5 consistent with the observation to that proposed by Bowles for the martensite trans- 
parallel to {101} planes at 60° to the main benas, formation in Fe-C alloys.” In both transformations 
It the “habit plane” is a plane of zero macroscopic 
I ubl lear mechanism distortion, for it is not distorted at all by the first 


“shear” and suffers no macroscopic distortion dur- 
ing the second shear. If one imagines the first shear 
to occur by the propagation of an interface parallel 
to the main bands, it is evident that by continu 
ously displacing the matrix in the shear direction 
ahead of the developing plate, perfect coherence can 
be maintained. For a shear occurring in this fashion, 
every atom moves identically when the interface 


passes it. The macroscopic displacements of atoms 


remote from the origin of the shear take place while 
the atoms are still in the unsheared matrix. Direct 
evidence that this displacement of the matrix does 
actually occur is provided by the fact that scratches 
that have been distorted by the transformation re- 


main continuous across the interface 
With the realization that part of the total dis- 
placement of every atom occurs simply as a transla- 


tion of the matrix prior to the arrival of the 
interface, the double shear mechanism takes on 
the 


Fig. 10—Micrograph showing interpenetration of 
two sets of main bands. X250. Polarized light. added significance. Not onlv does it describe 
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correspondence between atom positions before and 
after the transformation, but it also describes the 
path taken by every atom during the transformation 
in the sense that it describes a set of intermediate 
positions for each atom 

The second shear results in displacement of atoms 
in a <110> direction at 60° to the first shear direc- 
tion. The displacements of atoms in the first shear 
plane resulting from this second shear are not all 
identical, and thus after the second shear the inter- 
face plane is not common to both the cubic matrix 
and the final tetragonal crystal. However, since it 
can occur in opposite senses, this second shear need 
not Cause macroscopic rotations of rows of atoms in 
the interface. If the sense of the second shear re- 
verses after every 42 ( 1/tan 2e) atomic radii in 
one sense and after 21 in the opposite sense, no 
atom would be moved through a distance greater 
than one atomic radius. This would produce a very 
fine set of twins in the main band Whether the 
scale of this effect is consistent with observation is 
difficult to judge. The sub-bands are certainly on a 
very fine scale, for no sign of them can be detected 
in the relief structures; they are only visible afte: 
etching and then only under critical conditions of 
illumination. It would of course be possible to pro- 
duce thicker sub-bands if the second shears oc- 
curred heterogeneously, i.e. if slip occurred at 
intervals on the second shear plane. For no atom 
to be displaced more than one atom radius, the 
period of this heterogeneity would again have to be 
42 and 21 atomic radii for the shears in opposite 
senses 

The difference in symmetry of the transformation 
distortions in the indium-thallium and iron-carbon 
transformations is probably of importance in ex- 
plaining some of the differences between these two 
transformations. In the iron-carbon transformation 
the first distortion cannot occur in opposite senses 
As a martensite plate broadens, opposing stresses 
are built up in the matrix, and Fisher, Hollomon and 
Turnbull” have proposed that these stresses ulti- 
mately prevent any further broadening. In the 
indium-thallium transformation, the first shear can 
occur in Opposite senses so that when stresses in 
the matrix inhibit shear in one sense they aid it in 
the opposite sense. Thus extensive growth of a single 
nucleus as alternate bands sheared in opposite 
senses can occur. This effect would be expected 
to lead to a decrease in the width of the main bands 
as more and more of the original grain is consumed, 
for there is then a smaller volume in which the 
shear strains can be accommodated. Such an effect 
is indeed frequently observed, fig. 9 

Another consequence of the symmetry of the 
transformation distortions is that they permit the 
phase change to occur with essentially no overall 
distortion of the grain. Consideration of table I 
shows that even with a single set of main bands 
there can be sub-bands in which the ¢ axis (of 

ngth 1+ 2«) is nearly parallel to each of the orig- 
inal cube axes. Thus omg: relative volumes of the 
various sub-bands could be chosen to balance ex- 
pansion and contraction along all cube axes 

The small magnitude of the shears involved in 
this transformation, and the effect of the symmetry 
in reducing the shear strain energy, are probably 
responsible for the narrow range of temperatures 
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Fig. 11—Schematic representation of the origin of 
interpenetration. 


over which the transformation occurs, and the small 
hysteresis gap between the direct and inverse 
transformations 

Another interesting feature of the microstructures 
of the In-Tl alloys, which also seems to have its 
origin in the symmetry of the transformation dis- 
tortions, is the observed interpenetration of different 
sets of main bands, fig. 10. This effect apparently 
arises from the possibility of generating the same 
orientation by carrying out the shears in reverse 
order. Two different situations can be distinguished 
the two sets of main bands may either be parallel 
to {101} planes at 60°, or at 90°, to each other, In 
the former case interpenetration is frequently ob- 
served and apparently originates as follows. It can 
be shown quite simply that of the sixteen onenta- 
tions contained in two sets of main bands, at 60 
to each other, (8 in each set), two, and only two, 
are identical. This-can be seen from the fact that 
since the two main bands are at 60 , each mey be 
parallel to one ofthe sub-bands in the other. If, in 
ane set of main bands, the second shear required 
for the production of this particular orientation Is 
propagated beyond the region in which the first 
shear has occurred, one member of the new set of 
main bands would be produced, fig. lla. The sec- 
ond shear in the original set of main bands would 
become a first shear in the new set. Only alternate 
bands of the new set of main bands could be pro- 
duced in this way for the two sets have only one 
orientation in common. The transformation of the 
material between the new main bands that have 
been thus nucleated could take place by lateral 
propagation of either the original or the new bands 
These processes are apparently competitive and this 
leads to the observed “interpenetration,” fig. 11b 
“Interpenetration” would not be expected when two 
sets of main bands originating from widely sepa- 
rated nuclei grow together. Interpenetration should 
be impossible when the two sets of main bands are 
at 90° to each other. In this case no two of the 
sixteen orientations are identical so the effect de- 
scribed above is not possible and the two colonies 
of main bands simply join along a surface, fig. 12 
Many examples of these junctions have been seen 
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Fig. 12—Boundary between two colonies in which 
the main bands are parallel to {101) planes at 90° 


to each other. X100. Polarized light. 
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formed parallel to the original {101} planes. They 
have also concluded that these tetragonal platelets 
have the same orientation as the original cubic 
crystal. This, however, is only a qualitative ob- 
servation and precision determinations of the tet- 
ragonal orientations in these alloy systems will be 
needed to determine whether or not these tetragonal 
structures are formed by a shearing mechanism. 


Summary 


The diffusionless transformation from cubic to 
tetragonal indium-thallium alloys produces 
lamellae on {101} planes with sub-lamellae also on 
selected {101} planes. It progresses only with fall- 
ing temperature, by the movement of an interface 
parallel to the main lamellae, and ceases when cool- 
ing stops. An axial ratio of c/a 1.020 is found 
at the transformation temperature in 20.75 atomic 
pet Tl, increasing to 1.0356 at room temperature 

It is proposed that the transformation occurs by 
a shear on the (101) plane in the [101] direction 


followed by a second shear on (011) [011]. The 
main lamellae result from oppositely directed shears 
of the first type, the sub-lamellae from oppositely 
directed shears of the second type. A_ precision, 
single-crystal X-ray goniometer has been used to 
determine the orientation changes produced by the 
transformation; these are in good agreement with 
the double shear mechanism but not with the fre- 
quently postulated twinning mechanism 
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Appendix 


Proof That the Transformation Cubic — Tetragonal Can Be Accomplished by Two Shears 


Let the points of a primitive cubic lattice lie at 
r ne + ne ne 


where the n, are integers, and the e, are unit orthogo- 
nal vectors 


0 k 


The distance of the point (2, y, 2) from a (101) plane 


l 

through the origin is (x+2) —— (n,+n,) 

Also, a unit vector in the direction [101] is ~ (€,—e,) 
\ 
Hence the vector 
p e(n.+n,) (e—e,) l 


gives the displacement of the lattice point (n,, n., n,) 
by a homogeneous shear on the (101) plane in the 
direction {101} by an angle 2x. The new lattice points 
lie at 

r ne, + ne,” + ne,’ 


where the e,’ are new primitive vectors 


e, e,(l+r) 
e 
e, ex te,(1—r) 


The new lattice is monoclinic, since 


and 
e (1 2: 2") 
e,’ (1—2e + 


The distance of the point (nm, n., n,) from a (110) 
plane through the origin (fig. 13) is now 


x’ sing + y’ cosq 
where 
e 
tany (1+ 2e + 2e*) 
e 
Since 
r ne (1422 4 2s 
n 


a second displacement 


e (14 (n n.) (e,’—e,’) 
y 
A ny ) 
/ 
4 


(110) 


Fig. 13—Coordinate system after first shear. Dis- 

tance between point », and the (110) 

plane through the origin is indicated by the dashed 
line. 


represents a homogeneous shear of angle 2e (approxi- 
mately) on the plane (110) and in the direction [110]. 
The lattice points now lie at 


r r ne” +ne ne 
where 
e,’ e (14 (1+-¢)e,—e,—re,] 
e, [—e (14+ 2e 4 2e*) 
e, |[—e—e* (14-2 +2e") 


er + (l—s)e 


The final lattice is, strictly speaking, triclinic, but as 
* is small, the lattice is nearly tetragonal. We can re- 
place the radical by 1 , and neglecting higher powers 
of « than the second, we have, approximately, 


e,” e, (1 4+ 2e 4+ 2e*) —eye (1+ 8) 
er(l+2e) 4+ e, [l—e(l+e) 
te,(1—e) 


and the magnitudes of the primitive vectors are 


1 +2¢ 3t Oe") 
l lor Ove) 
l lor Ole) 


with “O” denoting “terms of the order of.” 


The direction cosines of the various axes with re- 
spect to one another are 


Ole") e.”- e,” Ole") e,” - 2e* 4+ O(e") 


while the axial ratio is 


c/a e,”/e,” 14 3+ 4+ 
For c/a 1.03, « 0.01; thus e.” and e,” differ in 
length by one part in 10°, the angle between e,” and e,” 
differs from 90° by O(¢*) 10° radian 0.2”, and 
the angle between e,” and e,” differs from 90° by 
2x10°* radian 0.7' 


Essentially the same results are obtained if the 
sense of the second shear is reversed, and its magni- 
tude is doubled. That is, let the second displacement be 


T Ze (n,+n,.) 


Then, to the same degree of approximation as before, 


e {1 t 2 2: e, +e, | e(142e)] 
e, [—2e(l+e)] + e, [1—2e] + Qe’e 
e,” + (l—ede 


the lengths of the vectors are 


1+ 2: Oe") 


and the direction cosines are 


e”-e.” 4 e@.” - Oe) 


That is, the final lattice has again two nearly equal 
axes and one longer axis, all at very nearly right 


angles to each other 
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Alloys of Copper and Iron 


Studies were made of the mechanical and other properties of alloys 
over the entire composition range from pure copper to pure iron. Though 
the two-phase alloys have poor corrosion resistance unless protected, the 
composition in the vicinity of 65 pct Cu possesses an excellent combination 
of strength and electrical conductivity in the form of cold drawn wire. The 
alloys about 5 to 10 pct Cu have the highest strengths and are the most 

susceptible to improvement by age hardening treatment. 


N 1934, when Gregg and Daniloff wrote their ex- 

cellent monograph on the alloys of iron and cop- 
per, the most recent literature on the constitution 
of the alloy 
for 20° above the liquidus with a closed liquid mis- 
cibility gap above this. Since that time, however, a 
number of investigators have confirmed the much 
studies of Mushet and Stead’ who, among 


indicated a narrow single-liquid area 


earher 
others in the nineteenth century, had described the 
true state of affairs. Liquid copper and iron are com- 
ple tely miscible in the absence of carbon, but small 
amounts of carbon cause liquid segregation In 1934, 
one of the write mentioned evidence for the ab- 
ence of liquid separation in carbon-free alloys at 
temperatures up to 1700 C. Two years later, Mad- 
doch ind Clau en neq tivocally established the 
scot 
| 
| 
\ 
“pat 
> 
j 
my 
sool 


Fig. 1—Constitution of copper-iron alloys (Mad- 
docks and Claussen ). 


absence of liquid segregation and published a re- 
vised diagram, reproduced in fig. 1. They also studied 
the limits of the two-liquid area in ternary alloys 
of iron, copper, and carbon as a function of carbon 
and iron content. In the same year Simpson and 
Bannister and Schumacher and Souden described 
in some detail the properties of alloys containing 50 
to 75 pet Cu. More recently Hodges et al.” have 
developed the copper-rich alloys for use as high- 
strength conductors. In 1937, Iwase, Okamoto, and 
Ameniya’ published data on the miscibility gap in 
ternary alloys of iron, copper, and carbon that sup- 
ported the conclusions of Maddocks and Claussen, 
and definitely located the two-liquid area at tem- 
peratures of 1450° and 1540 °C. They also reported 
that additions of 1 pet Al, Ni, Pb, Sn, or Zn caused 
no segregation in 50 pet Cu ailoys at 1540 C 

The use of copper in amounts approximating 1 
pet has found industrial employment to an increas- 
ing degree in both wrought and cast steels, for such 
steels are capable of being precipitation-hardened 
following normalizing, and have high yield strengths 
This is summarized by Gregg and Daniloff,’ Sallitt, 
and Lorig and Adams while Alexander’ gives 
additional information on the heat treatment of 
copper-steel castings. Lippert” has described Digby's 


two-phase steels containing copper and chromium 

The work described in the present paper was done 
in the vears 1932 to 1934, at which time much of the 
information was new. The excellent work subse- 
quently done in other laboratories but more promptly 
published makes the present paper in part only a 
confirmation of what is now well known. There has 
been published any unified study of 
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sO many properties of the alloys over the whole 
range of composition from copper to iron. 


Fabrication and Structure of Alloys 


Casting: The alloys for the following investiga- 
tion were made by melting 12 or 30 lb heats in a 
laboratory induction furnace, in silica or magnesia 
crucibles. Armco iron punchings and cathode copper 
were used. The normal practice was to melt the de- 
sired amount of iron with about 20 pct of its weight 
of copper before diluting with additional copper to 
the desired composition. Deoxidation practice was 
important. To most of the alloys a standard addi- 
tion of 0.5 pet Mn and 0.1 pct Si was made. Generally 
the silicon addition was made to the first pool of 
molten metal and the manganese added not long 
before pouring. Experiments were made with zir- 
conium, titanium, aluminum, magnesium, calcium, 
boron, and lithium as deoxidizers, both with and 
without the manganese-silicon additions. Of these 
elements, magnesium (0.2 pet, added in the form of 
10 pet Mg-Cu) proved to be the most satisfactory 
deoxidizer and desulphurizer and gave castings that 
could be hot-worked. It is the preferred deoxidizer 
where high electrical conductivity is desired.” 

The alloys were cast at a temperature 50° to 100°C 
above the liquidus into square cast iron molds fitted 
with refractory hot tops. The large difference in 
temperature between the solidus and liquidus, about 
350 C for the 50 pet alloy, renders the alloys dif- 
ficult to cast and liable to segregation. At 1300°C 
the 50 pet alloy is already approximately half solid 
and consists of a spongy mass of iron dendrites, with 
the interstices filled with liquid copper. There is 
little change during further cooling until the copper- 
rich liquid solidifies at 1094°C. Many ingots were 
found in which surface defects and occasional blow- 
holes were filled with copper, and a partial shell of 
copper often was found where the partly solid ingot 
had shrunk away from the mold during solidifica- 
tion. The alloys are extremely hot-short and it is 
necessary to see that the molds are in perfect con- 
dition; a hung ingot is sure to be cracked and the 
crack may or may not be filled with molten copper 
before solidification. Alloys in the range 70 to 90 pet 
Cu burned into the mold wall (which was lightly 
coated with a dry carbonaceous dressing) and would 
be expected to give considerable trouble in com- 
mercial casting 

Segregation and Microstructure of Castings: The 
microstructures of some of the cast alloys are shown 
in figs. 2 to 7, inclusive, which need little comment. 
The cast alloys consist of iron dendrites whose inter- 


Fig. 2 (top left}—5 pet Cu alloy. As-cast. X75. 
Fig. 3 (top right)—15 pet Cu alloy. As-cast. X75. 


Fig. 4 (center left)—Structure of columnar outer 
section of 30 Ib ingot of 50 pet Cu-Fe alloy. X75. 


Fig. 5 (center right)—Structure of equiaxed center 
section of same ingot as fig. 4. X75. 


Fig. 6 (bottom left)—70 pet Cu alloy. As-cast. X75. 


Fig. 7 (botto.w right)—89 pet Cu alloy. As-cast. X75. 
Figs. 2 to 2 reduced approximately 48 pet for reproduction 


All microspecimens etched, unless otherwise noted 
with § pet nital 


stices are filled with copper-rich material. No evi- 
dence of coring or other solid state reaction is visible. 
Heat treatment had little effect on the microstruc- 
ture, except at the extreme ends of the systems. 

To investigate the extent of segregation, a number 
of 12-lb ingots of various carbon contents were cast 
at temperatures 50°C above the liquidus, sectioned, 
and analyzed. The carbon was added in the form of 
wash metal containing 3.83 pet C, balance Fe, after 
the major constituents had formed a uniform melt. 
Deoxidation was with 0.1 pet Si and 0.5 pet Mn. If 
the alloy in the crucible had separated into two 
liquid layers, the lower density iron-rich alloy 
flowed into the mold first, forming a layer which 
rose in the mold and formed a shell as the remainder 
of the alloy was poured in. Etched cross-sections of 
some of the ingots are shown in figs. 8 and 9. From 
the analyses of the ingots given in table I, it will be 
seen that, though the 50 pet Cu alloy containing 0.11 
to 0.12 pet C (ingot 1407) did not segregate signif- 
icantly, ingot 1408, with very little more carbon, 
shows signs of partial segregation in the ingot, al- 
though there is no evidence that the molten alloy 
had separated in the crucible. The mottled structure 
shown in fig. 10 is very similar to that observed by 
Maddocks and Claussen in an alloy with 0.18 pet C 
solidified in a small crucible. The addition of 0.20 
pet C produces unmistakable and sharp separation 
into two liquids, one iron-rich with high carbon and 
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The inter- 
face between the two zones is shown in the micro- 


the other copper-rich with low carbon 


It was noted that all of the ingots that 
shells cracked badiy in the 
obviously a result of restrained 


graph, fig '1 


had iron-rich were 
copper-rich cores, 
hrinkage 

Muller uggested that licuid iron and copper are 


completely miscible just above the liquidus, but that 


Table L. Analys 


Fig. 8—Macrosections of ingots showing influence 
of carbon content and casting temperature on seg- 
regation of 50 pet Cu-Fe alloy. 


Letters show location of samples used for analyses reported in 

table I 

Tep Kow (First group of three) 
©); 1407 (0.12 pet added C); 1418 (0.18 pet added C) 

Top Row (Second group of three): Ingots 1414 (0.2 pet added 
©); 1397 (0.25 pet added C); 1891 (0.45 pet added C) 


Ingots 1106 (0.06 pet added 


Reduced approximately 50 pet for reproduction 


two immiscible liquids appeared above about 1520°C. 
That this is not the case with the alloys used in the 
present investigation was shown by pouring ingots 
at 1560°, 1595°, and 1685°C. There was a deep 
shrinkage cavity in the ingot the highest 
temperature, but there is no excessive segregation 
visible or detectable by analysis in any of the three 
ingots (fig. 8 and table I). 


cast at 


»s of 12 Lb Ingots of Copper-Iron Alloys, To Show Segregation 


Composition by Analysis 


Intended 


Compe 
Alley sition 
No Position A Posiiion B 
PetCu Pet PetCa Pet C PetCu Pet 
1406€ 010 47.1 0.060 47.6 0.065 
1407 ‘ 0.15 48.2 0.125 47.4 0.114 
14! 0 0.16 499 0.123 wi4 0.098 
1414 ' 0.20 
1392 0 0.25 
1391 ( 045 
140 oll 25 0.090 $3.5 0.106 
1409 015 4.7 0.130 44 0.127 
14 02 
141 0.05 0.036 0.028 
l4le 0.07 68.1 0.044 68 0.065 
1411 71.7 0.074 
1412 0.20 240 0 868 
i ( 42 0.02 4 0.024 
1418 00 19 0.069 48 0.054 
Pouring 
Temp. °« 

1402 4 0.029 4! 0.016 
1401 1595 42.0 oow sae 0013 
1400 49 2 49.9 0.025 

t 
141 bt lace 
\ exce t re 50°¢ 


Position D Position E Position F 
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Position C 
PetCu Pet PetCu Pet C PetCa Pet C PetCa Pet C 
0.056 
50.1 0.110 
48.9 0.135 51.5 0.122 
31.0 0.296 7 0.068 
26.2 0.366 7 0.061 
28.9 0.579 7 0.095 
M4 0.102 
6.5 0.136 
0.292 19.7 0.070 
717 0.029 
708 0.055 
75.7 0.061 
0.071 
416.0 0.021 45.3 0.028 4.3 0.022 44.0 0.015 
464 0.076 45.0 0.066 4.6 0.073 55.3 0.061 
9 OO17 
51.9 0.021 
3.8 0.017 
e the liquid 


J 


The amount of carbon necessary to cause liquid 
separation increases with the iron content of the 
alloy. Fig. 16 shows the composition of the two 
segregated areas in the various ingots, connected by 
tie-lines and forming a very approximate constitu- 
tion diagram. They are in fair agreement with the 
results of both Iwase and Maddocks and Claussen, 
which are shown as dotted lines in fig. 16. 

Even in alloys where there is no separation into 
two liquids, some segregation occurs on solidifica- 
tion. This is greater the larger the ingot and the 
slower the solidification, and may cause local dif- 
ferences of composition of as much as 4 pct Cu on 
the laboratory ingots used. It is a simple form of 
inverse segregation and probably results from the 
first parts to solidify being “fed” by the withdrawal 
of molten copper-rich material from the interstices 
of the iron-rich dendrites in the last parts to solidify. 

Hot-working: The ingots deoxidized and cast as 
described above proved to be quite easily forgeable 
in the ranges 0 to 7 pct and 30 to 100 pet Cu, but 
between approximately 7 and 30 pct hot-forging 
was extremely difficult. All alloys could be cold- 
rolled after suitable annealing at 800°C, or at higher 
temperatures followed by slow cooling. After many 
failures it was found that alloys in the difficult 
range could be hot-forged if the castings had pre- 
viously been annealed for about 16 hr at 800°C, 
that is, just below the eutectoid temperature, and 
if they were also forged at temperatures not ex- 
ceeding this. Evidently copper-saturated gamma 


iron is harder than copper-saturated alpha iron and 
is so much stiffer than the copper-rich phase that a 
two-phase alloy containing only a little copper de- 
forms entirely in the soft network and soon fails. 
Once the alloys have been extensively worked by 


forging between 750 and 825 C, they become less 
sensitive and may be hot-rolled with heavy reduc- 
tions. Alloys containing from 0 to 5 pet and 40 to 
100 pet Cu could be hot-rolled directly as-cast with- 
out particular precautions, but those of intermediate 
composition could be rolled only at temperatures 
below 840° and then after the preliminary anneal- 
ing and forging treatment 

Two lots of material were used for the tests de- 
scribed below. Alloys in the first series were made 
in 12-lb heats and cast into ingots tapering from 
242 to 3 in. sq in a height of 544 in. Each ingot was 
forged at 950° to rod %4 in. in diam, to '% in. sq 
rod, and to a 3x°s-in. section. The round and square 
rods were machined into tensile test pieces and 
into impact specimens, respectively, and the flat 
section was milled wad then cold-rolled to strip 
0.04 in. thick with intermittent anneals of 30 min 
at 800°C (followed by air-cooling) at each of the 
gauges 0.320, 0.160, and 0.080 in. The final material 
was therefore cold-rolled 50 pct reduction. The 
second series was prepared after the forging treat- 
ment outlined above had been developed. The al- 
loys containing between 8 and 25 pet Cu inclusive 
were cast in 12 or 30-lb ingots and annealed at 
800°C for 14 hr and forged carefully at 800°C to 
a section about 3x4 in., before being hot-rolled at 
950 °C to 14x3 in. in a commercial copper strip mill. 
Other castings in the same series (i.e., containing 
0 to 5 pet and 35 to 90 pet Cu) were all 30-lb cast- 
ings and were hot-rolled at 950°C directly to a 14- 
in. sheet. All the '4-in. slabs were milled to remove 
surface defects, then reheated and hot-rolled to 0.08 
in. gauge. They were annealed for 1 hr at 800°C, 
pickled, and cold-rolied to the final gauge, 0.04 in. 


Fig. 9—Macrosections of ingots showing influence 
of carbon content on segregation of copper-iron 
alloys containing 35 and 70 pet Cu. 

Letters refer to table I 
Top Rew: 35 pet Cu: Ingots 1108 (0.11 pet ©); (0.18 pet 

C); 1410 (0.25 pet C) 
Bottom Row: 70 pet Cu: Ingots 1115 (0.08 pet C); 1416 (0.06 
pet ©); (0.10 pet C) 


Reduced approximately 50 pet for reproduction 


A small quantity of each alloy was hot-rolled 
directly to 0.04 in. The hot-rolling was performed 
at the Ansonia plant of the American Brass Co., 
using passes that were designed for rolling copper 
bus’ bar. The alloys stood this severe treatment 
without failure, except those with copper in the 
range 10 to 35 pet, which cracked, although not 
enough to warrant complete discard 

Microstructure of Worked Alloys: The dendrites 
of iron in the castings become elongated as the cast- 
ings are hot-forged or rolled, and the structure of 
the rod or sheet consists of extended fibers of iron 
in a copper matrix. It is probable that prolonged 
annealing at high temperatures would partially sphe- 
roidize these fibers. Typical structures are shown in 
figs. 12 to 15, 17 to 24, and 27. 

Annealing and Pickling: When the alloys are an- 
nealed in air, a complex scale is formed that is pe- 
culiarly difficult to remove by pickling. An outer 
black scale of normal type seems to contain both 
iron and copper oxides. Below this there is a “sub- 
scale” zone wherein iron is oxidized in situ but 
copper is not visibly affected (figs. 25 and 26). The 
depth of penetration is greater in a longitudinal than 
in a transverse direction, obviously because of the 
elongated shapes of the iron particles 

If the annealed alloys are pickled in the usual acid 
solutions used for either iron or copper, the oxide 
can be removed; but when this is done there is left 
a subscale layer containing metallic copper. If pick- 
ling is continued, the acid will preferentially attack 
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Fig. 10 (top left)—Alloy with 50 pet Cu, 0.16 pet C. 
As-cast, showing partial separation of two liquids. 
X15. 


Fig. 11 (top right)—Alloy with 50 pet Cu, 0.25 pet 
C. As-cast, showing junction of two liquid layers. 
X15. 


Fig. 12 (center left)—Alloy with 29.9 pet Cu. Forged 
rod, *, in. diam. Longitudinal section. X75. 


Fig. 13 (center right)—Alloy with 49.9 pet Cu. 
Forged rod, *, in. diam. Longitudinal section. X75. 


Fig. 14 (bottom left)—Alloy with 88.6 pet Cu. 
Forged rod, *, in. diam. Longitudinal section. X75. 


Fig. 15 (bottom right)—Alloy with 88.6 pet Cu. 
Forged rod, *, in. diam. Transverse section. X75. 
Figs. 10 to 15 reduced approximately 38 pet for reproduction. 


MADDOCKS @ CLAUSSEN 


'WASE ET AL (!450°%) 


CARBON-PER CENT 


COPPER - PER CENT 


Fig. 16—Composition of related segregated areas in 
Fe-Cu-C alloy ingots, based on analyses of table L. 


Table Hl. Tensile Tests on Sand Cast Bars of Copper-Iron Alloys 


Tested as Cast Normalized 930° + sed 


Alley Composition Percent 


Vield Strength 
tin., 


Lb per sq in 

(0.5 peteon Zin.) 
Lb per sq io 
Reduction 

of Area 
Hardness 

(S000 ke? 


Pet 


Tensile 
Strength 
Elongation 
Brinell 


‘ Mn 


Pet 


on 


Vield Strength 
Lb per sq in 

(0.5 peten Zin.) 
Lb per sq in 
Reduction 

of Area, 
Hardness 

(e000 kg) 


Elongation 
Pet 


on 2 in., 


Tensile 
Strength 
Pet 
Brinell 


64,450 
61,000 
60 406 
98.400 
4.400 


49.950 
45.450 


Normalized 850°C, Reheated 
350 89.100 27.5 66.0 
Normalized at 8 
85.850 98 17.8 
Normalized 800°C. Reheated 


76 


ich is one test 
iow ductility 


| ° 20 40 60 80 100 
Ne cu =i 
‘ ? 465.900 45.5 78.5 92 4.750 48.650 45.3 80.9 92 
472 4 2 41.250 \7.700 6 70.3 122 48.400 58.800 41 78 120 
474 442 72.7 4.550 11.5 90 191 7.0.50 58.900 3.0 73.7 $2 
‘ 0.04 82.550 10 1.5 216 7.200 10.3 27.1 144 
‘ 76.400 90.950 2 4.7 213 48.850 215 7 132 
1450 81,150 13.0 21.0 173 44.700 27.8 4.0 128 
77.750 15.8 28.3% 164 41.200 wo 122 
4 2 ‘ 71.950 +8 150 16.900 12.8 66.8 110 
“ 9 tt ola = 29.850 5.0 63.7 100 
47 049 ‘ 22.800 3.000 11.5 25.000 | 24.8 49.5 BH 
/ 
472 29 7 192 
A 4 4 + 204 9 6 184 
84.650 16 229 
62 wt ent t All t { 1471 were porous and o 
Test ‘ t ed to 0.3 dies 
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Fig. 17 (top left)—Alloy with 29.9 pet Cu. Cold- 
rolled sheet, 0.04 in. thick. Longitudinal section. 
X500. 

Fig. 18 (top right)—Alloy with 49.9 pet Cu. Cold- 
rolled sheet. Longitudinal section. X500. 

Fig. 19 (center left)—Alloy with 69.6 pet Cu. Cold- 
rolled sheet. Longitudinal section. X500. 

Fig. 20 (center right)—Alloy with 88.6 pet Cu. 
Cold-rolled sheet. Longitudinal section. X500. 
Fig. 21 (bottom left)—Alloy with 29.9 pet Cu. Cold- 
rolled sheet annealed 1 hr at 800°C and quenched. 
Longitudinal section. X500. 

Fig. 22 (bottom right)—Alloy with 29.9 pet Cu. 
Rolled sheet annealed 1 hr at 1050°C and quenched. 


Longitudinal section. X500. 
Figs. 17 te 27 reduced approximately 55 pet fer reproduction 


the iron in the alloy underneath, leaving a copper 
skeleton. Since the oxide scale spalls off irregularly, 
attack is uneven and results in considerable pitting 

A satisfactory pickle for these alloys consisted of 
a 15 pet solution of sodium cyanide in water, used 
at a temperature near the boiling point. The addi- 
tion of 15 pet sodium hydroxide considerably accele- 
rated the action. With alloys containing below 30 pct 
Cu the formation of subscale is not significant and 
with the copper-rich alloys an acid pickle alone 
seems to be satisfactory, but the cyanide pickle was 
essential in allovs in intermediate compositions if 
truly clean metal was desired. For many purposes, 
however, the shell of copper remaining after an acid 


Fig. 23 (top left)—Alloy with 88.6 pet Cu. Rolled 
sheet annealed 1 hr at 1050°C and quenched. 
Longitudinal section. X500. 


Fig. 24 (top right)—Alloy with 49.9 pet Cu. Sheet 
annealed 1 hr at 1050°C and quenched. Longi- 
tudinal section. X500. 


Fig. 25 (bottom left)—Subscale formed by anneal- 
ing 50 pet Cu alloy in air for 1 hr at 950°C. X75. 


Fig. 26 (bottom right)—Same specimen as fig. 25; 
junction of subscale and unoxidized metal. X500. 


Fig. 27—Composite micrograph showing structure 
of cold-rolled 0.040-in. sheet of 50 pet Cu alloy. 
X75. 


pickle is not undesirable, for it provides an excellent 
lubricant in rolling or drawing. It is not sufficiently 
continuous to provide any protection against cor- 
rosion 
Mechanical Properties 

Sand Castings: Table II shows the tensile prop- 
erties of a number of alloys of iron and copper cast 
in dry sand molds. Standard 0.505 in. diam tensile 
test pieces were machined from castings made from 
patterns *%s in. diam x 2 in. on the gauge length, 
with ends 1 in. diam. Four bars were cast simul- 
taneously. The alloys with 66 and 85 pct Cu failed 
to fill the mold completely, but all others ran satis- 
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tive combinations ¢ 


at 800 C, or quenching f 


f strength and ductility 


rom 950 C, and 


factorily and gave castings of good surface quality, 


except for some slight “sweating” of copper. Two 
bars were tested as-cast, and two (whenever avail- 
able) after a double normalizing treatment. The 1'4 


pet Cu steel was subjected to a precipitation hard- 
ening treatment at 500 C after both 850° and 800 C 
normalizing. None of the alloys showed more attrac- 


than the 


ordinary cast steel of today 
Forging Ingots 2's in. sq were forged at 950°C 


round rods. Standard 0.505-in. test pieces 


to 
were machined from these rods as-forged and after 
heat treatments, consisting of air cooling after 1 hi 


tested with 


the results shown in table III. The high yield ratio 
of the alloys containing 30 to 50 pet Cu and the very 
high reduction of area figures should be noted. The 
40 pet Cu alloy as normalized actually withstood a 
higher before yielding than it was able to 
withstand during subsequent elongation, i.e., the 
load dropped suddenly when it had reached a value 
produce the first plastic extension by 


stress 


sufficient to 
local yielding and did not thereafter rise to a higher 
value. This effect was more marked in the rolled 
alloys. The alloys quenched from 950°C have higher 
strength and lower ductility than those annealed at 
800 C, clearly a result of the higher copper content 
retained by the iron-rich phase on cooling 
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Impact tests, using the standard 1 cm sq U-notched this temperature and until 800°C the hardness pro- 
Charpy specimen machined from ‘2 in. sq forged gressively decreases due to overaging, recrystalliza- 
rods, gave values increasing from 43 to 55 ft-lb for tion, and grain growth. On passing the copper-iron 
alloys with 50 to 90 pet Cu. None of the specimens eutectoid temperature (ca.860°C), copper progres- 
fractured but pulled through the supports without sively goes into solution, resulting in greater hard- 
breaking ness on quenching from increasing temperatures, at 

It was expected that the mechanical properties of least up to 1000°C. 
these fibrous alloys would be highly dependent on A curious effect of local yielding was frequently 
orientation. Small specimens, “s in. diam x 1 in observed in testing these alloys. The specimen be- 
gauge length, were cut longitudinally and trans- haved in nearly elastic fashion up to a certain stress, 
versely from a 3x in. slab of a 50 pct alloy and where it vielded with sudden considerable decrease 
tested with surprisingly little difference in the two in load and large local extension. Thereafter the 
directions (table IV) stress slowly increased with subsequent elongation, 


Properties of Rolled Sheet: A complete senes of 
alloys from 0 to 100 pet Cu was fabricated in the 
form of strip by forging if necessary, hot-rolling in 
two stages to 0.080 in., annealing for 1 hr at 800°C, eal 
pickling, and cold-rolling to 0.040 in. The tensile Strength, 1b Tensile Elenga 
properties of in. wide specimens cut from this 
strip as-rolled and after various single and double Pet Extn.) sq in on tin 
heat treatments are shown in figs. 28 to 30. The data Tested in Forged Condition 
marked “I"’ were obtained on alloys cold-rolled from 135: 65,450 68,000 
0.25 to 0.080 in., instead of hot-rolling, but the prop- 138 ‘ 3 oo, 
erties are substantially the same. The detailed effect 
of heat treatment on initially cold-rolled allo¥s of 
selected composition is shown in figs. 31 and 32; the 
effect of reheating on the hardness of alloys pre- 
viously quenched from 800°C and from 950°C is 
shown in figs. 33 and 34 

It will be noticed from figs. 28 to 30 that the 
strength of the alloys after any treatment reaches a 
flat maximum in the vicinity of 5 to 10 pet Cu and 138 29.5 1.000 
thereafter slowly declines with increasing coppet : ‘ 
content. This would be expected from the constitu- 
tion of the alloys, for beyond this point there is pro- 
gressive dilution of the iron-rich solid solution with 


Table Ul. Tensile Properties of Forged Rods of tron 
Copper Alloys 


63,250 

63,700° 
18400 

60,800 


= 


47,000 


softer copper 

The iron-rich alloys containing 1.25 pet Cu and 
over show considerable precipitation hardening at 
temperatures in the range of 300° to 500°C. Beyond 


average of two 


ot quenched 
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and quenched. and quenched. 
but frequently failed to reach or exceed the stress alloys, where the yield ratio was about 0.9, but was 
’ that originally caused yield. The yield strength (i.e., very evident in alloys annealed at temperatures be- 
| the stress needed to produce 0.5 pct total exten- tween 300° and 700°C. In this range, the yield 
' ion) was actually greater than the maximum stress strength usually exceeded the subsequent maximum 
obtained during subsequent elongation. This phe- stress by about 2000 psi and in some cases was 7000 
nomenon was observed in alloys containing between psi higher 
At 5 and 56 pet Cu. It occurred rarely in the cold-rolled Miscellaneous Properties: Fig. 35 shows the ap- 
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ness of some quenched Cu-Fe alloys. 
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Fig. 35—Appearance of ears on cups drawn from Cu-Fe alloy strips. 


Tep Row (left to right): 1.2 pet Cu, 5 pet Cu, & pet Cu, 10 pet Cu, 15 pet Cu, 20 pet Ca, 


25 pet Cu 


pearance of some cups made in a single cut-and- 
draw operation from strip 0.04 in. thick, that had 
been annealed at 800°C and air cooled. The blank 
was 1.94 in. in diam and was formed into a cup 
using a ball punch 1.030 in. in diam and a die 1.110 
in. in diam with a mouth radius of 0.2 in. In all cases 
the metal withstood the operation perfectly. With 
the exception of the 1 pct Cu alloy which had minute 
“ears” at 0° and 90° to the direction of rolling, all 
the others had “ears” at 45° to the direction of roll- 


Table IV. Influence of Direction of Test on Properties 
of 50 Pet Copper-Iron Alloys 


Trans- Longi- 

verse tudinal 
Yield strength, 0.5 pct exten 46,700 45,250 psi 
Yield strength, drop of beam 51,200 49,900 psi 
Tensile strength 59,100 57,450 psi 
Elongation in 2 in 36.5 39.3 pet 
Reduction of area 62.6 73.4 pet 
Charpy impact (Std. U-Notch) 37.5 39.2 ft-Ib 


ing, the height of ear being greatest in the 25 pet Cu 
alloys, where it was 0.09 in. It seems unlikely that 
an alloy with the duplex structure of these could 
ever be produced in a condition that would be plas- 
tically isotropic 
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Fig. 36 (above)—Density of Cu-Fe alloys. 


Fig. 37—Electrical conductivity of Cu-Fe alloys. 


Curve i. Strip 6.04 in. thick, annealed 1 hr at 800°C and air 
cooled Alleys contain about 6.4 pet Mn and 0.05 pet Si 
residual deoxidants 

Curve 2. Same as 1, reheated at 600°C for 24 hr, furnace cooled 
te and held 50 hr at 500°C; furnace cooled to and held 20 br 
at 400°C: furnace cooled to room temperature 

Curve 3. Wire 0.045 in. diam. Annealed 800°C, air cooled, re 
heated to 600°C and cooled to 300°C in 2 hr. Contains 6.1 
te 0.2 pet Mg residual deoxidant. 

Curve 4 Wire heat treated same as Curve % at ©.182 in 
diam, cold drawn to 0.045 in. (94 pet reduction of area) 


Second Row (left to right): 45 pet Cu, 65 pet Cu, 75 pet Cu, 85 pet Cu, 95 pet Cu, 98 pet Cu 
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Alloys with 20 to 50 pet Cu were welded by both 
oxyacetylene and resistance methods, but the latter 
is much to be preferred. The long interval between 
solidus and liquidus gives great difficulty, and suc- 
cessful welds were produced only by melting the 
copper and suitably deforming the unmelted iron 
phase. 

Fig. 36 shows the density of some alloys, all of 
which contain about 0.4 to 0.5 pet Mn and 0.04 to 
0.06 pet Si in addition to the copper content shown. 
In fig. 37 are plotted some electrical conductivity 
data obtained on cold-rolled and annealed strip. It 
would be expected that the conductivity in the two- 
phase region would be a linear function of the 
volume percentage of the two phases, for the two 
constituents are essentially arranged as parallel con- 
ductors. Actually, the alloys of curves 1 and 2 follow 
much more closely a linear resistance relation, cor- 
responding to the resistances being connected in 
series. These alloys contained manganese and silicon 
as stated above, and the discrepancy is probably due 
to the increasing manganese content of the copper- 
rich phase as the iron content increases. The alloys 
deoxidized with magnesium (curves 3 and 4 in fig. 
37) are more nearly in accord with the expected 
linear variation of conductivity with composition 

No quantitative stucy was made of the magnetic 
properties of the alloys. They seem to have quite 
high remanence and made fairly good permanent 
magnets. It was noticed that the alloys on cold- 
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Fig. 38—Corrosion of 50 pet Cu-Fe alloy in 15 pet 
H SO, at 80°C. 


drawing alone became permanently magnetized 
indeed as strongly so as could be induced by external 
magnetization 

As little as 2 pet Cu added to pure iron increases 
the machinability considerably. The alloys with be- 
tween 2 and 75 pet Cu are very readily machinable 
and finish to a beautiful surface. All alloys contain- 
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Fig. 39—Changes in tensile properties of Cu-Fe 

alloys caused by 23 month exposure to the atmos- 

phere in Waterbury, Conn., with twice daily spray- 
ing with water. 
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Fig. 40—Changes in tensile properties of Cu-Fe 
alloys caused by exposures of 3 and 14 months to 
20 pet salt spray. 
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Fig. 41—Weight of coating formed on Cu-Fe alloys 
immersed for 60 sec in molten zine at 440°C. Sur- 
face area 5 sq in. 


ing over 15 pet Cu have a copper-colored fracture, 
for the fracture passes through the weaker phase. 
Machined or polished sections show no visible cop- 
pery appearance until the copper content exceeds 
20 pet. Even the 55 pet alloy is only faintly red, but 
beyond this point the color progressively deepens to 
that of pure copper 

X-ray pin hole patterns of a 50 pet Cu alloy cold- 
rolled 87 pet reduction to 0.01 in. thickness after 
annealing at 800°C showed strong preferred orien- 
tation of both phases. Separation of the two phases 
by selective solution (in acid to leave copper, and 
in cyanide to leave iron) permitted patterns to be 
obtained for each phase uncomplicated by lines from 
others. The texture was identical with that of cold- 
rolled pure metals (i.e., (110) [112] for copper, 
(100) [011] for iron). Annealing at 800°C did not 
change textures, although both phases had recrystal- 
lized and would have been expected to take new 
orientations. Evidently the two phases influence the 
recrystallization and grain growth of each other. 
Miiller“ has observed that the face-centered cubic 
phase of the iron-copper-nickel system has a re- 
crystallization texture identical with the rolling tex- 
ture in all compositions approximately coincident 
with the two-phase area of the constitution diagram 


Corrosion Resistance 


The existence of two phases in the alloy and the 
great difference of electrolytic solution potential 
leads one to anticipate that the alloys would be 
poorly resistant to corrosion. Some studies were 
nevertheless made. Fig. 38 shows the loss in weight 
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Fig. 42—Effect of time on weight of galvanized 
coatings formed on 55 pet Cu alloy at 440°C. 
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and depth of attack (i.e., depth of removal of iron, 
measured micrescopically) when a rolled strip of 
the 50 pet Cu alloy was subjected to corrosion in 
15 pet sulphuric acid at 80°C. The fibrous character 
of the alloy causes the rate of corrosion in a longi- 
tudinal direction to be much higher than that normal 
to the direction of fibers. 

A number of specimens were exposed to a variety 
of corrosive environments, including 20 pct salt 
spray at room temperature,” industrial and marine 
atmospheres, and to sea water at a mid-tide point 
on Faulkner's Island (Long Island Sound). The 
samples exposed were tensile test pieces, cut from 
0.04-in. rolled strip, 4 in. wide and 8 in. long, with 
a reduced section 0.5 in. wide and 2.5 in. long. They 
were mounted on insulators to prevent one specimen 
electrolytically influencing another. After exposure 
the specimens were cleaned and broken in tensile 
test. In all environments the properties of the alloys 
of intermediate composition were inferior to the 
alloys at either end of the system. Curves typical of 
the change of tensile properties after exposure ar 
shown in figs. 39 and 40. The alloys do not possess 
a corrosion resistance greater than that of ordinary 
copper-bearing mild steel until the copper content 
exceeds about 75 pet 

The iron-rich phase in the duplex alloys was 
always corroded to a much greater depth than was 
the copper, and there was always a layer in which 
the copper was relatively unaffected. In the marine 
exposure tests it was noticed that barnacles were 
occasionally found on alloys with a copper content 
as high as 80 pct 

It seems obvious that the alloys of intermediate 
composition cannot be used in even mildly corro- 
sive environments without effective surface protec- 
tion 

No improvement in corrosion resistance was ob- 
served in alloys with equal amounts of copper and 
iron and with added constituents of up to 5 pet Al, 
5 pet Ni, or 8 pet Mn. With 10 and 15 pet of Ni some 
improvement was observed, but the alloys were still 
not to be classed as corrosion resistant. 

Protection Against Corrosion: Protection against 
corrosion can be provided by the usual surface treat- 
ments. Tin coating by hot-dipping was found to be 
simple and effective, although the coating would 
not withstand severe deformation. The best protec- 
tion for the alloy in service would probably be elec- 
trogalvanizing. Hot-dip galvanizing produces some 
remarkable results 

The thickness of coating formed on mild steel 
after short but constant immersion in molten zinc is 
increased by the presence of copper, and the coat- 


* The salt spray tanks and test method were essentially as de- 
ribed by A. N. Finr 


Fig. 43—Galvanized coatings formed on 55 pet Fe-Cu alloy strip after various times in zine bath 
at 440°C. Specimens initially 1x1x0.04 in. 
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ing remains normal up to about 10 pet Cu. Beyond 
this the alloy layer is evidently continually per- 
meable to liquid zinc and does not retard further 
growth. The thickness of coating continues to in- 
crease with little slowing of rate and coatings of 
enormous thickness were obtained after prolonged 
sojourn in a zine bath (figs. 41 and 42). Reaction 


Fig. 44—Cross-section of rod (51.2 
pet Cu) with heavy galvanized coat- 
ing, formed in 15 min at 440°C. X4. 
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Fig. 45—Structure of ga!vanized coating formed in 
32 min at 440°C on strip with 56 pet Cu. X15. 
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Fig. 46 (left)—Structure of inner part of coating 
shown in fig. 45. X150. 


Fig. 47 (right)—Structure of outer part of coating 
shown in fig. 45. X150. 


between the zinc and the alloy occurred at the sur- 
face of the solid sample, not at the interface be- 
tween the partly solid area and liquid zinc. Curious 
shapes were produced, for growth was always par- 
allel to the initial surface of the specimen (figs. 43 
and 44). The microstructure of the coating is shown 
in figs. 46 and 47, and the composition at various 
points in the coating is shown in fig. 45 


High-Strength Conductor Alloys 


The conductivity of both of the iron-rich and 
copper-rich constituents is greatly affected by im- 
purities and the presence cf 0.5 pet Mn and 0.1 pet 
Si had a great adverse effect on the conductivities 
of the alloy hown in curves | and 2 in fig. 37. A 
search was made for other deoxidizers that would 
have le effect on the conductivity but would give 
alloys capable of being hot- and cold-rolled com- 
mercially. After studying 50 pet Cu alloys deoxidized 
with Al, Zr, Ti, Mg, Ca, B, and Li, it was found that 
either calcium or magnesium additions provided an 
excellent combination of forgeability and conduc- 
tivity but magnesium (added as 10 pet Mg-Cu) 
eemed to be the most re producible in its effect. A 
residual content of between 0.1 pct and 0.2 pet Mg 
was preferred 

Ingots of 12 lb were cast of alloys in 50, 55, and 
60 pet Cu after additions of 0.2 pet Mg. These were 
hot-rolled to 0.390-in. rod in the copper alloy mill 
if the American Brass Co., and drawn to wire 0.045 
in. in diam following standard copper mill practice 
Pickling was done in 10 pet sulphuric acid at 180°F, 
which left a copper surface as a useful lubricant in 
drawing. Wire was drawn 12 B&S numbers hard 
(from 0.182 to 0.045 in. in diam) with no difficulty 
whatever and even greater reductions are un- 
doubtedly commercially feasible. Samples were 
taken at various intermediate gauges, annealed at 
800°C for 1 hr and air-cooled, and then all drawn 
down to a final gauge of 0.045 in. for testing. The 
continued increasing strength on progressive draw- 
ing is shown in fig. 48, plotted against B&S numbers 
reduction, which provides a logarithmic scale of 
reduction of area. Unlike most copper alloys that 
quickly approach a limiting strength asymptotically 
and do not thereafter increase, this allov increases 


progressively in tensile strength even to large re- 
ductions. It is therefore possible to obtain phenom- 
enally high tensile strength associated with rela- 
tively good electrical conductivity 

The solubility of iron in copper is highly tem- 
perature-dependent and the maximum conductivity 
can be obtained only after heat-treatment which 
precipitates iron as completely as possible. Fig. 49 
shows the effect on the conductivity of three typical 
alloys of successive treatments at 700°, 600°, and 
500°C. Other tests are shown in fig. 50. Higher con- 
ductivity is obtained when the alloy is annealed at 
successively lower temperatures. Quenching from 
800°C, prior to the lower temperature heat treat- 
ment, does not accelerate the rate of approach to 
equilibrium. Evidently the presence of many par- 
ticles of iron throughout the structure changes the 
behavior from that normally shown by precipita- 
tion from a solid solution. Uniform cooling in 2 hr 
through the range 600° to 450°C gave a conductivity 
(42 pet LA.C.S. for the 55 pct Cu alloy) very little 
below the maximum obtained by prolonged heat 
treatment at 500°C, and probably approximates the 
best commercial treatment. If maximum softness 
and ductility are required for subsequent cold-work- 
ing, this treatment should be preceded by an 800°C 
anneal and air-cooling. 

The combination of tensile strength and conduc- 
tivity—over 160,000 psi and 35 pet LA.C.S.—is not 
unattractive. 


Summary 


A study was made of the properties of binary 
alloys of iron and copper. Contrary to some state- 
ments in the literature, no difficulty was encountered 
in making homogeneous melts of all compositions, 
except in the presence of carbon, which caused seg- 
regation into two liquid layers. The alloys can be 
hot- and cold-worked over the entire range of com- 
position, although the alloys between 8 and 30 pct 
Cu are difficult to work unless the castings are first 
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Fig. 48—Alloy wire containing 56.35 pet Cu. Ma- 
terial of various gauges was given heat treatment 
consisting of annealing at 800°C and air-cooling, 
reheating to 600°C, and very slowly cooling there- 
from, prior to drawing to the final gauge of 0.045 in. 
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annealed and then forged just below the eutectoid 
temperature (ca.860°C). The tensile strength of the 
alloys reaches a maximum in the range 5 to 10 pct 
Cu and thereafter declines uniformly as the copper 
content is increased. The greatest strength is ob- 
tained by quenching from 956 C and reheating at 
450°C to cause precipitation hardening. Greatest 
ductility is obtained after annealing at 800°C, and 
alloys in this condition, if quenched or air-cooled, 
are also susceptible to some precipitation hardening 
All alloys after initial forging can be drawn into 
wire or rolled into strip. The electrical conductivity 
of the alloys progressively increases with copper 
content and is greatly influenced by deoxidation 
practice (for which an addition of 0.2 pet Mg is pre- 
ferred) and by heat-treatment. The highest conduc- 
tivity for a given alloy is obtained by slowly cool- 
ing through the range 600° to 450 C, although ex- 
tremely long annealing at 500°C will produce the 
same result. The corrosion resistance of the alloys 
is not good. The alloys progressively increase In 
strength on cold-working and wires drawn from 
magnesium-deoxidized material containing about 55 
pet Cu show excellent combinations of strength and 
conductivity. A wire heat treated to give maximum 
conductivity and drawn 11 B&S numbers hard (92 
pet reduction in area) to 0.045 in. diam had the fol- 
lowing properties: tensile strength, 158,000 psi; 
elongation, 2.3 pet on 2 in.; conductivity, 35.5 pct 
1.A.C.S. 
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Fig. 49—Effect of heat treatment on electrical con- 
ductivity of Fe-Cu wires. 

(Wire 6.142 in. diam, cold drawn 6 B&S Nos. hard from het- 

relied red) 
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Fig. 50—Effect of heat treatment on electrical con- 
ductivity of Cu-Fe alloy wires (54.7 pet Cu) after 
prior heat treatment at 800°C. 


corrosion respectively, and E. T. Candee developed 


effective pickling procedures 
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Kinetics of Solid Phase Reactions in Oxide Films on lron —- The 


Reversible Transformation At or Near 570°C 


The forward and reverse reactions, Fe,O 


Fe => 4FeO, are studied 


by electron diffraction methods. In thin films the forward reaction occurs 

at temperatures 170°C below the equilibrium value. The mechanism of 

the forward reaction is shown to be governed by the diffusion of iron. 

Studies on the reverse reaction as a function of time, temperature, and 

oxide composition indicate a nucleation and a growth process is rate 
controlling. 


NE of the interesting questions in the under- 
standing of the reaction of tron with oxygen 
is the kinetics and the 


occurring in the 


mechanism of the crystal 
structure change formation and 
breakdown of the oxide film. In a recent work the 
electron diffraction method was applied to the study 
of the 
the oxide film on iron above 


solid phase reactions occurring internally in 
570 C and under 
vacuum conditions. The higher oxides which form 


under oxidizing conditions are reduced internally 
by the diffusion of iron into the oxide 
bulk of the oxide FeO (wustite) 

This paper will ask and consider three questions 
These are (1) What ts the nature of the depressed 
transformation temperature for the Fe,O Fe > 
tFeO reaction in very thin oxide films’; (2) What 


leaving the 


the mechanism of the forward transformation of 


Fe,O, to FeO at or near 570 C?; and (3) What is the 
nature and mechanism of the slow reverse trans- 
formation of FeO to FeO, and Fe below 570 C” 
The composition of the oxide as well as its elec- 
trical, magnetic, mechanical, and chemical proper- 
ties depend 


upon the kinetics of these reaction 


Literature Survey 


The composition of the oxide film on pure iron at 
temperatures up to 570 C has been studied exten- 
sively by the electron diffraction method Nelson, 
Jackson and Quarrell,” and Gulbransen and Hick- 
hown that and a-FeO, are formed 


in the temperature range of 225 to 570°C, while 


man’ have 


below 225 C for long 
oxidation times. In very thin tilms FeO (wistite) 

found to form at temperatur as low as 400 C, and 
its existence depends es ally upon the extent of 


-Fe.O, is most hkely formed 


initial oxidation, FeO is not found in the formation 
of thick films below 570°C 

On the other hand X-ray’ and micrographic 
studies show that Fe,O, may exist as the main com- 
ponent in thick films up to 650 C, well above the 
equilibrium temperature for the reaction Fe,QO, 
Fe 4FeO 

The kinetics of the forward and reverse trans- 
formations of the reaction Fe,O Fe = 4FeO have 
not been studied in oxide films. However, analysis 
of the data of Gulbransen and Hickman’ on the heat- 
ing and cooling of iron oxide films of known thick- 

‘sses in high vacua shows that the forward reac- 
tion proceeds rapidly even for a 4000 A film at 
temperatures of 575 to 600 C. The reverse reaction 
or decomposition of wustite (FeQ) occurs at tem- 
peratures below 450°C. Thus, there appears to be 
a slow process in the decomposition which is in 
marked contrast to the rapid forward reaction 

The decomposition of a bulk sample of FeO free 
from the metal has been studied extensively by 
Chaudron, Benard and coworkers using the micro- 
graphic, X-ray diffraction, and thermomagnetic 
methods. Chaudron first observed that the de- 
composition of FeO (wistite) below 570°C occurs 
by the reaction 4FeO ~ Fe,O Fe. Later work by 
Chaudron and Forestier’ showed that the rate of de- 
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composition increases to a maximum at 480°C and 
then decreases as the temperature is further low- 
ered. An X-ray diffraction study by Benard and 
Chaudron” indicated that between 350° and 500°C 
the iron which is first liberated dissolves in the re- 
maining FeO and increases its lattice parameter 

In a recent paper, Chaudron and Benard” have 
shown from a thermomagnetic study that the sta- 
bility of FeO depends upon the temperature of 
formation of the bulk oxide and upon the composi- 
tion of the oxide. The oxides richest in iron are the 
most stable. The temperature for onset of the de- 
composition is found to vary between 350° and 
450°C 


Thermal Data on the Fe,O,-FeO Equilibrium 

Two reactions are of interest: (1) Fe,O, + Fe = 
4FeO, and (2) 3FeO + %O, — Fe,O,. The data of 
Chipman” are used to calculate the free energy 
changes for these reactions. Other reactions in the 
iron-oxygen system have been previously calculated 
and discussed.’ Fig. 1 shows a plot of the results 
expressed in terms of log K, where K is the equilib- 
rium constant. The results show that the oxidation 
reaction (2) is favorable over the temperature 
range given, while the solid phase reaction (1) is 
only favorable above 570°C. In these calculations 
the free energies of the wistite phase, FeO, and of 
the magnetite phase, Fe,O,, are assumed to be inde- 
pendent of the composition. Darken and Gurry 
have shown that there is an effect of composition 
on the free energy of FeO at temperatures of 1100°C 
and higher. However, data are not available for the 
evaluation of this effect at 570 °C. 

The variation of log K with temperature for re- 
action (1) in fig. 1 is small. Therefore, a wide vari- 
ation in the equilibrium temperature is possible if 
free energy differences exist for the FeO or Fe,O, 
films in contact with iron. 

In this paper it should be noted that when we re- 
fer to FeO and Fe.O, we are discussing wiistite and 
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Fig. 1—Fe,0,-FeO equilibria. Log K vs. t°C. 


magnetite whose compositions are determined by 
the iron-oxygen diagram. The wiustite, or FeO, re- 
gion of stability has been studied with great care 
although considerable disagreement exists between 
the recent diagrams of Bénard” and of Darken and 
Gurry.” “ Little information exists on the region 
of homogeneity of magnetite at temperatures near 
570°C 

The electron diffraction camera, furnace, and 
specimen manipulator are similar to those previ- 
ously described 

Specimens are prepared from Puron and Armco 
grades of iron. The analyses and preparation of 
these materials have been described.” * 


Results and Discussion 


Depressed Transformation Temperature in Thin 
Oxide Films: Although the existence of FeO on Fe 
at temperatures as low as 400°C has been noted,* 
this fact is not sufficient evidence that the equilib- 
rium temperature for the reaction Fe,OQ, + Fe = 


reO 

FeO, + 
FeO, 


B. Second Cycle 


= 


~ 


FeO 


+ 
FeO, 


Fig. 2—Forward and reverse transformation, Fe + Fe,O, => 4FeO. 
Vacuum formed film (2x10 
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Table L. Effect of Heat Treatment on the Forward and 
Reverse Transformation Temperatures 


Temperature, °¢ 


Vacuum Forward Reverse 
Condition Cycle Reaction Reaction 
1x10 of Hg 530 450 
Oxide 2 570 465 to 490 
10 “mm of He Too diffuse 
Oxide for study 
2 500 412 
525 


4FeO is different for thin films. Rather, it is neces- 
sary to show that the reaction actually proceeds in 
both directions below 570 °C for thin films 


Experiments are made to show this effect for very 
thin oxide films on Puron and Armco iron. To add 
further information, studies are made on (1) the 


effect of vacuum heating and cooling, (2) the nature 
of the lattice parameter changes in the transforma- 
tion, and (3) the nature of the orientation of the 
oxice crystallites before, during, and after the 


transformations 
Vacuum Formed Oxide Film on Puron 


Fig. 2 


a typical 


diffraction patterns obtained in 
and cooling cycle. An abraded 
heated and oxidized in a vacuum 
The diffraction patterns show, 
which on heating to 


shows the 
heating 
Puron sample is 
of 2x10° mm of Hg 
at 440°C, a pattern of Fe,O 


490° and 530°C changes to a mixture of FeO and 
Fe,O,. At 540 C the pattern is FeO with only a 
trace of Fe,O,. The reverse transformation starts to 


occur at 450 ¢ 
A reheat of thi 


formation occurring 


the forward trans- 
and 580 C while 


sample shows 


571 


between 


the reverse transformation starts to occur between 
495 and 465 C 

The trend of these results has been checked many 
times with (1) different heats of Puron, (2) freshly 
abraded samples, and (3) samples which have been 
oxidized and abraded many times. The experiments 
how that the depressed transformation effect is not 
unique for one heat of Puron and is not affected 
greatly by any concentration of impurities in the 


Table HU. Orientation Relationships in Oxide Films and 
Effect of Heat Treatment 


Vacuum Tempera Struc 
Condition Cyele ture ture Orientation 
Hy He FeO 
Cox icte i FeO Ne i 
45 Oo, N 
2 4 oO s 
2 70 FeO, H 
FeO H ente 
FeO 
B 4 Feo Orte 
s 
FeO 
iH B Ve R 
‘ 
B Ve t 
B FeO I 
2 Feo 
B 412 FeO R 
BR 2 Feo t 
FeO 
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oxide occurring in the vacuum oxidation of a new 
sample of Puron 
This transformation was also studied by visual 


observations alone. For example, two specimens of 
Puron are heated and oxidized in a vacuum of 1x10 

mm of Hg at a rate of 2° to 3°C per min. A diffuse 
and randomly oriented pattern of Fe,O, is observed 
until a temperature of 500°C is reached at which 
point the transformation to FeO occurred. 


Vacuum Formed Film on Armco Iron 


The analysis of Armco iron is approximately C, 
0.015: S, 0.050; Mn, 0.03; Si, 0.01; P, 0.007; and 
balance, Fe. A specimen is heated in a vacuum of 
2x10° mm of Hg. The patterns at low temperatures 
are very diffuse and impossible to analyze. At 425°C 
a pattern of FeO can be distinguished. To obtain 
a thicker oxide film a second specimen is heated in 
a poor vacuum of 8x10* mm of Hg. A mixture of 
FeO and Fe,O, is found at 470°C. The transforma- 
tion to FeO occurred at 525°C. We concluded that 
the effect of the additional impurities in Armco iron 
has no effect on the phenomena 


Effect of Film Thickness 


This effect has been previously studied." We have 
confirmed this work by noting the transformation 
temperature in a thin film of oxide on Puron. A 
specimen is oxidized at 400°C for 1 min and 1 cm of 
O. pressure. Fe,O, is observed until a temperature 
of 552°C is reached at which point the transforma- 
tion to FeO occurred. This experiment, together 
with previous experiments,’ shows that the trans- 
temperature is a function of the oxide 
thickness and has the normal value of 570°C for 
thick films. It should be noted that thick films may 
give higher transformation temperatures since finite 
heaving rates are used. These higher temperatures 
are due to the fact that the rate of the reaction is 
limited by the diffusion rate 


formation 


Effect of Heat Treatment and Film Thickness 


Table I shows the results of consecutively heating 
and oxide films for two different vacuum 
conditions. In a vacuum of 1x10° mm of Hg the 
second heating cycle gives the normal value for the 
transformation temperature. However, the tem- 
perature for onset of the reverse transformation is 
The second experiment is car- 


cooling 


not greatly affected 


ried out in a vacuum of the order of 3x10° mm of 
Hg. The forward transformation temperature in- 
creases for each consecutive cycle, however, the 


normal value is not observed even after three cycles 

The trend of the results may be explained on the 
basis of vacuum oxidation, the extent of which is 
determined by the pressure, temperature, and time 
The 
on the iron. However, as the oxidation proceeds in 
the vacuum, the influence of this initial layer of 
oxide becomes less important and in a vacuum of 
1x10° mm of Hg the second forward transformation 
occurs in the regular manner. The experiment car- 
ried out in a vacuum of 3x10° mm of Hg suggests 
that a number of cycles are necessary to give suffi- 
cient oxidation for the reaction to oceur in the 
normal way 


initial lavers of oxide are in an unstable state 


Orientation Relationsh ps in the Oxide Filn 


An analysis of a number of transformations of 


oxides of varying thickness shows that in some cases 
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| | 


FeO, 


fizec 


the paiterns consist of a number of ares, indicating 
certain crystallographic directions are favored in 
the growth of the film while other patterns consist 
of uniform half circles and indicate a random 
growth of the film. The presence of arcs in the 
diffraction pattern will be referred to as the pres- 
ence of orientation effects in the oxide film. An 
analysis of the transformation where orientation 
effects are present leads to some interesting con- 
clusions 

Table II shows the effect of heat treatment on the 
orientation effects observed for two vacuum-formed 
oxide films. The oxide film formed under a vacuum 
of 1x19° mm of Hg shows no appreciable orienta- 
tion during the first heating cycle, where a de- 
pressed transformation temperature is noticed 
However, a second heating cycle gives a highly ori- 
ented oxide and a normal transformation is ob- 
served. The second vacuum-formed oxide film 
(3x10° mm of Hg) shows no orientation effects for 
the three heating cycles and depressed transforma- 
tion temperatures are observed in each case. Thicker 
oxide films give no orientation effects 

The results shown in table II and evidence on 
thicker films may be summarized as follows: (1) 
The thin oxide films which are nearly random in 
orientation have depressed transformation tempera- 
tures, (2) as the oxide increased in thickness the 
Fe,O, lattice takes on a highly oriented structure 
these films giving more nearly normal transforma- 
tion temperatures, and (3) above a certain film 
thickness the oxide need not be oriented to have 
the normal transformation temperature 

Fig. 3 shows a typical second cycle transforma- 
tion. As the Fe,O, is heated the orientation increases 
and is carried over into the FeO and Fe,O, formed 
by transformation. Thus, the prominent orientation 
of the 2.54 and 2.10 A lines in Fe,O, corresponding 
to the 311 and 400 planes is carried over into the 
2.47 and 2.14 A lines in FeO corresponding to the 
111 and 200 planes 

Lattice Parameters 

It has been suggested that the Fe,O, formed in 
the thin oxide films on Fe is in an unstable state due 
to the effect of the underlying Fe. This may be ex- 
pected to occur in the first layers of oxide if we 
compare the reduced parameters as suggested by 
Goldschmidt” for Fe,O, (2.803A) with that for Fe 
(2.86A) and that for FeQ (2.86A) 

Unfortunately, it is very difficult to make pre- 
cision measurements of these thin oxide films by 
electron diffraction and especially so if the lines are 
very diffuse. A comparison of the Fe,O, parameters 
of a number of depressed transformations reveals 
consistently higher values. The magnitude of the 


FeO, 


ec 


Fig. 3—Orientation effects. Forward and reverse transformations. 


Second cycle vacuum is 10 > mm Hg. 
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FeO +tr. FeO, 
+tr. a— 


562 OC 


effect, 1 to 3 pet, is within the range expected. How- 
ever, the diffraction data give values for a, which 
are a function of the radii of the diffraction ring. 
Further experimental work is necessary to show 
the effect conclusively 


Interpretation of Depressed Transformation 
Temperature 


The fact that the transformation of Fe,O, to FeO 
occurs at or near 570°C indicates that the reaction 
follows the equation Fe,O, + Fe = 4FeO and the 
depression of the equilibrium temperature must re- 
sult from a change in free energy of either FeO or 
Fe,O, in thin films when present on iron as com- 
pared to their normal values. The extent of this 
free energy change can be evaluated from fig. 1 
Table III shows the free energy change necessary 
to account for the depressed transformation tern- 
perature. At 400°C, for example, this value is 1940 
cal per mol. 

It is interesting to speculate on the sources of 
this amount of energy. The following reasons may 
be suggested: (1) Differences in the surface free 
energy associated with the transformation of small 
crystallites of Fe,O, to FeO, (2) the greater degree 
of unmatching of the Fe,O, lattice with the Fe lattice 
than for FeO, (3) the effect of composition of the 
FeO and Fe,O, phases on the free energy and the 
effect of film thickness on the composition, and (4) 
the concentration of impurities in the surface films 
forming different oxides or solid solutions with FeO 
or 

Let us consider each of these reasons in turn 
(1) Crystal size may explain not only the depressed 
transformation temperature, but also the effect of 
film thickness, since the crystallites are found to 
grow as the oxide thickens However, crystal size 
does not explain the increase in lattice parameters 
and the orientation effects. (2) Traces of impurities 
may concentrate in the surface layer if the oxide is 
formed under vacuum conditions. However, spec- 
troscopic analysis does not reveal such a concentra- 
tion. A comparison of the results of freshly abraded 
samples with those which have been oxidized and 
repolished many times shows no difference in be- 
havior. In addition, the additional impurities pres- 


Table HI. Free Energy Associated with Lowered 
Transformation Temperatures 


Transformation Free Energy 


Temperature, °C Cal per Mol 
400 1,940 
450 1,422 
500 778 
550 150 
70 0 
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Fig. 4—Effect of film thickness on transformation 
temperature. 


Vacuum formed film. B. Thin film (300°C mm ©, min) 
Thick film (550°C em ©. 30 min) 


ent in Armco iron do not affect the results. (3) The 
effect of composition of the Fe,O, on the transforma- 
tion is impossible to predict because the essential 
thermodynamic lacking. (4) The most 
plausible explanation which fits the observed facts 
is that the Fe,O, which forms in the first few layers 
is in a strained state due to the underlying iron 
lattice. Since the Fe,O, cannot match the Fe as well 
as the FeO, an extra strain energy exists in the thin 
film of FeO, relative to its value in the bulk state 

The strain energy is a positive free energy term 
and will act to give a lower equilibrium tempera- 
ture for the transformation. As the oxide layet 


data are 


thickens the influence of the underlying iron lattice 
becomes Ik important and the strain energy ap- 
proaches zero with a normal transformation occur- 


ring 


The lack of orientation or preferred growth of 


the FeO, formed during the initial film formation 
of interest. It should be realized that the abraded 
irfaces used consist of a highly broken down struc- 


ture of Fe and it not expected that the orientation 


relationships observed by Mehl and McCandless 
for FeO on Fe ngle crystals would show up in our 
diffraction patterr 

Benard ha iggested that two factors determine 
the orientation relationships of the oxide to the 
metal These ure (1) The conservation of the 
pianes oO reatest atomic density, and (2) the con- 
ervation of clo to identical repeat distances in 
the two lattice Further studi are contemplated 


erystals of tron of Known orientation 


Nature of Forward Transformation—Effect of 
Film Thickness: In a previous study 
ented on the Kinetics of the reduction of the higher 


ck FeO, and a-FeO 


data were pre- 


when present in the outer 


Fig. 5—Mechanism of Fe + FeO iFeO reaction 


on pure iron in vacua. 
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layers of a thick oxide film consisting mainly of FeO 
Iron atoms from the underlying metal were shown to 
diffuse through the FeO and react with the Fe,O 
forming additional FeO. A similar mechanism prob- 
ably accounts for the forward transformation on 
heating a film of Fe,O, through its transformation 
temperature of 570 C, except that initial FeO is not 
present. In this section the effect of film thickness 
on this forward transformation will be studied, and 
how such information explains the observed oxide 
structures in the temperature range of 570° to 650°C 

Fig. 4 shows the observed structures of several 
oxide films when heated and cooled at a constant 
rate through the transformation temperature. The 
following oxide film thicknesses are used for the 
study on Puron: (1) A vacuum-formed film, (2) a 
thin film formed by oxidizing at 300°C and 1 mm 
of O. for 1 min, and (3) a moderately thick film 
formed by oxidizing at 550°C in 1 cm of O. for 30 
min. The specimens are heated separately in the 
camera at a rate of 1° to 3°C per min with the 
diffraction patterns being observed visually on the 
fluorescent screen. Photographs of the patterns are 
taken at the points marked on the figure 

Part A of fig. 4 shows the forward transformation 
occurring at 540 C for the vacuum film on the first 
heating cycle and 570°C on the second heating cycle 

Part B shows that for thin films the transforma- 
tion to FeO occurs at 575°C. A second heating cycle 
gave identical results 

Part C of fig. 4 shows that for a moderately thick 
film the transformation occurs at a temperature of 
630 C for both the first and second heating cycles 

These experiments show that time and tempera- 
ture are the important variables in the forward re- 
action. Thus, a thick film requires a longer time for 
transformation than.a thin film at 570°C. A diffu- 
slon picture appears to ‘be consistent with the facts 


Mechanism of the Forward Transformation 


Fig. 5 shows one interpretation of the mechanism 
for the forward reaction 
the film at the start of the reaction are shown at the 
left in the figure. FeO is assumed to form at the 
Fe-Fe,O, interface. This new interface of FeO- 
Fe.O,, shown at (1) in the figure, moves across the 
FeO film until reaction is complete. The kinetics 
of this phase transformation may be 
either by the diffusion of iron through the new phase 
to the old or by the nucleation and growth of the 
new phase. Since 8 unit cells of FeO” can be derived 
from the Fe,O, unit cell by a rather simple process 
electrons and the addi- 


The conditions existing in 


governed 


of shifting of some ions and 
tion of 8 Fe ions to the orig:nel FeO, unit cell, this 
process should occur readily and with a low energy 
of activation 

If we assume that the transformation is unde 
diffusion control, then the quantity dQ of Fe,O 
transformed in a time interval dt is 


K(C 


Here X(t) is the thickness at time, t; D is the dif- 
fusion constant; K is a dimensional constant: and 
Cc and C art 
in FeO in equilibrium with Fe and Fe.O,, respec- 
tively 

The rapid forward transformation is due to two 
facts, first, the quantity of Fe,O, necessary to trans- 


the concentrations of iron vacancies 
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form is small and second, the rate is large 


Xit) 


since the expression is large. For thick 


films the transformation is slower since X(t) is 


large and therefore is small and the quan- 


X(t) 
tity of Fe,O, to be transformed is larger. 

The concentrations C, and C, vary with tempera- 
ture and are given by the iron-oxygen diagram. 
The influence of the term (C C,) increases as the 
temperature is raised above the eutectoid. The in- 
creased velocity of transformation is due to the 
temperature effect on (C C,) and on D 

The above mechanism adequately explains the 
fact that Fe,O, is the main constituent of thick 
films at 650 C as observed by Tesche’ and Benard, 
since for short oxidation times the solid phase re- 
action has not had time to occur, as well as the fact 
that electron diffraction studies on thin films show 
FeO, transforming to FeO at 570°. 


Nature and Mechanism of the Reverse Trans- 
formation: The reverse transformation or decom- 
position of FeO on Fe to form Fe,O, and Fe is a 
complex reaction and occurs by the reaction 4FeO— 
FeO, + Fe. We have noted in the “Literature 
Survey” that in both thick and thin films the re- 
action requires a definite undercooling AT before 
reaction. In this section we will study the products 
formed in the transformation for both thick and 
thin films and the kinetics of the transformation as 
a function of time, temperature, cooling rate, film 
thickness, composition of the oxide, and oxygen 
pressure 

Products Formed 


Both Fe,O, and Fe should be formed during the 
reverse transformation or decomposition of FeO 
However, the diffraction patterns obtained for thin 
and moderately thick oxide films do not usually 
show the Fe structure. It was noted that a thick 
oxide film formed at 700 C by oxidation for 10 min 
with 1 cm of O. will give a pattern of Fe before 
Fe,O, appears when cooled at a rate of 10°C per 
min for the first time. However, subsequent heating 
and cooling cycles show no evidence for the Fe 
structure 

Fig. 6 shows an example of this effect. Fe is first 
observed with FeO at 442°C and Fe.O, finally ap- 
pears at 402°C. Upon heating the Fe lines persist 
even after transformation to FeO has occurred 
These lines disappear upon further heating. Vacuum 
oxidation probably plays a part in this disappear- 
ance 

Similar results are obtained for a film formed at 
500°C for 1 min and 1 cm of O, when heated to 


590 C and then cooled. Fe lines are observed upon 


slow cooling together with FeO and FeO, at 488 C 
A second heating and cooling cycle does not show 
this effect 


Kinetics 


have used two factors to 
characterize a decomposition reaction of this type 
These are: (1) The undercooling, AT, at which 
temperature the reaction proceeds, and (2) the rate 
of decomposition. We feel that three factors should 
(1) The temperature, (2) the time for 
onset of the reaction at the particular temperature, 


Chaudron and Benard 


be used 
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Fig. 6—Formation of Fe in reverse transformation. 
Thick film (700°C 10 min, | em O.) 


and (3) the time for completion of the reaction 
This breakdown has several advantages: (1) The 
undercooling AT as expressed by Chaudron and 
Benard” is effected by the cooling rate, and (2) the 
temperature and time for onset of reaction gives 
additional information on the reaction. Reactions 
will proceed at temperatures considerably highe1 
than the AT at which reaction proceeds rapidly on 
direct cooling if sufficient time is allowed for the 
reaction to start 

No method has been proposed which can study 
the kinetics of reactions occurring within the oxide 
film when present on a metal. However, the electron 
diffraction method can give useful information on 
the kinetics of the reaction, if we assume that the 
surface sampling is typical of the film as a whole 
The method is limited also by the fact that the 
presence or absence of a second phase can only be 
determined when present to the extent of 5 to 10 pet 

Effect of Oxygen Pressure on the Direct Under- 
cooling AT for Transformation: The atmosphere 
surrounding the specimen may affect the degree of 
undercooling AT and the rate of transformation in 
two ways. (1) The oxygen may oxidize the FeO to 
Fe,O,. This reaction is possible thermodynamically 
at temperatures up to 1000°C. The Fe,O, thus 
formed gives a false picture that transformation 
had occurred internally. (2) The oxygen pressure 
may affect the nucleation and growth centers for 
Fe,O, by its action on the number of vacancies in 
the FeO lattice 

We have studied the effect of low-oxygen pres- 
sures on the undercooling AT for a moderately thick 
film (500°C, 1 em O,, 1 min) and for a thick film 
(700 C, 1 em O, 10 min). The moderately thick 
films are heated to 700°C before cooling, while the 
thick films are held at 600°C for 2 hr. The tem- 
perature for the start of transformation is used to 


Table IV. Effect of Oxygen Pressure on FeO-Fe 0, 
Transformation Temperature Cooled at Rate of 
10°C per min 


Oxygen Pressure Transformation Temperature, 
mm of Hg Start. 
A. Initial Film (1 em of O., 550°C and 11 min) 

Heated to 750° 


1 6x10 630 


0 85x10 
0.5x10 195 
0. 18x10 174 
0.01510 444 


B. Initial Film (1 em ef O., 700° and 16 min) 
Heated to 600°C for 2h 


ix10 
1x10 472 
ixl0* 
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Table V. Effect of Film Thickness on Time for Onset 
and Completion of Reverse Transformation at 500°C 


Vacuum 
Conditions 
Oxidation During Time for Time for 
Conditions Experiment, Onset, Completion, 
of Film mm of Hg Min Min 
A. Vacuum formed oxide 2x10 No transformation 
2x10-' mm of He as FeO is 
stable phase 
B. Thin film 305°¢ 1x10 500 to 1,000 Less than 
l min 1 mm ofO 500 
C. Thick film 700°C 1x10 75 
10 min l em of O 70 20 
evaluate AT. Table IV shows the results. Fe,Q, is 


observed to form at temperatures well above 570°C 
which indicates that the oxidation reaction Is oc- 
curring 

For low-oxygen pressures where AT is positive, 
we cannot prove that the increase in \T for reaction 
is due to either the effects of the oxidation reaction 
or to the change in nucleation and growth factors 
in the formation of Fe,O,. In any case the trans- 
formation characteristics are sensitive to the oxygen 
pressure and this factor must be carefully controlled 

Effect of Film Thickness: Table V shows a com- 
parison of the transformation factors of a yvacuum- 
formed film with a thin oxide and a thick oxide film 
The comparison is made at 500°C of the time fo1 
f transformation and time for completion of 
These and other experiments show 


onset 
transformation 
that the transformation factors are strongly affected 
by the film thickness with the thin films being the 
most stable to decomposition. Fig. 5 shows a time- 
temperature-structure plot of part B of table V 
The time scale is logarithmic 

Effect of Cooling Rate on Degree of Undercooling 
AT: Since Chaudron and Benard’ have indicated 
that the value of AT is one of the characteristic 
factors for reaction, it is of interest to study AT as 
a function of the cooling rate for a constant vacuum 
condition of 1x10 mm of Hg. If the thin film speci- 
men shown in part B of table V is cooled very 
slowly, the transformation occurs at a temperature 
of about 500°C. However, the film transforms at 


Table VI. Effect of Temperature on the Time for Onset 
and Completion of the Reverse Transformation 


Initial Oxidation 700°C, 10 min at | em of O 
Samples Cooled to Temperature at Rate of 11°C per min 


Time for Onset Time for 
Temp at Tempera- Completion 
ture, min min 


Heated te 736°C before cooling. Vacuum, mm of Hg 


Th 4 1-Fe.Oy appear 225 
te re 


470 
420 


Heated to 600°C for 5 min before cooling. Vacuum, x10 mm ef Hg 


470 


‘oO min before cooling 


Vacuum, tx!0 mm of Hg 


20 
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470°C when cooled at a rate of 5°C per min and at 
418°C when cooled at 11°C per min. Similar results 
are observed with thick films. 

These results have two explanations. First, the 
effect is one of time for nucleation to start at a 
given temperature, the slower cooling rates favor- 
ing the starting of the reaction at a higher tempera- 
ture. Second, the effect is due to reaction with the 
oxygen or water vapor present in the vacuum which 
is a function of time and temperature. In general, 
we favor the former explanation. 

Effect of Temperature on the Time for Onset and 
Completion of the Reverse Transformation: The re- 
lationships between the times for onset and com- 
pletion of the decomposition are studied for several 
temperatures and a vacuum of 2x10° mm of Hg. 
The data are obtained by reheating successively this 
specimen to 750°C before cooling or to 600°C for 
5 or 120 min before cooling. The specimens are 
cooled to the given temperature at a rate of 11°C 
per min, The time for onset and for completion is 
studied visually on the fluorescent screen. It is 
noticed that there is a trend in the data as a func- 
tion of the number of cooling cycles. However, re- 
producible results are achieved after 10 coolings 

Table VI shows the results. The times noted are 
subject to the experimental errors inherent in ob- 
serving the appearance or disappearance of a second 
phase by diffraction methods. 

At temperatures above 500°C the reaction has a 
long induction period and the time for completion 
of the reaction is very long. However, at 420°C 
the transformation has a very short induction period 
These results are in essen- 
tial agreement with the work of Chaudron and 
Forestier’ on the decomposition of bulk samples 
Also the results show the value of using the three 
factors to characterize a reaction of this type 


and is complete in 5 min 


Effect of Composition of the Oxide on the Reverse 
Transformation: In a recent work, Chaudron and 
Benard’ have studied, using the thermomagnetic 
method, the effect of composition on (1) the tem- 
perature for onset of transformation and (2) the 
rate of the reverse transformation. Unfortunately 
details of the rate of cooling are not given 

It is of interest to note that Chaudron and 
senard’s" curves show that FeO rich in oxygen has 
the lowest temperature (greatest AT) for onset of 
transformation and the largest rate of reaction 

In the presence of Fe and high vacua it is not 
possible for us to prepare and maintain FeO with 
oxygen concentrations higher than the eutectoid 
(76.85 pet Fe, Bénard”). A preliminary study of 
the composition effect can be made by comparing 
the transformation characteristics for two iron- 
oxygen ratios on the iron side of the FeO range of 
stability These compositions are (1) FeO in 
equilibrium with Fe at 700°C (77.8 pct Fe) and (2) 
FeO in equilibrium with Fe at 600°C (77.2 pct Fe) 
To compare the results with those of Chaudron and 
Benard’ we have chosen to observe the tempera- 
ture for onset of the transformation using a cooling 
rate of 11 C per min 

Table VII shows the results. The specimen of 
Puron is given an initial oxidation at 700°C for 10 
min at 1 ecm of O.. To insure equilibrium with the 
iron the specimens are held at the temperatures of 
700° and 600°C for 1 or 2 hr. An analysis of previ- 
ous data‘ indicates that equilibrium is attained at 
700 C in a few minutes and at 600°C in 2 hi 


teu 
fs 
{ apps 270 
y before 
4) 
3 wee 75 25 
00 0 
= 15 
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It will be noticed in table VII that the tempera- 
ture of onset of transformation decreases with the 
number of heating and cooling cycles until cycle 10 
is reached. It is seen that cycles No. 10, 11 and 13 
(sample held at 600°C) show a temperature for 
onset of transformation of 320° to 335°C while those 
held at 700°C (12 and 14) show a temperature of 
372° to 378°C. The oxides richest in iron (700°C) 
show a higher temperature for onset of transforma- 
tion and those specimens also require a somewhat 
greater temperature interval to complete the trans- 
formation than do the oxides somewhat poorer in 
iron (600°C). 

Table VIII shows the results of the effect of com- 
position on the time for onset and time for comple- 
tion of the reverse transformation at a temperature 
of 450°C. It is seen that the oxide richest in iron 
nucleates a little more readily than the oxide a little 
poorer in iron. The time for completion of the re- 
action is approximately the same for both composi- 
tions. These results are in agreement with those 
shown in table VII. 

The effect of composition on the temperature for 
onset or the time for onset of transformation are in 
general agreement with the observations of Chaud- 
ron and Bénard.’ However, no agreement is found 
for the effect of composition on the rate of the 
transformation, 

Criticism may be directed against both the elec- 
tron diffraction and the thermomagnetic methods 
First the electron diffraction method may not indi- 
cate the nature of the reaction in the bulk of the 
oxide. Also, due to the limitations on the rate of 
cooling, 11°C per min, the composition of Fe in the 
700°C run may be somewhat lower than 77.8 pct 
Second, we feel that the thermomagnetic method 
may not give the complete picture for the following 
reasons: (1) The magnetic separation of Fe,O, from 
FeO may not be complete in the sense that small 
nuclei of Fe,O, may remain within the FeO particles, 
and (2) the iron nuclei which form on cooling may 
be of different size and thus give a different mag- 
netic behavior, The magnetic properties of Fe are 
known’ to be a function of the particle size below 
100A. Since Fe nuclei are not usually observed, the 
size of the particles may be near the region where 
the magnetic properties depend upon the size. 


Mechanism of the Reverse Transformation: Any 
mechanism suggested for the decomposition of FeO 
in oxide films when present on iron must explain 
the products and structures formed in the reaction 
and the kinetic observations. Two mechanisms may 
account for the fact that Fe is not usually observed 
during the transformation except in the initial 
cooling of thick oxide films: (1) The Fe crystallizes 
in extremely small particles of the order of 5 to 50A 
in diam and these then grow very slowly giving in- 
coherent diffraction patterns, and (2) supersatura- 
tion of Fe occurs in the FeO lattice which not only 
takes up some of the Fe but also permits the Fe to 
be transported to the metal interface forming new 
metal 

The following evidence favors the former mecha- 
nism: (1) The kinetics may be explained by a 
nucleation and growth process, (2) a micrographic 
study by Chaudron® of the decomposition of FeO 

n Fe shows Fe precipitating at the grain boundaries 
of the oxide and not at the metal interface, and (3) 
the appearance of a diffraction pattern of iron afte: 
cooling for the first time an oxide film after equilib- 
rating with Fe at 700°C. 


Table VII. Effect of Oxide Composition on Reverse 
Transformation Temperature 


initial Oxide Formed at 700°C. Vacuum, $x10-* mm of Hg 


Tempera- 
ture for 
Completion, 


Cooling Precooling Tempera- 
Cycle Conditions, ture for 

No. °c Onset, °C 

2.6 hr at 700 

2h 700 

600 

600 

700 

600 

700 


The evidence favoring the diffusion mechanism is 
the recent unpublished work of Richardson” on the 
mechanism of reduction of the oxides on Fe between 
700° and 900°C. Here, the Fe freed in the reaction, 
is transported through the oxide to form a new 
metal phase. However, this mechanism cannot in- 
terpret the kinetic data on the decomposition. 

The formation of a-Fe,O, in some of the decom- 
positions is interesting since this reaction is also 
possible thermodynamically. It may indicate that 
a small amount of oxidation is occurring in the 
vacuum of the camera, especially of particles in poor 
contact with the oxide film. 

The most plausible explanation of the reverse 
transformation is a process of nucleation and growth 
of Fe and Fe,O, particles. Under certain conditions 
the nucleation and growth of Fe,O, is the rate con- 
trolling process. However, the more usual case is 
that the Fe nuclei are controlling the rate of trans- 
formation for two reasons: (1) The Fe nuclei repre- 
sent only 13 pet of the original oxide volume and 
are of a smaller size, requiring a larger amount of 
energy to form, and (2) interchange between FeO 
and Fe,O, may occur readily due to similarity in 
lattice structures 

The theory of nucleation and growth has been 
developed by Volmer and Weber” and by Becker” 
and applied to metal systems by Mehl and Jetter. 
A summary of the theory as applied to the decom- 
position of FeO wili be given assuming that the 
nucleation and growth of Fe is the rate governing 
process. Similar equations would apply to a system 
in which the rate governing process is the nuclea- 
tion and growth of Fe,Q,. 

The free energy required to form an Fe nucleus 
of radius, rT; area, A; and volume, V; in the Fe,O, 
film is given as the sum of two terms if no elastic 
stresses are present. 


AF 4n ro 4/3 «r’® Af {1] 


Table VIII. Effect of Oxide Composition on Time 
for Onset and Completion of Transformation 


Initial Oxide 700°C, 10 min Lem of O) Vaceum, 3x10 * mm Hg 
Time for Time for 


Onset, Completion, 
Precooling Conditions min 


700°C lhr 


Cooled to 458°C in 
Held at 450°C 77 


B 600° 1 hr 


Cooled to 458°C in 18 min 
Held at 450°C 77.2 pet Fe 
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398 
315 
‘ 290 : 
290 
325 
290 
325 
A 
| 
| 
| 
4 
| 
| 
mir 128 0 
8 pet Fe pala 
opal 


Here Af refers to the free energy increase per unit 
volume and o« the interfacial energy 


The maximum value of 


AF [2] 


for regions of radius 


r 2a /Af [3] 


The rate of nucleation (N) of the iron crystals is 
given by 
Foo + Q 


N = Ke = [4] 


Here Q is the activation energy for the process of 
adding or removing one atom from the nucleus. Q 
is nearly independent of temperature, while AF 
decreases with the degree of undercooling, since Af 
increases with the degree of undercooling. The rate 
of nucleation is a maximum at a_ temperature 
0< T< T. where (AF,,. + Q)/RT is a minimum. 
Tr. is the equilibrium temperature 

Since the amount of Fe freed during the trans- 
formation is a function of the thickness, it is prob- 
able that the size of the nuclei which can form will 
depend upon the thickness for thin films. Above a 
certain thickness this effect will be small. By eq 3, 
the value of Af must be larger for the nucleation of 
Fe in thin films than for thick films. Since Jf is a 
function of the degree of undercooling, AT, the re- 
verse transformation occurs only at a temperature 
well below the equilibrium value 

The effect of composition is interesting in relation 
to the nucleation and growth theory. It may be ex- 
pected that an oxide rich in Fe should nucleate 
more readily than for an oxide rich in oxygen. This 
is observed experimentally here and by Chaudron 
and Benard.’ The rate of nucleation and growth of 
Fe and FeO, should not appear to be a strong func- 
tion of the composition since the oxides after initial 
nucleation of Fe and FeO, are of nearly the same 
composition if we assume that the first iron saturates 
the lattice rapidly 


Summary 


Three problems are considered in this work: (1) 
The nature of the depressed transformation tem- 
perature for the FeO, + Fe 4FeO reaction in 
extremely thin oxide films, (2) the nature of the 
transformation of Fe,O, to FeO at or near 570°C, 
and (3) the nature and mechanism of the slow re- 
verse transformation of FeO to Fe.O, below 570°C 

Electron diffraction studies show that the forward 
and reverse transformations of Fe,O Fe = 4FeO 
may occur below 570°C for thin films and that FeO 
may exist as a result of thin film oxidation at tem- 
peratures as low as 400°C. This depressed trans- 
formation temperature is characteristic only of thin 
oxide films and subsequent vacuum oxidation during 
reheating of the gives the normal o1 
closer to normal transformation temperatures. It is 


pecimen 


to be noted also, that the lattice parameter of the 
initially formed oxide is greater than normal which 
indicates that the oxide ts in a strained state. It is 


concluded that the depressed transformation may be 
due to the strained state of the Fe.O, in attempting 
to match the repeat distance in the underlying Fe 
lattices 
Kinetic studies are made of the FeO Fe=4FeO 
to 630°C for thin 
found for thin 


reaction at temperatures of 70 


and thick film A rapid reaction 
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films and a slow reaction for thick films. The 
mechanism of this transformation can be expressed 
by a simple diffusion picture of Fe ions diffusing 
through the FeO already formed to reduce the Fe,QO,. 

Studies on the reverse transformation 4FeO = 
Fe,O, + Fe indicate a slow reaction for thin and 
thick films with a considerable degree of under- 
cooling necessary for reaction. Three factors are 
used to characterize the transformation: (1) The 
temperature, (2) the time at this temperature for 
the onset of decomposition, and (3) the time at this 
temperature for completion of the reaction. 

The kinetics of the transformation are studied as 
a function of time, temperature, and composition of 
the oxide. A process of nucleation and growth of 
Fe and Fe,O, crystals in the oxide lattice is sug- 
gested as a possible mechanism for the reaction 
Rate expressions are suggested following the theo- 
ries of Volmer and Weber and of Becker. The free 
energy required to precipitate the small Fe or Fe,O, 
nuclei is obtained by a large degree of undercooling 
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news 


Annual Meeting Program Covers 
Wide Range of Metallurgical Subjects 


The annual meeting of the American Institute of 
Mining and Metallurgical Engineers will be held at 
the Jefferson and Statler Hotels, St. Louis, Feb. 19 to 
22, with the former as official headquarters. The 
Welcoming Luncheon, Smoker and Student Forum on 
Monday night, the Informal Dance, Tuesday night 
and the Annual Banquet and President's Reception 
Wednesday night, will be at the Jefferson. The Met 
als Branch and Petroleum Branch dinners on Tues- 
day night will be at the Statler. The Mining Branch 
except for three sessions, at the Statler, will present 
its technical program at the Jefferson and the Metals 
and Petroleum Branches will hold their sessions at 


A Research in Progress Session of the Institute of 
Metals Div., such as proved so successful at the fall 
meeting, will be a feature of the annual meeting 
A feature of the Iron and Steel Div. program will 
be an all-day Symposium on Sulphur. While not 
completed, the following is a tentative lineup of the 
technical meetings 
Monday Morning—The Institute of Metals and Iron 
and Steel Divisions will each hold a joint technical 
session. For the Extractive Metallurgy Div. there 
will be two sessions: (1) Aluminum and Magnesium 
and (2) Lead—Miscellaneous 
Monday Afternoon—The Institute of Metals and Iron 
and Steel Divisions will hold one session each. The 
IMD Membership Committee meets at 4:30 o'clock 
Extractive Metallurgy Div. schedules a session: Zinc 
Miscellaneous 
Tuesday Morning—Institute of Metals Div. and Iron 
and Steel Div. Fave one session each. The Howe Me 
morial Lecture will be delivered by J. R. Vilella, Re- 
search Laboratory, U. S. Steel Corporation of Dela- 
ware, at 11 o'clock. Extractive Metallurgy Div. has 
two sessions: (1) Titanium and Unusual Metals ‘con- 
tinued in afternoon); (2) Symposium on Removal 
and Recovery of Zinc and Lead from Furnace Slag 
‘continued in afternoon) 
Tuesday Afternoon—Institute of Metals Div. and Iron 
and Steel Div. will hold one session each; and the 
Extractive Metallurgy Div. will continue its morning 
sessions 
Wednesday Morning—Institute of Metals Division will 
hold one session. The annual IMD lecture by G 
Borelius, Royal Institute of Technology, Stockholm 
Sweden, will be at 11 o'clock. The Iron and Steel Div 
will have one session and the Extractive Metallurgy 
Div., two sessions: (1) Symposium on Electrolytic 
Zinc; (2) Copper—Cobalt— Miscellaneous 


Wednesday Afternoon—Institute of Metals Div. will 
have one session, another session will be held on 
Powder Metallurgy, and the Extractive Metallurgy 
Division will hold two sessions: (1) Symposium on 
Electrolytic Zinc; (2' Physical Chemistry of Extrac- 
tive Metallurgy ‘continued Thursday morning and 
afternoon) 

The Southwestern Section of the National Open 
Hearth Committee will hold its annual February 


Metals Branch Activities 


the Statler Hotel during the meeting 

The Council of Section Delegates will meet on Sat- 
urday and the Board of Directors will convene in 
general session on Sunday afternoon, at the Jeffer- 
son. The annual business meeting of the Institute 
will be on Tuesday afternoon. The Mineral Industry 
Education Div. will hold its usual Sunday sessions, 

Whereas the technical pregram for Monday through 
Thursday still is in a state of flux and the meeting 
schedules shown here are tentative, there is a degree 
of fixation in that it has been necessary to assign 
rooms of appropriate seating capacities to sessions of 
anticipated attendances 


Awards To Be Presented at the 
Annual Meeting 


Charles F. Rand Medal to James Draper Francis 

William Lawrence Saunders Medal to Clyde 
Ewarts Weed 

Erskine Ramsey Medal to James B. Morrow. 

Robert W. Hunt Medal to R. R. Webster and 
H. T. Clark 

C. H. Mathewson Gold Medal to C. S. Barrett 

Robert H. Richards Award to Frank R. Milliken. 

Rossiter W. Raymond Memorial Award to A. J. 
Shaler. 

J. E. Johnson, Jr. Award to Samuel Naismith. 


meeting at the Lenox Hotel, followed by a dinner to 
which all Iron and Steel Div. members and their 
friends are invited 

Thursday Morning—Institute of Metals Div. and the 
Iron and Steel Div. have scheduled one session each 
The Extractive Metallurgy Div. will hold one session 

Physical Chemistry of Extractive Metallurgy 
Thursday Afternoon—The Metals schedule consists of 
one session for the Institute of Metals Div., a Powder 
Metallurgy seminar, and the concluding session of 
the EMD symposium on Physical Chemistry of Ex- 
tractive Metallurgy 


Luncheons and Annual Dinner 


Committee luncheons scheduled are 

Tuesday: Executive Committee, Institute of Metals 
Division 

Wednesday: Executive Committee, Extractive Met- 
allurgy Division; Committee on Physical Chemistry 
of Steelmaking 

Thursday: Executive Committee, Iron and Steel 
Division; Powder Metallurgy Committee 

The Metals Branch dinner, preceded by a cocktail 
party, will be on Tuesday evening 


Woman's Auxiliary 


The program of the Woman's Auxiliary includes 
their annual meeting on Tuesday morning, a round 
table discussion session on Wednesday morning and 
special social] features that will be announced later 
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Names and addresses of the Nominating Committee 
for Institute officers for 1952 are given below, as pro- 
vided in Article IX, Sec. 2, of the AIME bylaws. In 
each case, the name in parenthesis is that of the al- 
ternate, who will serve only in the absence of the 
principal at the meeting of the Committee which 
will be held at St. Louis during the week of the An- 
nual Meeting, Feb. 19 to 22, 1951 

Members designated by the Council of Section 
Delegates: W. L. Zeigler, general manager, Pend 
Oreille Mines and Metals Co., Metaline Falls, Wash 
(Wallace G. Woolf, Box 209, Kellogg, Idaho’; Henry 
T. Mudd, 1206 Pacific Mutual Bldg., Los Angeles 14, 
(James A. Kavenaugh, 950 N. Highland Ave., Los 
Angeles 38): Albert Mendelsohn, president and gen- 
eral manager, Cananea Consolidated Copper Co 
Cananea, Son., Mexico ‘(P. D. I. Honeyman, vice-pres- 
ident and general manager, Inspiration Consolidated 
Copper Co., Inspiration, Ariz.); Herbert M. Cooley 
assistant metallurgical enginee Bethlehem Steel 
Co., Box 2171, Tulsa 2, ‘P. P. Manion Jr., Stanolind 
Oil and Gas Co., Stanolind Blidg., Tulsa’; Paul R 
Turnbull, manager, drilling and production dept 
La Gloria Corp., P.O. Box 779, Corpus Christi, Texas 
(M. D. Cooper, National Coal Assn., 5430 Aylesboro 
Ave., Pittsburgh 17); Philip D. Wilson, Lehman Bros 
1 William St.. New York ‘James Douglas, Phelps 
Dodge Corp., 40 Wall St.. New York 5); R. Schuh- 
mann Jr. associate professor of process metallurgy 
MIT, 77 Massachusetts Ave., Cambridge 39, Mass. (H 
Rush Spedden, MIT, Cambridge 39, Mass.); Herbert 
R. Hanley, emeritus professor of metallurgy, Box 318 
Rolla, Mo. ‘L. P. Davidson, Box 222, Monsanto, IL.) 
Richard F. Miller, assistant to vice-president, re- 

earch and technology, Carnegie-Illinois Steel Corp 

434 Fifth Ave Pittsburgh 30 ‘John T. Ryan Jr 
Mine Safety Appliances Co., 201 N. Braddock Ave 
Pittsburgh 8'; Harry M. St. John, superintendent 


dept. 5, Crane Co., 4100 S. Kedzie Ave., Chicago 5 


Nominating Committee for AIME Officers in 1952 


(Rudolph Tietig Jr., engineer, A. J. Boynton & Co., 
58 E. Washington St., Chicago 2); E. D. Dickerman, 
2251 S. Cook St., Denver 10 (C. L. Barker, 308 Jas- 
mine St., Denver? 

Members designated by the Branch Councils: S. J 
Swainson, director mineral dressing laboratory, 
American Cyanamid Co., 1937 W. Main St., Stamford, 
Conn. (Veleair C. Smith, Kanawha Valley Bidg., 
Charleston, W. Va.); J. Murray Riddell, head, dept 
of mining engineering, Michigan College of Mining 
and Technology, Box 144, Houghton, Mich. (Richard 
W. Smith, 1615 H St.,. N.W., Washington 6, D. C.); 
T. L. Joseph, assistant dean, Institute of Technology, 
University. of Minn. School of Mines and Metal- 
lurgy, Minneapolis, Minn.; Lloyd E. Elkins, production 
research director, Stanolind Oil and Gas Co., P.O 
Box 591, Tulsa 2, Okla. (R. C. Earlougher, 319 E. 4th 
St.. Tulsa 3, Okla.) 

Members designated by President McLaughlin 
Clayton G. Ball, vice-president, Paul Weir Co., 20 No 
Wacker Dr., Chicago 6, (Philip R. Bradley, Jr., presi- 
dent and general manager, Pacific Mining Co., 1022 
Crocker Bldg., San Francisco); John R. Suman, vice 
president and director, Standard Oil Co. (N.J.), 30 
Rockefeller Plaza, New York 20, ‘Howard C. Pyle, 
president, Continental Consol. Corp., 1562 Razal Blvd., 
Glendale 7, Cal.); T. C. Federson, general superin- 
tendent, Bunker Hill Smelter, Box 29, Kellogg, Idaho, 
‘(John D. Sullivan, Battelle Memorial Institute, 505 
King Ave., Columbus 1, Ohio) 

The Committee will welcome suggestions for the 
official slate for 1952. The following offices are to be 
filled: President for 1952, President-elect ‘ivr 1953 
two Vice-Presidents, and five other Directors. The 
terms of the following Directors expire in February 
1952: L. E. Young, A. B. Kinzel, Philip Kraft, H. W 
Johnson, William J. Coulter, Erle V. Daveler, James 
L. Head, and George P. Swift. All are eligible for 
re-election 


Research In Progress Session 
Planned For Annual Meeting at St. Louis 
The recent success scored at the IMD meeting in 


Chicago, guaranteed the continuation of the novel 


Research In Progress Session for the annual meeting 
in February. The past interest in this type of session 
indicates it may well become a regular feature of 
IMD meetings 

Abstracts for the Research In Progress Session tor 


the annual meetings should be submitted to Thomas 
E. Lloyd, Editor, JournaL or Metats, 29 West 39 St 
New York 18, N. Y. by Dec. 18, and should be limited 
to about 150 words. The abstract should stress, with 
details of work, the project, line of work, 


oul @ivine 
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and particularly its potential implications on future 
metallurgical, production, design, and equipment 


trends 


Business Meeting Scheduled 


The Annual Business Meeting of the AIME will be 
held at the Hotel Jefferson, St. Louis, at 4 p.m. Tues- 
day, Feb. 20, 1951 Newly elected Directors and 
officers assume their duties at this meeting. A report 
of the financial condition of the Institute will be 
made, as well as reports of the principal officers and 
standing committees. All AIME members are invited 
to attend. Immediately afterward, at 5 p.m., the 
new Board will meet in executive session 


The Western Sec- 
tion, National Open 
Hearth Stee! Com- 
mittee, Iron and 
Steel Div., AIME, on 
a weekend trip to 
Las Vegas, Nev., vis- 
ited plants of U. S. 
Limestone Corp. 
Thirty - three made 
the trip. 
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Engineering Groups Participate 
In Centennial Meeting and Exposition 


Eleven American and one Canadian technical so- 
cieties will participate in the international convoca- 
cation to celebrate 100 years of engineering as an or- 
ganized profession in the United States. This con- 
vocation, organized under Centennial of Engineering, 
1952, Inc., is designed to provide an opportunity for 
all engineers to exchange ideas and information 
The American Society of Civil Engineers was formed 
in 1852, the first American engineering society 

Invitations have been extended to an additional 60 
technical societies in this country and to appropriate 
societies of international scope, or of national scope 
in other countries. The international societies will 
be invited to hold their annual meetings in Chicago 
during the convocation from Sept. 3 to 13, 1952 
Where it is not feasible for the societies of other 
countries to hold meetings in this country, it is hoped 
that they will send representatives to the convoca- 
tion 

An important part of the celebration will be an ex- 
position during July, August, and September, in 
1952. It will be held at the Chicago Museum of Sci 
ence and Industry. The show will be a pageant about 
America, how it grew and prospered over the years 
and how it can continue to grow 

A permanent engineering exhibit will be built in 
the Museum, where it may be open to visitors in 
July, 1952, and during the years that follow 


Dues Payable Jan. |, 1951 


Pursuant to Article If, Section 2, of the bylaws of 
the AIME, notice is herby given that dues for the 
vear 1951 are payable Jan. 1 as follows 


Members and Associate Members $20.00 
Junior Members for the first sir years of 
Junior Membership 12.00 
unior Members, thereafter 17.00 
Student Associates, including an annual sub- 
scription to a monthly journal 4.50 
Student Associates, without journal subscrip 
tion 200 


Mailing of dues bills began in September and will 
be completed in December. Prompt payment will 
assure uninterrupted receipt of journals desired in 
1951. If, for any reason, a bill is not received within 
a reasonable time after the last mailing date, Dec 


31, Institute headquarters should be notified 


25 Qualify for Legion of Honor 


Just 25 AIME members qualify next year for the 
Legion of Honor, having been Institute members 
for 50 years. They are 


H. C. Boynton L. F. S. Holland 
Arthur C. Brinker V. F. Stanley Low 
James F. Brophy W. T. MacDonald 


Donald G. Brown E. A. Manners 
George A. Camphuis Herbert A. Megraw 
George L. Collora F. L. Morris 
Thomas Com Horace Moses 
J.V.N Dort Arthur C. Spencer 
Lucien Eaton 

John M. Fitzgerald H. P. Townsend 

K. F. Goransson Charles Henry White 
B. Britton Gottsberger Alexander N. Winchell 
Herbert R. Hanley Lewis E. Young 


They will be awarded a certificate and gold pin at 
the Annual Meeting, or later if they cannot be pres- 
ent on that occasion 


A. J. Shaler and C. S. Barrett Honored 


A. J. Shaler, assistant professor on the MIT faculty, 
has been granted the Rossiter W. Raymond Memorial 
Award for 1951 for his paper: “Seminar on the 
Kinetics of Sintering,” published in the JOURNAL 
or METALS, November 1949. The prize is given for the 
best paper published by an AIME member under 33 
years old 

C. S. Barrett has been named as the first recipient 
of the recently authorized Mathewson Medal, which 
takes the place of the annual Institute of Metals Divi- 
sion award. The award is in recognition of the most 
notable written contribution to metallurgical science; 
it must have been published by the Institute as a 
Transactions paper in the three years preceding the 
granting of the award; and must have been pre- 
sented at a meeting of the Institute of Metals Divi- 
sion. His paper was entitled “Faults in the Structure 
of Copper-Silicon Alloys,” and was published in the 
JOURNAL OF MetTALs for January, 1950 


AIME Bessemer Committee to Meet 


The Bessemer Committee of the Iron and Steel 
Div, AIME, will hold an “off-the-record” meeting on 
Bessemer operating problems, Dec. 14, 1950, in the 
East Room of the Roosevelt Hotel, Pittsburgh, Pa, 
The tonnage of Bessemer steel is appreciable, both 
for duplexing and for Bessemer steel itself, and the 
meetings are of great value. The small attendance 
expected does not reflect upon the quality of the 
meetings, but rather on the limited number of Bes- 
semer operators in the country. Any AIME Member 
who is interested in the program of the Bessemef 
meeting is invited to attend, in addition to those 
operators and metallurgists who normally attend 
these meetings 

The Bessemer Committee, under the chairmanship 
of Dan Loughrey, Supt. Open Hearth & Bessemer, 
Jones & Laughlin Steel Corp., Pittsburgh, is arrang- 
ing a program that will be interesting and valuable 
to all persons interested in or operating Bessemer 
Converters. Serving on the Committee are E. B. 
Speer, vice-chairman; J. Cresswe}l, S. J. Dougherty, 
H. C. Dunkle, K. L. Fetters, H. W. Graham, E. C. Pen- 
rod, E. B. Story, A. W. Thornton, F. L. Toy, and G. M, 
Yocom 

Topics that are expected to appear on the agenda 
are: Vessel linings and bottoms: Mixers; Iron Qual- 
ity: Blowing; Use of oxygen for enriching the blast; 
Additions; Applications of acid Bessemer steel; Du- 
plex process; Pouring practice; Quality and yield; 
Heating and soaking; and Dust control 


AIME Faces Deficit in 1950 


Reviews of the financial position of the AIME in 
1950. as made at recent meetings of the Directors, 
indicate that deficit of some $20,000 may be expected 
The budget at the beginning of the year had been 
precariously balanced at $477,500, but in some in- 
stances income has been less than expected and 
expenses greater. Chief drop from expected income 
has been in advertising in the three journals, which 
had been budgeted at $125,000 and now promises to 
be about $105,000. Expense for the journals may be 
higher than expected, owing to increased printing 
and paper costs. The directory proved more expen- 
sive than anticipated. On the other hand, dues in- 
come has been higher than expected, and certain 
economies in administration and office practices 
have been attained 

Even with the publication of the directory this 
vear, an expense not borne in 1949, the deficit prom- 
ises to be reduced by some $50,000 from 1949 and by 
more than $60,000 from 1948 
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Morris Cohen 
organizer of Re- 
search in Progress 
Session and the 
Panel Discussion 


Session. 


AINING ME TALLURG 
ENGINEERS 
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IMD MEETS 


Three days of technical meetings, climaxed by an 
annual dinner, were held by the AIME Institute of 
Metals Division during tne 32nd National Metal Con- 
gress and Exposition, Oct. 23 to 27, in Chicago. Head- 
quarters for the AIME activities were at the Sheraton 
Hotel, where some 450 registered for the AIME tech- 
nical sessions 

Papers presented at the meeting dealt primarily 
with physical metallurgy (program and speakers were 
shown in JourNnat or MeEtTats, October, pp. 1208 and 
1209), and an unusual series of meetings were held 
on Research. Papers presented dealt with research 
projects not far enough along to warrant full scale 
summarizations, but upon which progress had been 
made. These Research in Progress sessions, arranged 
by Morris Cohen, Massachusetts Institute of Technol- 
ogy. vice-chairman of IMD Program Committee, may 
open a new type of session for the IMD meetings, 
bringing to the members a correlation of information 
that is helpful in other research 

Louis L. Thurstone, the Charles F. Grey Distin- 


Part of the speakers table (left) includes: L. L. Thurstone 
guest speaker at the annual dinner; Maxwell Gensamer, IMD 
chairman and Toastmaster: A. E. Focke, ASM president, and 
W. M. Peirce, AIME Director. Below, another part of the 
table shows: Mr. Peirce, F. B. Foley, International Nickel Co. 
A. B. Kinzel. AIME Director and President of Union Carbide 
and Carbon Research Laboratories, Inc., and E. O. Kirkendall 
Secretary, AIME Metals Branch. 


H. M. Davis, Penn State College, State College, Pa 
J. C. Jones, Aluminum Transatlantic, Inc.. New York 
and Cyril Stanley Smith, Institute of Metals, Univer- 
sity of Chicago 
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IN CHICAGO 


guished Service Professor of Psychology at University 
of Chicago, was the speaker at the annual dinner 
Dr. Thurstone, speaking on: “Recent Studies of In- 
telligence and Personality,’ outlined the progress in 
educational work along the lines of psychological in- 
vestigations, and illustrated many of the modern 
trends in thinking by educators in this field. M. Gen- 
samer, chairman of IMD, was toastmaster at the din- 
ner, and H. A. White, Chicago Section Chairman, 
introduced the speaker of the evening 

An informal panel discussion on precipitation har- 
dening, arranged by Morris Cohen, had as experts B 
L. Averbach, C. S. Barrett, W. L. Fink, A. H. Geisler, 
A. Guinier, J. H. Hollomon, R. F. Mehl, C. S. Smith, 
and C. Zener, playing before a full house. Discussions 
by the experts raised questions from the floor, and 
the popularity of the meeting tends to indicate a need 
for consideration of similar future panel groups. Fol- 
lowing this meeting, an informal social meeting was 
held, with refreshments 


R. E. Laub, Carnegie-illinois Steel Corp.. Gary; Hielmar 
Johnson, Inland Steel Co., Chicago; Clyde Williams, Bat 
telle Memorial Institute, Columbus, Ohio; and J. H. Reese 
Revere Copper & Brass, Inc., Chicago 


M. Gensamer 
chairman of IMD 
and toastmaster 
at the Annual 


Dinner. 


At the speakers table, along with those shown at 
left, were: J. H. Reese, chairman of the Chicago 
Committee on Arrangements for the IMD meeting; 
H. K. Work. chairman of the AIME Iron and Steel 
Branch; Hjalmar Johnson, AIME Director; H. A. 
White, chairman of AIME Chicago Section: and 
Louis L. Thurstone, speaker 
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Members Automatically Become 
Affiliated With Local Sections 


Many AIME members are not clear as to their af- 
filiation with Local Sections of the Institute. In all 
there are 43 Local Sections in the United States, and 
one each in the Philippines, Mexico, and Brazil. The 
only areas not included in Local Sections, as cur- 

tly constituted, are New York State outside of a 
radius of 50 miles of New York City; a _ of east 
ern Pennsylvania and southern Delaware, North and 
South Carolina, Iowa, Nebraska, North Dakota and 
the eastern part of South Dakota, and northern New 
Mexico 

An AIME 


member is automatically considered a 
member of the Local Section in whose territory he 
maintains a mailing address. Some Local Sections, 
however, have local dues. essentially to cover the cost 
of printing and mailing notices of meetings, and only 


those who pay these local dues are considered active 


members of the Section 

It happens that a member may be more interested 
in the programs of a neighboring Section, or may 
wish to receive notices of meetings of another Sec- 
tion. In such cases he may ask to join other Local 
Sections than his own. It is only necessary to write 
to the Secretary of the Section, whose name and ad- 
1 pages XXIV to XXXI of the 
included in his mail- 


dress will be found « 
1950 Directory, and ask to be 


ng list 
FIELD TRIPS, 1951 
AIME ANNUAL MEETING 
Reservations will be limited to plant and transportation 
facilities Reservations must be made immediately to 


assure a place on the trip. All trips will be on Friday 
Feb. 23, and will tate the entire day, except Trip No. 2 
which w eave St. Louis 11:20 p.m. Thursday and return 
to St. Louis, Saturdey, 7:25 a.m 

Trip.No..1 Lead Belt, Southeastern Missour 
dressing: Bonne Terre and Fiat River 


mining 
geology ang re 
Mo 

Trip.No..2 Tri-State Zinc District, Missou 
Oklahoma; mining, geology, ore dressing, and lead smelt 
ng: Joplin. M and Picher. Okla 


Smelters. horizontal retort and ele 


Kansas 


trolytic smelting: Fairmont and Monsanto, Ill 


Trip.No..4 Midwest-Radiant Coal Mine and Washing 
Plant, Millstadt, | and coking unit of Koppers Co 


Trip.No..5 U.S. Bureau of Mines, synthetic fuels 
from coal): Louisiana, Missou 

Pittsburg Plate Glass Co., mine and plant 
Crystal City, Mo 


Trip. No..6 


(plate and satety glass 


National Expesition of 


Nov. 27-De« 4 Dec. 26-41 
Yower & Mechanical Engineering, ment of Science 
‘ 


srand Centra Palace Few ork ention Ha ar 


Coming Events 


American 


vania Campus 


Dec. 3-5, American Institute of Chemical 


F. N. Rhines Named Chairman Of 
IMD Auxiliary Publications Committee 


The Auxiliary Publications Committee for the In- 
stitute of Metals Division has been appointed for the 
coming year. The committee consists of F. N. Rhines, 
Chairman; W. M. Baldwin, Jr.; C. S. Barrett; P. A 
Beck: Morris Cohen; S. Darken: W. L. Fink; A. H 
Geisler; B. W. Gonser; J. R. Low, Jr.; R. B. Mears 
R. F. Mehl: C. S. Smith: T. A. Read; and J. F. Kuz- 
mick. Members ex-officiis include M. Gensamer, 
Chairman, E. O. Kirkendall, Secretary, of Institute of 
Metals Division; and E. J. Kennedy, Jr., Secretary, 
AIME Technica! Publications Committee 


Powder Metallurgists Meet in New York 


Powder metallurgists in the New York area held 
an informal dinner and meeting on Oct. 4. Richard 
P. Seelig, chairman of the meeting, presented the 
Coffee speaker, George Cramer, a metallurgist at Oak 
Ridge. Mr. Cramer talked “to the tarpayers present” 
on powder metal activity in Oak Ridge and Los Alamos 

The speaker of the evening, E. Raymond Eng- 
strand, American Sintered Alloys, Inc., Bethel, Conn., 
spoke on “Metal Powders from the Fabricator’s Point 
of Vieu He described some of the difficulties of the 
producer in converting the metal powders supplied 
into parts. The talk resolved itself to how impossible 
it is to produce a perfect powder, and the speaker 
emphasized points where care must be exercised in 
handling powders and putting them to use 


Engineering Personnel Classified 


Engineers Joint Control has recently completed a 
Survey of Selected Engineering Personnel made for 
the Dept. of Defense and handled by the American 
Society of Mechanical Engineers. Vol I of the sur 
vey outlines how the survey was made and the extent 
of the mailings in various localities, and Vol 11 shows 
definitions of occupational specialties in engineer 
ing. The purpose of the survey was to obtain a ros 
ter of senior engineers with their names and ad- 
a record of each man’s education, experience 


dresses 
and definitions of engineering re 


and competence; 
sponsibilities 


AIME Directory Of Members 

The Directory of Members of the AIME was sent 
to each Member, Associate Member, and Junior Mem- 
ber with the November issue of the magazine. While 
the cover of the Directory carries the name of the 
magazine, the complete roster of AIME members, 
regardless of Branch or Division affiliation, is con 


tained in every Directory, regardless of its cover 


Assn. for Advance Mar. 5-9. ASTM, spring meeting and 
nnual meeting, Con and committee week, Cincinnati 
I'niver t\ f Penr 


Philadelphia Mar. 13-16, National Assn. of Corrosion 
Engineers, 1951 conference and exhibit 
tion, Hotel Statler, New York 


mngineere mnual meeting, Neil House Jan 15-17, 1951, AIME, Minnesota Se« 
is, OF tion, annual meeting. Mining sympo- Apr 4 AIME Open Hearth and 
siun bv Center for Contin = 
Dec, 5, Sectety for Applied Spectro uation Study, University of Minnesota 
6 pm dinner, 7 Spm meet Div., Statler Hotel, Cleveland. 
Secor tur ra ng Cente Jan. 15-18 Maintenance Show, 
York Auditoriur ‘leveland Apr. 2-5, ASME, spring meeting, At 
ore lant: 
Dec. 7-9, AIME, Electric Furnace Steel Jan. 17, AIME, Western Section. Oper lanta-Biltmore, Atlanta 
Conference, Iron and Steel Div., Hotel Hearth Committee Iron and Stee Apr. 25-26, Ame rican Foundrymen’s So 


William Penn, Pittsburgh Dir Lnge 


ciety, annua! convention Suffalo 


Dee 13, AIMEE, San Fra Secti Jan. 18.20 Society of Plastics Engineers, May 9-11, of Can 
Reminis er ui I neer ‘nnual + onal technical conference da, annua meetin Mo Roval 
Club, Sa Frar Hot Statler, New York l, Montrea 
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AIME, Besseme Committee Feb 18-22, AIME, 
D i ‘ Jefferson Hotel; 
sion, Statler Hotel, St. Louts 


innual meeting May 23-24, American Soc elety for Que = 
Metals Branch see- Control, annual convention Hk 
Cleveland, Cleveland 


! 
4 
| 
Trip.N 
my, wil 
Dec. 14, 
fe Iron anid 
East Re 
4 a 
——— 


Kenneth Fox 


Kenneth Fox has joined the Kinney Mfg. Co., Boston, 
as sales application engineer. He was formerly a 
vacuum metallurgist with National Research Corp. 


Hubert O. Woods has had his contract renewed for 
two years as consulting engineer to the Ministry of 
National Defense of Argentina and is working on the 
completion of a copper smelter project. He has been 
in Buenos Aires for three years 


M. L. Fitzgerald is now executive officer, Bureau of 
Research & Development, Dept. of Industrial Devel- 
opment, Perth, West Australia 


R. C. Rutherferd, who was with the American Smelt- 
ing & Refining Co. until he retired last winter and 
moved to California, left New York on October 31 
for Turkey where he will spend three or four months 
investigating the possibilities for establishing a lead- 
smelting industry in that country. 


Charles E. Dworjack-Graham is working with the 
Orinoco Mining Co. as a chief mechanical engineer 
at construction of the future harbor, Puerto Caroni, 
Cuidad Bolivar, Venezuela 


Arthur Eldridge Focke has been appointed head of 
the chemistry and metallurgy department of the 
Fairchild Engine & Airplane Corp.’s NEPA Div., Oak 
Ridge. He has been chief metallurgist of the Dia- 
mond Chain Co., Indianapolis, with whom his asso- 
ciation will be continued in an advisory capacity 


E. S. Hedges, director of the International Tin Re- 
search & Development Council, is visiting in the 
United States and Canada. He will call upon leading 
research men in the meta! industries and severa! 
universities to give them news of progress at the Tin 
Research Institute, London 


Raymond H. Hays has returned to the Caterpillar 
Tractor Co. Peoria, as physical metallurgist after 
receiving his M.S. degree from the University of 
Kentucky 


Percy A. Haythorne recently resigned from Lockheed 
Aircraft Corp., Los Angeles, after eight years in 
charge of metallurgical research. He will devote his 
time exclusively to consulting practice 


William C. Lilliendah! has been appointed research 
advisory engineer for the Westinghouse Lamp Div., 
Bloomfield, N. J. He will direct the metals section 
of the research department 


William P. Yant 


David O. Lesser 


William P. Yant, director of research and develop- 
ment for Mine Safety Appliances Co., Pittsburgh, has 
just been elected president for 1950-51 of the Ameri- 
ean Society of Safety Engineers 


David O. Lesser has been appointed to the staff of 
the Naval Reactor Div. of the Argonne National Lab- 
oratory, Chicago. He was formerly on the research 
staff at Battelle Memorial Institute, Columbus 


Edmond J. Whittenberger is now research metal- 
lurgist for the Aluminum Co. of America, Cleveland 
Research Div 


Robert M. Shapiro has joined the Scientific Supply 
Co., Houston, as a junior engineer 


Horace Y. Bassett has been elected to the board of 
directors of Calumet & Hecla Consolidated Copper 
Co. Mr. Bassett, a vice-president of the company 
since 1948, has been general manager of the Wolver- 
ine Tube Div., Detroit 


Seymour J. Sindeband, formerly technical director of 
American Electro Metal Corp., Yonkers, N. Y., was 
elected executive vice-president of Mercast Corp 


Guy Pare, Jr. has joined the Ascot Metals Corp., 
Sherbrooke, Quebec, as metallurgical engineer. He 
was formerly connected with the Anacon Lead Mines, 
Ltd., Portneuf, Quebec, as assistant mill superintend- 
ent 


George L. Flint has accepted a position with the 
General Electric Co.’s atomic energy plant at Rick- 
land, Wash., as a metallurgist 


Roger D. McDonald is now employed as a metal- 
lurgical laboratory supervisor with the Dept. of Re- 
search & Development, Canadian National Railways, 
Montreal 


Frank A. Hamilton has been made tyre and forge 
plant superintendent at the Commonwealth Steel 
Co., Ltd., Waratah, New South Wales, Australia 


Henry E. Frankel is now connected with the Naval 
Research Laboratory high temperature alloys 
branch, Washington, D.C. He was formerly employed 
by the Carnegie Institute of Technology, Pittsburgh, 
in the metals research laboratory 


Peter O. Kirchhoff is now employed by the Babcock 
& Wilcox Tube Co, Beaver Falls, Pa., as a student 
engineer. He recently graduated from the University 
of Wisconsin with a BS 


DECEMBER 1950, JOURNAL OF METALS—!5/5 


ersonals 
j 
( 
| 
{. 
F 
he 
wot 
Paty 


Melville F. Coolbaugh 


Melville F. Coolbaugh (‘Member 1918 president 
itus of the Colorado Schoo! 
on Septembe J) as the re 
Born in Str isbu Pa 
Iowa He a 
it Wesleyan U1 rsity iu 
iduate fron id 
902, Bachelor 
id it Col nbd 
n in MA nen y ana 
also did speci: esearct rk at 
War I he erve 1 the chemi al 
Fr 1919 thr h 1925 he wa rector of metal re 
earch for Meta Explorat Co., Denve ind i 
192 vas named preside: f the Colorado ol 
Mine Pr becomin president Dr. Coolbaugh 
had taught chemist it Colorado College, Columbia 
Mine Cast 
an 


n ecreta of he 
( rado Ci ical S ey an va i membe of 
he ¢ id ite planning commission from 1934 
throug! 945 am f tl tate mineral resources 
board. I 1946 he became pre lent emeritus. Afte 
retiremet Dr. Coolba aged i etallurs 
cal research until the time of his death 


Dudley Stuart Dean 
met & Hecla Consoli 
ber 26. Mr. Dear vas born in Lake Village, N. H. in 
and educated at St. Paul's School, Concord and 
rraduated in 1891 


Member 1915’ director of Calu 


ed Copper Co. died Septem 


it Harvard University, where he 


vith the degree of A.B. After hi is 
employed by the Atchison, Topeka tail 
road in their operating departmen url 
ind New Mexic« He erved with Theodore Roose 
velt's Rough Riders in the Spani American Wat 


After the war Mr. Dean developed 1 ( 
interests in Michigar the Northwest and British 
Columbia. He was employed in gold dredging in the 
Boise Basin, Idaho and prospecting and building 
at Quesnelle Ri District of Cariboo 
district, B During World War I he served as a 
aptain in Corps of Engineers. He served as 
chairman of the Keweenaw Land Assn., was presi 
dent of the Ironwood Mines Corp., trustee and treas- 
urer of the Newport Land Co., treasurer of the Porcu- 
pines Land Assn., and treasurer of Barage Land Co 


rold dredge 
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John C. Southard 


John C. Southard ‘Member 1943), former directer of 
research for Solar Aircraft Co., San Diego, died Sep- 
tember 4. Dr. Southard was born at Willard, Ohio in 
1906 and attended Baldwin Wallace College, Berea, 
Ohio, receiving his B.S. in 1927. In 1930 he gradu- 
ated from Johns-Hopkins University with the degree 
of Ph.D. in physical chemistry. Follov graduating 
he was assistant chemist with the U. S. Dept. of Agri- 
culture, Washington, D. C. until 1934. He became 
night superin 
furnace and then was made an associate chemist. In 
1937 he joined the U. S. Bureau of Mines, Berkeley 
California Station as associate chemist and physical 
chemist. From 1942 to 1946 he was associated with 
the Titanium Alloy Mfg. Co., Niagara Falls, as chief 
the Solar Aircraft 

is first year 
Structural 


ical papers 


endent in charge of experimental blast 


process metallurgist. He joined 
Co. in 1946. Dr. Southard was serving h 
on the NACA Subcommittee on Aircraft 
Materials. He was author of many techn 
and contributed chapters of text and 1 

the recently published book in 


rations to 


lurey Series 


Thomas Ellis Brown ‘Member 1916 
Mr. Brown was born in 1889 at Yonk 


and 
graduated from the School of Mine Columbia Uni 


versity in 1912 with the degree of E.M. Following 
graduation he joined the Griscom Russell Co. and 
then the American Bridge Co. He became assistant 
consulting engineer to Thos. E. Brown in 1913. In 
later years he was connected with several concerns 
as a consulting engineer and in 1945 joined the At- 
lantic Beach Bridge Corp. In 1946 he became resi- 
nt for the Nassau 
Bridge. a 


dent engineer and superinten 
County Bridge Authority, Atlantic Beach 
position he held at the time of his death 


NECROLOGY 
Date 
Elected Name 
1944 Fred A. Austin 
1940 Charles Volney Averill 
1918 Paul W. Avery September 27, 1950 
1939 Ralph S. Blitz May 28, 1950 
1942 Frank A. Bond July 3, 1950 
1940 Walter E. Burlingame August 10, 1950 


Date of Death 
March 1950 
August 28. 1950 


1942 E. C. Carlson September 9, 1950 
1938 Willis Haviland Carrier October 7. 1950 
1941 Cecil Oliver Dunlop August 10, 1950 
1948 Charles A. Franks Unknown 

1917 Orr R. Hamilton April 24, 1950 


August 27, 1950 
October 15, 1950 


1939 R.K. Matheson 
1943 Claude E. Needham 


/ { 
ituaries 
rado Mines. During World War II he was regional | 
a representative for the government's engineering sci ian Metai- 
a ence an inagement war training program for | 
Colorado, Wyomi Utah, Idaho, and Montana. He 


Proposed for Membership 
Metals Branch AIME——— 


Total AIME membership on Sept. 30, 1950, was 16,737; in 
rddition 4.184 Student Associates were enrolled 


1DMISSIONS COMMITTEE 
E. C. Meagher, Chairman; Albert J. Phillips, Vice-Chair- 
nan; George B. Corless, H. P. Croft, Lloyd C. Gibson, Ivan 
i. Given. F. W. Hanson. T. D. Jones. P. Malozemoff, Rich- 
trd D. Mollison, and John Sherman 


Institute members are uraed to review this list as soon aa 
the issue is received and immediately to wire the Secretary's 
sfhice night message collect. if objection is offered to the 
vimission of any ay ant Details of the objection should 


follow by mail. The stitute desires to extend its privileges 
to every person to hom if can be of service but does not 
lesire to admit persons unless they are qualified 


In the following list C/S means change of status: R. re 
imstatement WV. Member J. Junior Member AM. Assoctate 


Member: S. Student Associate 


G 


and Junction--Son, Dorsey G. (M) 


Illinois 

Chicago Gieseiman, Richard F. (C S-S-J)}: Rosenqvist 
Terkel N. (J): Witschey, Ray A. OM) 

Haweyu-- Snow Adolph (J 

Wilmette Rudolphy, Edward C. (J) 


Indiana 


Fast Chicag Kapitan, Josef '): Seifko, Michael G. (M) 
Warsaw Bowen. Bernard TD. (J) (C’S—S8S-J) 


Massachusetts 


Boston Postlethw 


Michigan 


Dearborn Cromwell, Dewitt P. (M 
Mi 
Morawsth Frederick P. (J) (C/S—S-J) 


Missouri 


Clauton —-O'Meara,. John (J) (C S--S-J 
St. Louis-Donnell, Jess F. (M) 


New Jersey 
Ashury—Siostrom, Robert A. (A) 
Berkley Heights—Sloan, Arthur W. (M) 
Enqglewood—Taylor, Neil R. (A) 

South Orange Grover. D (M 
New York 
Maspeth Zvsk. Edward D. (J) 
Hartsdale—Yastie, Birger L. (3) 


Larchmont—Marquis, Byron (M) 

New York—Hambraeus, Gunnar A. (M): Nielsen, John P 
(M) (C/S—A-M) 

Ohio 

Bowling Green—-Winegartner, Edgar C. (J) (C/S—8-J) 


Canton—Figeley, James G. (M) 

Chagrin Falls Peterson, Gustave A. (M) 
Cleveland Heights—Manning, John T. (M) 
Franklin—Gibbons, Vincent J. (M) 
Lakewood—Varga, John Jr. (A 
Middletown Komnenovich, Eli (M) 
Oklahoma 

Blackwell—Halfacre, Robert (J) 
Tulsa Burke, John G. (iM 


Oregon 
Portland—Bates, James P. (M) 


Pennsylvania 

Duquesne—Wright, Ralston E. (M) 
Haverford—Aksey, Alaettin M. (M) (C/S—A-M) 
Homestead—Colledge, F 
Monaca—Sevick, Joseph ¢ s 
Morgantown—Rodruan, Edgar A. (M) 


Texas 
El Paso-Howard, Edward E. (J 


Washington 
Spokane—Hastings, Gordon R. (J) 


Wisconsin 

Madison—Monson, Leon A (J) (C/S—S-J 
Australia 

Newcastle—Bulter, Arthur K. (M) 


Mexico 
Merico D. F.—Doerr, Karl P. (M) (C/S-—A-M) 


LINDBERG 


G-10 LABORATORY FURNACE 


LINDBERG — for 2 complete line of the finest 


_ ten 


when it’s 
accuracy 
and control 
that counts 


Fun is fun-—-ond a joke is a joke but when a 

busy laboratory technician has to fuss for an 

hour over the setting and control of a furnace 
that's no joke 


Use the Lindberg G-10 Laboratory Furnace— 
just set it and forget it! The G-10 is electronically 
controlled to operate at o preset temperature 
within a plus or minus 5 F. limit. The electronic 
indicating and controlling pyrometer, an integral 
part of the G-10, saves many man hours of super 
vision in the modern laboratory. Its 3000 F. top heat 
is available for intermittent operation—and you 
con run it for a week ot 2500 F. It’s compact 
2'x3'x5'—completely self contained . all controls 
and equipment are in the furnace housing, just 
hook it up. It's a current sover—the electronic 
controller applies current only to adjust or main 
tain heat. It's tough—-10 oversize Globors and an 
8 KW transformer produce optimum low wott density 
and long element life. 


It's a natural for your laboratory. Ask your 
laboratory equipment dealer for full details, or write 
Lindberg Engineering Company, 2466 West Hubbard 
Street, Chicago 12, Illinois. Ask for Bulletin No. 980 


LABORATORY 
HEATING APPARATUS 
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Offers a Complete 
Line of Equipment 
for the... 

METALLURGICAL 
LABORATORY 


Buchler specimen preparation 


equipment is designed especially 
for the metallurgist, and 1s built 
with a high degree of precision and 
accuracy for the fast production ot 
the finest quality of metallurgical 


sper tmens 


1. No rapid mould 


L415 Press for the 


ing of specemen mounts, crther bakelite 
or transparent plastic Heating clement 
«an be raned and cooliog blocks swung 


mto without releasing pressure 


on the mold 


2. No. 1211 Wet power 


“4” hp. ball bearing motor 


arinder with 


totally en 
wheels mounted on 


closed. Has two 


metal plates for course and medium 
grinding 


off machine is a heavy 


3. No. 1000 Cus 


duty cutter for stock up to 4 Pow 
ered with a 5 hp. totally enclosed motor 


with cut-off wheel, |! xii x | ‘ 


Polisher 
polishing 


Low 
balanced bronze 
All bear 


4. 15905 com 
plete with & 
disc. Mounted to |, hp. t 
speed motor, with ght angle gear re 
duction for 1 and 246 RPM 


Speed 
ng two 


spindh 


ehler- 


scratch tree 


usman 


on of the tim 
shing. Speed with 
th bert 


Simple 


les ts Obtained we 


ferrous and non tert s sumples 


to operate foes Mot require an expert 


techanian to produce good specimens 


6. No Hand Grader convenrent 
arranged for two stage grinding with me 
dium and fine emery paper on twin 
grimding surfaces. reserve supply of 
150 ft. of abrasive paper is contained in 


rolls and can be quickly drawn inte 


position for use 


7. No 100 Emery paper disc grime 

Four grades f abrasive pape are ope 

vided for grinding on the four sides of 
discs, 8° diameter. Moror Shp. with 
two speeds, $75 and 1150 R. PM 

8. No 11S Cut-off machin fe tabl 
mounting witt parate unit rec la 

mg cooling system Ne Motor hp 


with capacity for 


Ve 
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The Line of Specimen Preparation Equip- 

achines Specimen 
Emery Pa 
Belt Sur 
shers . 


ment includes 

Mount Presses @ Pow 
per Grinders © Hand G 
facers @ Mechanical and 
Polishing Cloths © Po 


1950 


rinders 


Flectro Pol 


lishing Abr 


Buckler Ltd. 


isives 


METALLURGICAL APPARATU 
165 WEST WACKER DRIVE, CHICAGO 1, athe 


James L. Head 


Library Board Elects 
Head Chairman 


James L. Head, an AIME Director, 
| has been elected chairman of the 
Library Board of United Engineer- 


ing Trustees, which administers the 
Engineering Societies Library. He 


| succeeds J. S. Thompson, who has 
just completed a two-year term 
Frank T. Sisco, AIME, recently ap- 


pointed as a member of the Board 
for a 4-year term ending in 1954. 
is chairman of the administrative 
committee of the Board, and James 


Douglas, also AIME, is on the budget 
committee 
All exchanges with the USS.R 


have been discontinued because of 
the irregular receipt of publications 
Subscriptions have been placed for a 
few Soviet publications and the re- 
sults are somewhat more satisfac- 
tory. Certain wanted publications 
from that country are unobtainable 

To the support of the library, the 
Founder Societies contributed $50,- 
000. The AIME share for 1948 was 
about $12,400 and in 1949, $9300 
However, about $3300 of this amount 
in each year was furnished by the 
James Douglas Library Fund, whose 
income is specially earmarked for 
this purpose. This left the net con- 
tribution by AIME in 1948 as $9114 
and in 1949 $6049, or 59% and 3% 
per member, respectively 


Initiation Fee Payments 

The $20 initiation fee required of 
applicants for Associate Membership 
and full membership in AIME may 
be paid in four annual instalments 
of $5 each. Junior Members do not 
have to pay any initiation fee; and 
application for such membership 
may be made at any time before 
one’s 30th birthday anniversary 
Junior Members may retain such 
status until their 33rd birthday an- 
niversary, when they must become 
either Associate Members or Mem- 
bers. In either case they must pay 
the initiation fee; in $5 annual in- 
stalments if desired 
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Electro Engineering Can Save You Money 


The research, engineering and manufacturing facilities of Electro are constantly de- 
voted to the fabrication of products which will offer dependable maximum service at minimum 
cost to the user. Two products which can effect economies for electric furnace operators are 
listed below: 


ELECTRO SS STOPPER HEADS 


ELECTROCARB SILICON CARBIDE 


1. Are economical due to cleaner shutoff. =90C and =75E 
2. Show no spalling and no leakage source cracks caused by For Alloy Recovery and Deoxidation of Steel 

thermal shock. t. Enable valuable metallics to be recovered from the slag 
3. Have high abrasion resistance so wear less. 2. Provide immediate production of a carbidic slag when de 


4. Have high softening point and do not stick to nozzle. ares. 


3. Provide # hot slag by exothermic reaction 
5. Have proportioned thermal conductivity preventing burning 4 


. React rapidly with oxides or for deoxidation due to nascent 
of bolt on long pours 


silicon and cerbon produced. 
For more detailed information ask for Bulletin S-750 on For more detailed information ask for Technica! Bulletin 
Electro Stopper Heads Silicon Carbide for Deoxidetion of Steels 


Electro Field Engineers are available for personal consultation. 


ELECTRO 
REFRACTORIES & ALLOYS CORP. 


344 Delaware Avenue Buffalo 2, New York 


LAVA SUPER REFRACTORIES 
LONG LIFE—HIGH TONNAGE—LOW COST 


1 LAVA Graphite Stopper Heads and Graphite Plug Mix Insure Clean Pour- 
ing with Low Ingot Expense. 


LAVA “SINKRITE” Hot Top Compound, because of its definite Exothermic 
and Insulating properties, provides Greater Ingot Yield for Steel Plants, 
and Sound Castings for Foundries. 


LAMAGAL — NORMAGAL — ZIRCOLAV — LAVALOX — LAVALLOY 
will deliver more production at reduced cost when used to line and main- 
tain your Induction Furnaces. 


LAVA CRUCIBLE COMPANY OF PITTSBURGH 


627 WABASH BUILDING 
PITTSBURGH 22, PENNSYLVANIA 
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Baird Associates 


A. E. ANDERSON CONSTRUCTION CORPORATION 


Fire Brick Construction 
| 


1720 Military Road P.O.Station B,Box 36 Buffalo, N.Y. 


Telephone: Delaware 4131 
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You can afford 


High Vacuum 


Furnace 


ONE 


Versatile Unit lets 


you melt, pour, 


heat treat, degas 


Ar: last there is now available a single 
furnace that does away with the need 
to purchase equipment for each phase 
of your high-vacuum, high-temperature 
work. Because of its modest price, it 
will fall within the budget of most 
laboratories 


With this new furnace you can melt 
and solidify — melt and pour — add to 
the melt — stir — look into the hort 
zone — measure hot zone temperatures 
— introduce controlled atmospheres 
— degas — heat treat. It’s a complete, 
versatile unit, capable of handling the 
widest variety of metallurgical research 
work. Write today. 


FEATURES — 


@ U!timate vacuum of less than 
5x 10-5 mm. Hg. 
@ Working temperatures up to 
2000° C. 
@ Temperature controllable 
within 5° C, 
@ Hot zone reaches temperature 
within one minute 
@ No refractories used in hot zone. 
@ 4° purifying type diffusion pump in- 
sures high capacity for out-gassing. 
@ Utilizes single turn low voltage re- 
sistance element of either tungsten 
or molybdenum 8" x 244" dia 


Eve PMENT 


PMEN 


@ Constant temperature zone 
6" x 2%" dia. 

@ Power supplied directly from mains 
to specially-designed variable auto 
transformer which is an integral 
part of unit. 

@ Either manual or automatic temper- 
ature control or both. 


@ Thermocouple vacuum gage is 
standard equipment. Other gages 
are available 

@ Furnished complete with vacuum 
system, controls and gages includ- 
ing ammeter, volt-meter and tem- 
perature indicator. 


National Research Corporation 


Seventy Memorial Drive, Cambridge, Massachusetts 


LURGY 
COATING 
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INDUSTRIAL RESEARCH - PROCE 
HIGH VA @ ENGINEERING ANO — 
in the ted Kingdom AMERICAN RESEARCH, LTC london 5S W 7 — Wishaw, Lonortshire 


RADIOGRAPHY 


goes beyond inspection 
of castings and welds 


@QCHECKS ASSEMBLIES 


Two of a group of hydraulic cylinders failed to 
function. Disassembly would have taken too 

long and involved breaking seals. Radiography 
compared the two with a good cylinder and 
revealed not only the compression springs rubbing 
on eylinder walls but also the absence of a 

second coil spring in the valve assemblies. 


q@EXAMINES ENCLOSED SURFACES 


Even though treated and sealed, these landing 
gear struts of an amphibian plane can develop 
internal corrosion and become weakened. 
Radiography alone can provide an examination 
of these internal surfaces. So the manufacturer 
has made it routine in the periodic inspection 
for service and safety of its amphibians. 

Your x-ray dealer will gladly discuss the 
many ways radiography can aid your business 
by increasing foundry yield, checking welds 
and doing many other important and 


valuable non-destructive inspections. 


EASTMAN KODAK COMPANY 
X-Ray Division, Rochester 4, N. Y. 


Radiography... 
another function of 
photography 


TRADE-MARK 


a 


